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5-Meter Transceivers— French Radio Show -Beginner's Short-Wave Receiver 
Making a Metal-Tube All-Wave Service Oscillator— Self-Tuning Radio Set! 




s 



n serviceman 



AT 



s' 




We want you to be in our laboratory, with 
Supreme engineers . . . give you the insight 
into years of countless tests and numerous 
conferences around the testing table. 

We want to take you step by step through 
the evolution of tube testing circuits as devel- 
oped by Supreme engineers. Have you know 
their vantage point . . . the results of compara- 
tive tests . . Thousands of Them . . . and the 
NtasTer ^graphs that boil down all the tireless 
checking and counter-checking into definite 
and understandable facts. There is only one 
practical way that we can do this and that is 
by placing the actual records in your hands. 

This we have done through the medium of two 
Supreme brochures. One, the new catalog with 
full page illustrations and complete detailed de- 
scriptions of each instrument. The other, "The 
Evolution of Tube Testing/' giving in diagra- 
matic detail every test; comparisons of circuits, 
and illustrated results . . . virtually a lecture 
and resume of all our experience since the 
begmning of radio. 

It's your chair around the conference table 
with Supreme engineers, Mr. Radioman, giving 
you, in a brief period of time, the results of 
years of experiments and research. 

Every radioman who aims to be up-to-date 
in his professional knowledge needs these 
booklets and the wealth of technical informa- 
tion they contain. Free upon request from 
Supreme Instruments Corporation, Greenwood, 
Mississippi, producers of the most outstanding 
instruments in radio service history — Supreme 
1936 instruments. 



Supreme Instruments Corp. 

Greenwood, Mississippi, U. S. A. 

Export Dept.. Associated Exporters Co., 145 W. 45th St., 
New York City, N. Y. Cable Address: LOPREH, N. Y. 
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£eam 

RADIO 

SEND TODAY FOR DETAILS OF MY 

Pay-Tuition-afteF 
Graduation Plan! 

Train for Radio in 90 days, right here in the big 
Coyne Shops — not by correspondence — but on real 
Radio, Sound and Television equipment. Mail the 
coupon below* If you are short of money I'll send you 
all details of my finance plan and consider your appli- 
cation. If accepted, you won't have to start paying 
tuition back until five months from the date you start 
school, and then you'll have over a year to complete 
your payments. 

Tremendous Developments Ahead 

In Radio and Television! 

HERE is YOUR opportunity to cash In. Every day brings news of new developments in every branch of Radio and Television, with 
more bpportnnUies, more jobs, and a greater future for the trained man than ever* before. I consider the fellow w ho is ambitious 
enough to want to get ahead by taking my Training, worthy of my help. MAIL THE COUPON BELOW and you can prove to me that 
you are willing to spend just 12 weeks in the^Coyne Training Shops learning Radio* Then, I'll tell you about my finance plan which has 
enabled many to get complete Training and pay tuition back later. 



Learn By Doing In 90 Days 



mm* 



STUDENTS BUSY AT WORK IN LARGE COYNE SHOPS 



I don't care whether you are 16 
or 45. It makes no difference to 
me if you don't know an oscilla- 
tor from a spark coil. You don't 
need any previous experience or 
advanced education to master 
my Shop Training. Don't let lack 
of money hold you back from 
getting all details of my amazing 
plan. 

MANY EARN While 
LEARNING 

If you need part-time work to 
help pay your living expenses and 
will tell us your problems we 
may be able to help you a,s we 
have thousands of others. T hen, 
in 12 brief weeks, in the great 
Training shops of Coyne, you 
will learn on a wide variety of 
modern, up-to-date A. C. Super- 
heterodyne sets, oscillators, ana- 
lyzers and test instruments. Pre- 
pare for Amateur Broadcast, or 
Telegraph Radio Operator's Li- 
cense and to know all code and 
Dept. of Commerce rules foragov- 
ernment License Examination. 

TRAINING 

By Actual Work 

No dull books . . . you get indi- 
vidual training . . . real actual 
work with only the theory you 
will need. Building real radio sets, 




Auto Radio Instruct! 
Prepare For Job ■ 
Like These 

Here are .a f of hundreds of j>o 
ttooAm tb*. Radio Arid. My free em- 
ployment bureau gives you Ufe-Drnt 
employment service. 

AIRCRAFT. RADIO-OPERATOR 
ShlPWDItf QPE£AT0R 
RADIO SERVICING. 
PUBLIC ADORERS SYSTEMS 
BROADCAST STATION OPERATOR 
TAlKmG'JMCtURE STUDIOS 
TELEVISION LABORATORY MA* 




doing radio wiring and testing, 
trouble-shooting, repairing and 
servicing. That's a glimpse of 
how we help to make you a Radio 
expert, and fit you to qualify for 
jobs leading to the biggest pay. 

Jobs • Pay • Future 

"I got my present job two days 
after graduation, at shorter hours, 
and wages increased 60% over 
my old job," reports Arne Wiklem 
of Minnesota. "I have my own 
shop, own a real car and make 
fine money in the radio busi- 
ness, ,, writes E. Allen of Mon- 
tana, "All this is possible because 
I came to Coyne." And I could 
go on quoting from hundreds of 
let tcrs of successful Coyne Trained men. 
What they have done, you should be 
able to do. 

Electric Refrigeration 

Air Conditioning 

Right now I'm including my new Elec- 
tric Kcfrigcration and Air Condition- 
ing course at no extra cost. 



Borne of Coyne Shops 



This is our fireproof mod- 
ern Building wherein is 
installed thousands of 
dollars' worth of Radio 
equipment of all kinds. 
Every comfort and con- 
venience has been ar- 
ranged t o make you happy 
and contented during 
your Training. 



GET THE FACTS 

Coyne is your one great chance to 
get into Radio. This school is 36 years 
old— Coyne training is tested — proven 
beyond ail doubt — endorsed by many 
large concerns. You can find out every- 
thing absolutely free. Simply mail the 
coupon and let me send you the big, 
free Coyne Book with photographs . . . 
facts . . . jobs . . . salaries . . . oppor- 
tunities. Tells you how many earn ex- 
penses while training and how we assist 
our graduates in the field. This does 
not obi igate you . So 
act at once. 



MAIL 

Coupon 
Today for 
FREE f 
BOOKo 
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H. C L E WIS*. _ 

Coyne R jJtTo ^ Elect ricml 

$oo 8. PaulUta St,_ Dept. X*r«H t Chicago 

Dear Aft, Lswiv Yrilhout okiig&tipci send me youi 
free- catalog and all d#aU«- also 4eU me all 
lib. ur your 4f P«f-Tajt<^A/ter-t;i*duai1©n'* Plan. 



COYNE 



H. C. LEWIS, President Founded 1899 

RADIO & ELECTRICAL SCHOOL 
500 South Paulina Street Dept. 16-8H Chicago, 111. 

Please Say That You Saw It in Radio-Craft 



Mrme 
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..Age 
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NUMBER 

Watch for the next issue of Radio-Craft in which you 
will find descriptions of all the new developments of vital 
interest to everyone owning a radio set. 

Service Men, too, will find described in this forthcom- 
ing annual BROADCAST NUMBER of Radio-Craft im- 
portant information concerning the latest advances in 
servicing equipment and procedure. An interesting arti- 
cle on testing metal tubes is presented. 

All-wave receivers appear to have obsolesced the single- 
range receiver. However, the phenomenally efficient per- 
formance of the all-wave set was not achieved until seem- 
ingly insurmountable obstacles were overcome. The discus- 
sion of some of these problems makes interesting reading. 

RADIO-CRAFT is published monthly, on the first of the month preced- 
ing that of date; its subscription price is $2.50 per year. (In Canada 
and foreign countries, $3.00 a year to cover additional postage.) 
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WHAT MAKES 
THE NEW Triplett MASTER UNIT TEST SET 



Laboratory.' 



One compact portable case contains the 
four units necessary for expert radio 
service work. 

Every unit is a Professionals' Instru- 
ment 

Every instrument has exclusive Triplett 
Features. 

Model 1206 has Model 1231 All-Wave 
Signal Generator. 

Model 1207 has Model 1232 All-Wave 
Signal Generator. 



All-Wave Signal 
Generators 

Model 1231 D.C. or 
Model 1232 AC, 
Dealer Net $26.67 




Note exclusive Triplett 
feature . . . Direct-Reading 
Scale ... Six Bands . . • 
Vernier. Easy to read . . . 
Easy to operate . • • Precision 
built. 



Dealer Net .$82,67 



TRIPLETT 
MANUFACTURES 

A complete line of electrical measuring in- 
struments for radio, electrical and general 
industrial purposes both standard and 
custom built. See them at your jobbers. 
If you have an electrical instrument prob- 
lem write to TRIPLETT. 



The new 193G Triplett Master Unit Test Set Model 1206 includes the 
new Direct Reading: All-Wave Signal Generator either battery oper- 
ated Model 1231 or A.C. operated Model 1232, 

This new All-Wave Signal Generator by Triplett marks a great im- 
provement in signal generator design. It is direct reading with 
vernier and lias a single switch with pointer, for setting to any one 
of the six frequency bands covering all ranges from 100 to 30,000 kc. 

All frequencies are fundamentals and fully stabilized. It has per- 
fect attenuation, especially low loss switching, and all parts are of 
low capacity. Furthermore parts are non hydroscopic and thor- 
oughly shielded throughout. Two jacks are provided for obtaining 
a 400 cycle audio note. 

The four units contained in the Model 1206 Master Unit Test Set 
as well as the carrying case can also be purchased separately, and 
the complete servicing laboratory built up over a period of time. 
The four units are: 

Model 1200 Volt -Ohm-M illiammeter. Dealer Net Price $21.67 

Model 1210- A Tube Tester, Dealer Net Price 20.00 

Model 12 20- A Free Point Tester. Dealer Net Price 8.33 

Model 1231 D.C. (or 1232 A.C. All-Wave Signal Generator in Model 

1207). Dealer Net Price 26.67 

Model 1204 Leatherette Carrying Case, Dealer Net Price 6.00 

Write for Complete Catalogue. See them at your jobber^ 



0 ^^^^^ Mail This Coupon! 

^^■L ^^^fc. m r- Triplett Electrical Instrument Co. 



ELECTRICAL INSTRUMENTS 



61 Harmon Drive 
HlufTton, Ohio 

Please sen*! me full information on Model 1206 Triplett Master Unit 

Tesl Set 

Catalogue 

Name .... — . - ~ 

SI. Address ~ — 

City - State - 



Please Say That You Saw It in Radio-* 'kaft 
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WITH GERNSBACK OFFICIAL RADIO SERVICE MANUALS 



Base 



r ■ ■■ i-.-t- l--- ■-• r:--7 . . -r. -t 

'■■ RAEHO SERVICE- &g 




Just as we say — "Be prepared to meet all radio servicing emergencies with the <;ernsbark Official Radio 
Service Manuals." Yon never know when a service job requires that "extra" special attention. It 
mijrht mean the difference between doing the job or losing it. You're safe if you have on hand the 
GERNSBACK MANUALS — either for regular service work or for servicing auto-radios. Get your 
copy today! 

No other radio book is comparable to the new 1935 OFFICIAL RADIO SERVICE MANUAL. In con- 
tents, in style of printing, in grade of paper, in illustrations, there has never been published such a 
comprehensive volume. 

This Manual contains over a thousand pages — yet it is only 1 V4 inches thick because it is printed on a 
special Bible stock which is an exceptionally good stock, yet one of the thinnest and most durable 
papers. This 1935 Manual is the most authentic and elaborate service guide ever used in the radio 
industry. 

i on tvnis of 1ht> 193.1 3 tana at 



SET SERVICING 

Service information 
found in the Manuals 
covers all types of 
radio receivers. The 
material is extremely 
valuable to Dealers 
and Service Men. On 
many diagrams ap- 
pear voltage readings 
of tubes, socket con- 
nections, transform- 
er data, alignment de- 
tails, and other serv- 
ice notes. 

PUBLIC ADDRESS 
The pages on P. A. In- 
stallation \m!1 be 
helpful to S e r v i ce 
Men and P. A. special- 
ists. Such prominent 
features as class A 
and B amplifiers — 
single and dual chan- 
nel systems — attenu- 
ators, and mixers — 
superpower stages — 
preamplifiers and oth- 
er commercial devices 
for P. A. work are in- 
cluded. 

ALL WAVE 
RECEIVERS 
Information relative to 
short- wave receivers have 
found their way into the 
Manuals. For these 
standard manufactured 
sets, wherever possible, 
Complete aliening details 
for a)) wave hands are 
included in addition to 
1l:e service material listed 
fur other sets. 

AUTO-RADIO 
RECEIVERS 
All available service in- 
formation on new auto- 
radio sets has been in- 
cluded. From this data 
alone Service Men could 
derive sufficient knowl- 
edge to venture in a 
specialty field — that of 
servicing only auto- 
radius. 



f.00 

List 



Over 1.000 pases full of diagrams and essential 
information of manufactured receivers — only data 
of real use in servicing is included. This new 
Manual is really portable since it is ex- 
tremely thin and light as well. • Volume V 
continues where the preceding manual left off. 
• Many circuits of old sets are included. • 
Service Men know every set has certain weak 
points which are really the cause of trouble. 
Wherever the information could be obtained, these 
weaknesses with their cures are printed right 
with the circuits. This is an entirely new and 
valuable addition to the Manual. • All the latest 
receivers are included all-wave sets, short-wave 
sets, auto-radio sets, midget and c tear- box sets, 
etc., as well as P. A. Amplifiers and equipment. 



and commercial servicing instruments. • The 
cumulative index is even more complete than be- 
fore: including cross-references .o sets sold under 
different names and type numbers. • Volume V 
includes resistance data ; socket layouts ; I.F. data ; 
and voltage data. • Tube data on latest tubes. 
• Free question and answer service — as included 
in our last three manuals. 

OVER 1000 PAGES 

Over 3*000 illustrations 
Size ?#" .v i2" — only f l/ f " thiek 
Flexible* hutseteai leatherette 
enver 



Which of These 

GERNSBACK RADIO 
SERVICE MANUALS 

Do You Need to 
Complete Your Files? 

1934 Official Radio Service Manual 

Over 400 Pages. 9x12 Inches. 
Over 2.000 Illustrations 
Flexible, Looseleaf. Leatherette Cover 
List Price S3.50 

1933 Official Radio Service Manual 

Over 700 Pages. 9x12 Inches. 
Over 2,000 Illustrations. 
Flexible, Looseleaf. Leatherette Cover 
List Price S5.00 

1932 Official Radio Service Manual 
Over 1.000 Pages. 9x12 Inches. 
Over 2,000 Illustrations 
Flexible. Looseleaf. Leatherette Cover 
List Price $5.00 

1931 Official Radio Service Manual 

650 Pages (Including Supplements) 
lix 1 2 Inches 
Over 1.500 Illustrations 
Flexible, Looseleaf. Leatherette Cover 
List Price $4.50 
(Including Supplements) 

1933 Official Auto-Radio Service 
Manual 

(Volume I) 
Over 200 Pages. 9x12 Inches. 
Over 500 Illustrations. 
Flexible. Looseleaf. Leatherette Cover 
List Price $2.50 



— -for the real auto-radio s<>r vicing 
you can't find a better book! 

The 1935 Official Auto-Radio 
Service Manual 

Ewy radio man connect wl In any way with the 
boom I nc auto- radio business nerds a ropy of the new 
OHHKM.W, AITo-K.\I>Io SKItVlf'K MaNTaL. It 
contains only auto- rail to service * done." 

here are m<;itu< irrs of the 1935 

AUTO- RADIO SERVICE MA.SI'AL 
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240 Pages 

Over 500 
Illustrations 
Size 9 x 12" 

Flexible. Looseleaf 
Leatherette Cover 

$2.50 

LIST 



MAIL COUPON TODAY FOR ANY MANUAL! 

r - - - -r : - — i 



I CIKRNSBACK PUBLICATION'S. Inc. 
" 99 Hudson Street. New York, N. Y. 
J Ent'loseJ you will find my remittance of $ 
I which please send me promptly. POSTPAID 
RADIO SERVICE MANUAL indicated. 



RC-13C 



H IW Edition 

n 1M4 Edition 

□ I U3» Edition 

□ 1M2 Edition 

□ IUS1 Edition 



S7.00 
$3.50 
$5.00 
$5.00 

S4.50 1 Including Supplements) 



for ■ 

the OFFICIAL | 

M'TO-RADIO MANUALS 

□ 1^35 Edition 

□ 1933 Edition 



$2.50 
$2.50 



I 



Name 



Address 



GERNSBACK PUBLICATIONS, Inc. 

S9 Hudson Hrwt New York, N. V, 



I 
I 
I 
I 

I City 
I 

L 



State 



I send remittance by rheck. money order, or register letter If it contains cash, 
currency or unused U. S. 1'ostaKe Si amps.) 



OVERSEAS READERS! 

These book* ean be obtained from tho following houses: 



GREAT BRITAIN 

Gorringo's. 9a. Green Street. Lei- 
tester Square, London, England 



Editions 



FRANCE 

Radio. 42 
Paris 



Rue Jaeob. 



AUSTRALIA 



MeGill's 183*195. 
St.. Melbourne. C. 



218 Elizabeth 
I 
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WHAT'S 
NEW IN 
RADIO 



OLD-TIME SERVICEMEN 
LOSING OUT WITH THEIR 
HIT-AND-MISS METHODS 

RAPID DEVELOPMENT IN RADIO 
— new and improved circuits- — special 
purpose tubes — Radio's expansion into 
many allied fields — have created an in- 
creasing demand for Radio servicemen. 
BUT — only the trained servicemen — the 
men who have secured a firm ground- 
ing in the fundamentals of Radio, in 
modern setvice technique, and who have 
kept up with all the modern develop- 
ments of Radio are in a position to 
take advantage of this. 



TODAY S RADIO SERVICEMAN IS 
a diffetent person from the serviceman 
of five years ago. Today, the successful 
sen- iceman must teally be a trained serv- 
ice engineer — capable, quick, ingenious, 
Co solve the many prohlems he meers 
with when servicing the many cypeS of 
Radios and other apparatus developed 
along Radio principles — which he is 
called on to repair, sell and service. 
The old-timer who simply changes 
tubes, pulls wires, holds his breath and 
hopes, can't get along today. On every 
side he sees efficient, trained men step 
into his shoes — go ahead faster — and 
make more money. 



ALL-WAVE AND HIGH FIDELITY 
RADIOS, with their ex a a adjustments 
have brought forth many new service 
problems. This kind of service work 
requires a man with special knowledge 
and training. Not the old-time, hit- 
and-miss fellow. He may try — but he 
can't succeed. It's the well trained sen- 
iceman who cashes in. That's why we 
see many amhitious men everywhere get- 
ting into Radio service work — with 
sound training such as any man can get 
from the National Radio Institute. And 
that's why many servicemen with years 
of practical experience are also training 
themselves in the modern ways of 
servicing. 

MODERN SERVICING METHODS 
are helping servicemen increase their 
earnings by greatly reducing the amount 
of time required to do a job. This en- 
ahles them to handle a greater volume 
of work per day, and have more time 
to build up their businesses. 



AUTO RADIOS BRING SPECIAL 
SERVICE PROBLEMS. The increasing 
volume of sales of Auto Radios is hring- 
ing with it an increased demand for 
trained servicemen who are capable of 
servicing Auto Radios quickly and thor- 
oughly. Many new problems — Such as 
ignition noises, insulation problems, 
servicing complicated and compact re- 
ceivers, the anility to tell uhether the 
car chassis or the receiver is to blame, 
vibrator defects — are being handled by 
modern, well-trained servicemen who are 
finding Auto Radio a means of in- 
creasing their incomes. Modern Radio 
schools- — such as the National Radio 
Institute— are including thorough train- 
ing in Auto Radio in their courses. 



NEW BOOK TELLS ABOUT RA- 
DIO'S DEVELOPMENTS. Mr. J. E. 
Smith, President of the National Radio 
Institute, Washington, D. C, the old- 
est and largest Institute for Training men 
for Radio through home study, has pre* 
pared a book telling all about rhe need 
for thorough training in Radio, for 
either "old" servicemen who want to 
prepare themselves for modern Radio 
Servicing— or for the beginner who 
wishes to enter Radio either as a spare 
time or full time expert. Read the Na- 
tional Radio Institute's advertisement 
on the right — then mail the coupon for 
a FREE copy of Mr. Smith's book. 




J. E. Smith, President 
National Radio Institute 



HEBE WE A FEW EXAMPLES 
OF THE MHO Of M0N6V 
■ TWIN m MEN TO MUE 



$3,500 Year in Own Business 

"After completing the N. 
R. 1. Course I became 
Radio K.litor of the Ruf- 
falo Courier. Later I 
st arte J a Radio service 
business of my own. am] 
hn»c averaged over *3." 00 
a year. " -T. J. TELA A K. 
.V><: llewht Avenue. Iluf- 
falo. N. Y. 

$80.00 Monthly In Spare Time 

r_^-*r~^ "I work on Rail lo part 
'^^aaaam. time, still holding my re- 

gular jot i. Since enrolling 
Uvc >cars ago. I lm\e 
a vi- raged around $80 every 
month, giving me a total 
JW of about jrWlftO."— JOHN 

B. MORISSKTTB. 773 
Silver Street. Manchester. 
N. H. 

$2,000 in Year for Former Plumber 

"When T took up the N. ' .mmm- _ ^ 

R. 1. fours**, my work as 
a plunder was setting less 
ami less. 1 am doing tine 
nith my service w»rk now. 
The prnfiis for the ptthl 
twelve months have hem 
a limit J-inoo. For anyone 
wishing to enter Radio. I 
recommend N. R. 1.-— L. A. Tubl>. C^8 
Cornell SI reel. Ottawa. Ill, 





Free Book Tells How. Mail Coupon! 

The world-wide use of Radio sets for home entertainment has 
made many opportunities fur you to have a spare time or full time 
Radio business of your own. The day you enroll I start sending 
you Extra Money Job Sheets which quickly show you how to do 
Radio repair jobs common in most every neighborhood. Many N, 
R. X. men make $5, $10, $15 a week extra in spare time while learn- 
ing. I show you how to install and service all types of receiving 
sets. I give you Radio equipment and instructions for conducting 
experiments, for building circuits and testing equipment and for 
making tests that will give you broad practical Radio experience. 
Clip the coupon below and get my free 64-page book, "Rich Re- 
wards in Radio" — it gives you a full story of the success of N.R.I. 
students and graduates, and tells how to start a spare time or full 
time Radio business on money made in spare time while learning. 

Many N. R. I. Men Make $5, $10, $15 a Week 
Extra in Spare Time While Learning 



Many of the twenty million sets now 
In use are less than 50% efficient. I 
will show- yuu how to cash in on this 
com lit Ion. I will show you the plans 
and lileas that have enabled many oth- 
ers to make *•">. $10. $15 a week in 
SPare time while learning. 
Anthony Yeninas. 269 Vine Street. 
Plymouth. Pa., writes: "While taking 
your Course. I made over $300 in my 
spare time/' 

Get Ready Now for a 
Radio Business of Your Own 

and for Jobs Like These 
Broadcasting stations use engineers, 
ni i* lut or s. station man sitters, and nay 
un lo f.%.000 a year, Kadio manufac- 
turers use testers, inspectors, foremen, 
enuinecis. servicemen and huyers, and 
pay up to $«.«00 a year. Kadio deal- 
ers and jobbers employ hundreds of 
servicemen, sah-snien. managers, and 
pa.v up to $70.00 a week. Iladlo oper- 
ators on shins enjoy life, see the world, 
with hoard anil lodging free, and get 
good pAy besides. My hook tells you 
of the opportunities In these fields, 
also in .\\iation Kadio. Television. 
Police Radio. Short Wave Radio. Au- 
toniohile Radio and other new branches 
of this fast growing Industry. Get it. 

i Train You at Home in 
Your Spare Time 
Hold your Job until vou're ready for 
ai mi her. Give me only part of your 
spare time. Yon do not need a high 



school or college education. Hundreds 
with only a common school education 
have won bigger pay through N.H.I 
training. Graduate J. A. Vaughn 
jumped from $35 to $100 a week. Fred 
1). Silvern* it increased his Income 
nearly 100%. The National Kadio In- 
stitute is the Pioneer and World's 
Largest organization devoted exclusive- 
ly to training men by Home Study for 
good jobs in the Kadio industry. 

You Must Be Satisfied 

I will give you an agreement to re- 
fund every penny of your money if you 
are not satishYd with my l^g»on and 
lust run Ion Service when you graduate. 
And I'll not only give you thorough 
training in radio principles, practical 
«-xii«>rU-ticc in buitdhig and servicing 
sots, but also Advanced Specialized 
Training in the type of Radio work 
you choose. 

Get My Free Book of Facts 

Mall Ihe coupon for "Rich Rewards in 
Radio." It'a free to any ambitions 
fellow over 15 years old. It tells you 
alKHit Radio's spare time and full time 
opi»ort unities: aliout my training; what 
others who haverf" 
taken it arc do- 
Ing and earning. 'J 
Mail mo [kiu in 
an envelope, or 
biiste II on a 
lc post card. 



E. Smith, Pres. Dept. 6AX 

National Radio Institute 
Washington, D. C. 



This Coupon is Good for • 
'One FREE Dopy of My Boi 




GET MY FREE LESSON 
on Radio Servicing Tips 

■ 

V\\ prove that my training Is practical, I J, E. Smith, President 

mono -making information, that It Is eas> J National Radio Institute, 

to understand— that it is just what you need ! Dept. 6 AX I 

to master Radio. My sample lesson text. ! Washington, D. C. I 

'Radio Receiving Troubles— the Cause and ! Dear Mr. Smith: Without obligation, send me the Sample Les- ■ 

Remedy- covers a long list of Radio rccelv i and your free book about spare time and full time Radio - 

er troubles in A.C.. P.O.. hattery. unher , PP^"" Ies ; ™} t ?°&? n {L*? ■ 

sal. auto. T. R. F.. super -heterodyne, all S time - < p ^ a8 * * r,te PWW> " 

ware, and other types of sets. .\nd a cross - . ■ 

reference system gives you the prohahle J Name - ^i7«. | 

cause and a quick way to locate and rem- J | 

edy these set troubles. A spcrlal section is J Address „ - — i 

devoted to receiver check -up. alignment. ' 

balancing, neutralizing and testing. Cet • Cfty Stale .. .... .J^X'l ' 

tbls lesson Free. So obligation. Just mail I v J 

Coupon. baasiBiBiBBMM* MMSHSjaaa Mi mm mm mm as mm mum mm^mm 
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THE SHORT WAVE INDUSTRY 



An Editorial by HUGO GERNSBACK 



RADIO has always had the trick of splitting itself into 
various units, ever since the days of Marconi's early 
experiments. As a matter of fact, practically all the 
k branches and sub-branches of radio keep on expand- 
ing at such a fast pace that it is almost impossible even 
for engineers to keep themselves informed 01 the rapidly 
changing picture. 

Short-wave radio is no exception to the rule. Indeed, the 
short-wave branch threatens to overwhelm the entire in- 
dustry and it will not be many years before short waves 
will become the major part of the radio industry itself. 

The curious part of short-wave operation is that it is 
reverting to type. The original experiments by Henrich 
Hertz in the '80s all were conducted on short waves: all 
classical experiments probably were conducted below 5 
meters! Later on, when Marconi took hold of radio and 
began transmitting across the ocean, he did so at several 
thousand meters wavelength. Still later, ships went to 
600 meters. Then, subsequently, when the broadcasting 
furore started, it dropped from 600 to 200 meters. The 
entire trend of radio since that time has been to go into 
the lower wavelengths, which means going up into the 
higher frequencies. When we talk about short waves, that 
is, for short-wave communication, the band between 200 
and 5 meters is used most. But already, the wavelengths 
below 5 meters are becoming of great importance and will 
grow in importance as the years go on. 

Meanwhile, most of our great broadcasters who emit 
speech and musical entertainment not only use the normal 
broadcast wavelength but short waves as well. There are 
now on the globe over 4,000 short-wave broadcasters of 
this type, and they are rapidly increasing in numbers and 
importance. 

The radio-set industry quickly realized the trend of the 
times and for the past two years they have added short 
waves to the regular broadcast reception range. It may 
be said today, that a radio set is obsolete unless you can 
receive on the short-wave bands as well as the normal 
broadcast range. 

The trend will continue in this fashion. An entirely new 
set-building industry has recently sprung up which is tak- 
ing care of those individuals who wish to receive short 
waves only, and who are not interested in broadcasting. 
Special short-wave sets are made for this purpose. Great- 
er refinements are being added from day to day. 

It is unfortunate that the radio-set industry has been 
very neglectful of the general public in connection with 
their so-called all-wave sets. The public not having any 
conception of the difference between short waves and broad- 
cast waves, has become very impatient and in many cases 
condemned an otherwise good set simply because the set- 
building industry has not seen fit to warn the non-technical 
user that you cannot receive short waves in the sanve man- 
ner as you can receive broadcast waves. At the present 
time, you cannot sell a set and tell the customer that you 



can get London, Berlin, Tokio, and other stations the same 
as your locals day in and day out, any time of the day. 
Nor is the tuning for short waves easy. A glib salesman 
in the store knowing little or nothing about short waves 
thus often sells a set by such misrepresentation. 

The average man does not know that short waves fade, 
that they come in best only at certain times of the day or 
night, and that there are other vagaries to which you must 
become accustomed. Very few all -wave set manufacturers 
have gone to the trouble to issue booklets and directions so 
that the public will understand these points. This is par- 
ticularly unfortunate because the newspapers are playing 
up short waves as they never have before. The Radio 
manufacturers Association recently got out a large pub- 
licity release calling the radio trade's attention to this 
tremendous publicity which the newspapers are carrying 
on gratis, the industry being the greatest beneficiary. 

Short waves today are NEWS, and will continue to be 
so. Short waves are in the public's eye, but it is up to the 
industry to do away with misrepresentation if it is to 
prosper. 

Nor are the wonders of short waves diminishing. A tre- 
mendous amount of newspaper and motion picture news 
publicity was recently released when Henry Ford, from 
a moving automobile in Schenectady, held a two-way con- 
versation with one of his branch stores in South America! 
It will not be many years now before all of our automo- 
biles will be radio equipped in such a manner that we can 
actually talk to our homes and friends while we are hun- 
dreds of miles away. And it makes little difference wheth- 
er we are in our automobile or in our motorboat, the facili- 
ties will be there just the same. This thing is much nearer 
in fulfilment than most of us realize. 

Of course, talking thousands of miles from home is noth- 
ing new. There are today a dozen or more luxurious, radio- 
phone-equipped steamships from which you can speak to 
your home — the only fly in the ointment being the cost. 
At the present time, the transatlantic traveler who wishes 
to radio-telephone must pay $9.00 when the ship is out 
approximately 500 miles. Above this distance, the price, 
jumps to $18.00 for a three-minute ship-to-shore conver- 
sation, and this is, of course, only for the vicinity of New 
York. If the call is to go further west or south or north, 
extra toll charges are added. The impression of trans- 
atlantic travelers is that the initial charge is entirely too 
high and unwarranted and that the ship-to-shore traffic 
would increase a hundredfold if the charge were reduced. 

The trouble at the present time is that when you talk 
from ship to shore for three minutes you will be tying up 
several million dollars worth of equipment, and if looked at 
in this light, the charge of $9.00 or even $18.00 is not so 
extravagant. 

It is certain that charges such as these will be reduced in 
time, as, due to more sensitive equipment, and other fac- 
tors such as multiplicity of channels, etc., the cost of mak- 
ing the call will be greatly reduced. 
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THE ONE MAN IN IOOO W+40 CAN 
SERVICE MODERN RADIO RECEIVERS 



RADIO SEGVICt WOfcIC 
NOW OFFER* CftFAT-EST 
OPPORTUNITIES SINCE 
RADIO BEGAN 




WITH 
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Radical changes have taken 
place in radio receiver design 
during the past year. Circuits 
and construction are very differ- 
ent from the receivers with which 
the radio service industry has had 
its greatest experience. Even more 
sensational developments with furthe 
complications are coming next season. 
Who will service these receivers? Cer- 
tainly not the "old timer" who knows 
nothing about modern receivers! He 
can't do it. That is why, right now, 
there is an urgent demand for reliable 
service men with up-to-the-minute knowl- 
edge of modern radio receivers. Such 
men can step right out and earn up to 
S3 an hour doing nothing but pleasant 
service work in the better homes around 
town. 

No Past Experience Needed 

Past experience actually counts for little 
at this time, because the swift changes in 
receiver construction have made knowl- 
edge of old equipment practically useless, 
liven though you may not know one tube 
from another today . . . still, you can 
take R.T.A. training and make more 
money servicing modern radios than 
most of the "old timers" are making. 
R.T.A. graduates are doing it every day. 
Manv of them are making more monev 
as R.T.A- Certified Radio Technicians 
than they ever made in their lives before! 

Be An R. T. A. Man and You'll Be 
the One Man in 1000 

R.T.A. training will equip you to give fast, 
complete service to any radio receiver built. 
The jobs that puzzle and sometimes baffle the 
usual service ,man will be simple as "A. B.C." 
to you . . . when you become an R.T.A. Cer- 
tified Radio Technician. It is very possible that 
you will be the only service man in your local- 
ity able to quickly diagnose and quickly repair 
the new types of radio receivers. Be the one 
man in 1000 \ You can. 
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THIS CIRCUIT ANALYZER 
AND POINT-TO-POINT 
RESISTANCE TEST-tR. 
INCLUDED FUBEr 

FOUR. LARGE KITS 
Of HOME PRACTICE 
EQUIPM E NT •••• 




IT'S J LIST AS SlMDLt AS THIS 




NOW THE SE-J I- 

TWO OT«£« MENS 
HAVt TftltD TO' 
Fi* IT BUT 

COULD NT Q O IT 





I MADE- *18 
TO-DAY / 
THERE'S NOBODY 
ELSE IN TOWN 
WJOCANFIX 
THESE NfcW — 
SETS 



R.T.A. Membership Keeps You Ahead of Competition 

With your course of training, and without extra cost, you get a valuahle lifetime 
memhership in H.T.A. This gives you a big advantage over ordinary service men 
. . . because we constantly furnish advanced information to our members . . . informa- 
tion that puts money in your pocket while the other fellow is stumbling around in 
the dark. 

To Start You Making Money Right Away 

Quickly following your enrollment for training with R.T.A. you get, without extra 
cost, the H.T.A. Set Analyzer and Resistance Tester . . . the handiest piece of portable 
service equipment ever de- 
vised. Instantly helps you ^^^^^SEND COUPONamiiH^ 

locate the trouble in any 
type of receiver, old or 
new, and shows you pre- 
cisely what to do about it. 



RADIO TRAINING 
ASSOCIATION of AMERICA 

4513 Ravenswood Avenue CHICAGO, ILLINOIS 



A, G. MohauPt, Engineer 
Radio Training Ass'n. of America 
Dept. RC 61 4513 Ravenswood Ave., Cliitaqo, III. 

Dear. Mr. Mohaunt: Please send mo your free book of fact* about 
radio opportunities ami how I can make hi* money quickly. Also 
tell me bow 1 ran obtain your Set Ar.aly/er and four big experi- 
mental outtita — KltElC OK EXTRA CliA UGK. 



Address 
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THE RADIO MONTH 



3,500 
MILES 




RCA CRACKS DOWN 
ON SUPERHET. KITS 



The remarkable distance covered by ( the Berlin 
television sound and view transmitter. 



TELEVISION 
3,500 MILES ON 
6 METERS! 



U 



| LTRA-SHORT waves, 
which have been con- 
sidered to be quasi- 
optical in range, blossomed forth as 
full-fledged DX channels, last month, 
with a well-authenticated report that 
the 6-meter television transmitter op- 
erating near Berlin had been received 
in New York! 

It was thought that the wavelength 
adopted for this transmitter, some 6 
meters, would give a maximum service 
area of only 35 miles, but imagine the 
surprise of the officials of the station 
when they received a letter from a 
gratified New Yorker, who reported 
that he had not only heard the Berlin 
sound program but also had "looked 
in" on the television views! 

The knowledge that ultra-shorts can 
cover long distances has come upon us 
gradually. In the May 1935 issue, 
page 646, we announced that a dis- 
tance of 100 miles had been covered; 
in the September 1935 issue, page 135, 
this distance was increased to 600 
miles; and now we have a goal of 
3,500 miles to shoot at. 

SHORT-WAVE 
PROGRAM DEMAND 

PUBLIC interest in short- 
wave radio made itself 
plain in rather an odd 
way, last month, when over 100 addi- 
tional newspapers subscribed for the 
weekly short-wave foreign program 
tabulation issued by the Radio Manu- 
facturers Association. This makes a 
total of over 700 newspapers receiv- 
ing this unique service from the RMA. 

This service is furnished to news- 
papers without charge as a new news 
feature for their readers, since the 
widespread use of short-wave and all- 
wave sets developed. 
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"OR years, RCA has stood 
by and allowed manufac- 
turers of parts and set 
kits to make up kits for superhetero- 
dyne receivers, and sell these kits for 
home and custom-set builders — pre- 
sumably on the basis that home experi- 
menters would eventually buy a manu- 
factured set of the superhet. type at 
which time they (RCA) would reap 
their profit — and who knows, some 
home experimenter toying with one of 
these kit sets might run across some- 
thing really worthwhile, thus assisting 
the development of superhet.-type sets. 

But during the past month or so, 
the "powers that be" in that firm have 
had a change of heart and all manu- 
facturers of superhet. kits have been 
warned to obtain a license from the 
patent holders. The Tobe Deutschmann 
Corp. was first to comply. 

A CORRECTION ON 
PLANE CRASH 

►EVERAL months ago, in 
the August 1935 issue, 
page 71, we announced 
a tragic plane crash as being due to 
defective radio equipment. 

During the past month, we have re- 
ceived a letter from an official of the 
Transcontinental and Western Air, 
Inc., informing us that our report had 
proved to be inaccurate — the cause of 
the accident being erroneous weather 
reports radioed from Kirksville, Mo. 

SHORT WAVES 

IN THE NORTH WOODS 

| LTRA-SHORT waves 
have found a new use 
in the Maine woods, 
where portable transceivers will be 
used in cases of persons becoming lost 
or where accidents happen in the re- 
mote places where woodsmen travel. 
News of this new application was re- 
ceived last month when this radio set 
was shown at "Brockton Fair" (Mass.). 

An unusual use for ultra-short waves is communica- 
tion from camps in the Maine woods. 
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DUN AND BRADSTREET 
REPORT 

IN THEIR periodic radio 
I business report, last 

■ month, Dun and Brad- 
street has some very encouraging facts 
to present to their subscribers. We 
quote : 

"Sales of receiving sets for 1935 
give indication of surpassing the all- 
time peak which has held since 1929. 
For the nine months, sales averaged 
40 to 80 per cent ahead of the corre- 
sponding totals, while output was in- 
creased from 25 to 40 per cent, with 
the large-size models predominating. 

"The stronger financial position of 
the buying public is indicated by the 
attitude of finance companies that are 
now soliciting radio paper, after a de- 
cided lack of interest in it for over 
3 years." 

ALFRED H. GREBE 
DIES 

■ AST month, Alfred H. 
| Grebe, a pioneer in 
™" radio when broadcast- 
ing was in its infancy, died, following 
an operation. 

Mr. Grebe started making radio re- 
ceivers in 1914 and within a few years 
had equipped his plant in Richmond 
Hill, L.I., to make both sets and parts. 
This factory each year turned out 
thousands of sets bearing the name 
"Grebe." 

To stimulate public interest in radio, 
Mr. Grebe established several radio 
broadcast stations, including WAHG, 
which was sold, in 1926, to the Atlan- 
tic Broadcasting Corp. and changed to 
WABC. 

Mr. Grebe will be missed from the 
ranks of radio pioneers! 

A. H. Grebe, well known manufacturer, who died. 
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IN REVIEW 



Radio is now such a vast and diversified art it becomes nec- 
essary to make a general survey of important monthly de- 
velopments. RADIO-CRAFT analyzes these developments 
and presents a review of those items which interest all. 



ZWORYKIN SHOWS 
NEW ELECTRON TUBE 



A 



RADIO tube of radi- 
cal design, so sensi- 
tive that it can re- 
place 6 or more ordinary tubes was 
described last month, by Dr. V. K. 
Zworykin, before the members of the 
Institute of Radio Engineers. Inci- 
dentally this is the first tube that RCA 
has produced combining a glass enve- 
lope with an octal tube base. 

Briefly, the tube operates as follows: 
inside the long envelope is a double 
row of electrodes extending the full 
length. The electrodes in one row are 
coated with caesium and act as "tar- 
gets" for the electron stream. The 
electrodes in the other row supply elec- 
trostatic fields to guide the electrons 
in the desired path. Around the out- 
side of the tube are permanent mag- 
nets which act to guide the electrons. 

From a modulated light source 
(neon tube or Kerr cell) at one end 
of the tube, electrons are driven 
against the first target — as they hit the 
target, the impact sets free "secondary 
electrons/' which tend to fly off in all 
directions but are restrained into the 
desired path by the electrostatic and 
magnetic fields. By properly spacing 
the electrodes, the augmented stream 
hops from one target to another, and 
reaches a sizable current flow when it 
reaches the positive plate at the other 
end of the tube. Gains of several mil- 
lion are possible with 10 reflections, 
without increase in thermal tube noises! 




A schematic of the new tube, above, and Dr. 
Zworykin with one of the tubes, below. 




AT. & T. SHELVES 

TELEVISION 

EXPERIMENTS! 



T! 



HE development of na- 
tional television in the 
U.S. received a definite 
set-back, last month, when the A.T. 
& T. Co. acted upon resentment over 
a decision of the Federal Communica- 
tions Commission which ruled that the 
A.T. & T. Co. could install coaxial 
cables for experimental purposes only 
if they made these cables available to 
all television experimenters — competi- 
tors or otherwise. 

A.T. & T. claims that such a deci- 
sion if accepted would void the patents 
controlling the coaxial cables and so, 
they have definitely postponed the in- 
stallation of the first cable between 
New York and Philadelphia (see Radio- 
Craft, August 1935, page 70) until the 
Commission relaxes its regulations. 

An official of the A.T. & T. Co., said 
that "they did not intend to give away 
the fruits of their labors to rivals." 

Commissioner Walker of the F.C.C. 
said — "The Commission had in mind 
particularly television and such regu- 
lation as might prevent any one com- 
pany gaining a complete monopoly." 

RADIO AT 
ADDIS ABABA 
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NTTL last month, the 
entire radio connection 
between Ethiopia and 
the outside world depended upon one 
radio station — using the call letters 
E T A — upon which all diplomatic rep- 
resentatives and newspaper corre- 
spondents were dependent. 

Last month, however, four expert 
radio men left from Washington for 
Addis Ababa to set up an emergency 
transmitter at the American Legation. 

Short-wave fans will be interested 
also in the fact that E T A is now 
equipped as a radiotelephone station 
and has been picked up directly at 
Riverhead, L.I., for re-broadcasting. 
Here is a fine DX station to shoot for 
— signals on either 7,62 or 18.27 mcs. 

The station measurement and control room of 
station E T A, in Addis Ababa. 
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The Italian radio station in Morganisnu Somaliland, 
from which Italian reports are sent. 

TWO-RADIO HOMES 
IN THE U.S. 

HE two-car family so 
much discussed in the 
Hoover Administration 
has now been changed to the two or 
more radio-owning family, 

According to figures which became 
available last month, there are 2,2il5,- 
770 homes in the United States owning 
two or more radio receivers. This 
figure indicates that over 10 per cent 
of the radio homes in America own 
two or more receivers! 

AMATEUR HOURS 
CAUSE TROUBLE 

■HE search for hidden 
talent is leaving woe in 
its wake — amateur hour 
entrants are adding to New York's 
army of unemployed, according to a 
report received last month. 

It appears that radio's popular ama- 
teur hours which draw thousands of 
ambitious but penniless youngsters 
from all over the country are increas- 
ing New York City's relief problem. 

Emergency Relief Bureau officials, 
declaring that 300 such embryo stars 
descend on the city every week, pro- 
tested to Major Edward Bowes, origi- 
nator of the amateur hour. The Major 
insisted that he has always stipulated 
that all his aspirants must be New 
Yorkers, But of course, Major Bowes' 
amateur hour is only one of the many 
now cluttering up the ether weekly! 

THE GOLDFISH 
IN THE STUDIO 

■HERE is quite a good 
deal known about gold- 
fish, but it remained un- 
til last month for news to come to light 
of their important position in the 
broadcast stations of the British 
Broadcasting Corp. 

Only a few well informed people 
know that the officials at the huge 
broadcast station at Droitwich entrust 
144 goldfishes (Con tinned on page 424) 
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NEW EQUIPMENT 

AT THE 

PARIS RADIO SHOW 

At the huge radio show which was held re- 
cently in Paris, many new devices. were dis- 
played. A few of these are described and 
illustrated here, for wide-awake radiomen. 



r 



The flower of the French radio industry represented by radio engineers, manu- 
facturers and radio writers, on September 16 honored Hugo Gernsback by 
tendering htm a special radio dinner during the Paris Radio Show. 




Figs. A and B, above. The "push-button" set which 
automatically tunes in stations. 



1 



Fig. 
Fig. D 



C, above. A sliding top phono-radio. 
, below. Reading light illuminates dial. 
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F HE 1935 Radio Show which took 
place recently in Paris, France, 
brought to light a number of in- 
teresting and new receivers and 
devices — the results of a year of experi- 
menting in the laboratories and fac- 
tories in that country. 

The show, which was the largest and 
most colorful of its kind in recent years 
attracted manufacturers and radio 
celebrities from all over the world. 

An interesting sidelight to the show 
was an informal gathering at the Cafe 
de la Paix — arranged by editor Aisberg 
of Toute la Radio — of manufacturers, 
technicians and editors of technical 
publications given in honor of Hugo 
Gernsback, Editor and Publisher of 
Radio-Craft and other magazines. Mr. 
Gernsback gave an interesting two- 
hour talk in French on his early efforts 
in the radio field — how he predicted the 
future of "listening-in" which has de- 
veloped into the great broadcast in- 
dustry of today. 

Push-button set. One of the most 
unusual sets on display was an ad- 
vanced type of "push-button set" 
which permitted anyone of 45 different 
stations to be automatically tuned in 
by simply touching the correct button! 
(See "Making the Lazyman '4' Receiv- 
er," for data on an interesting "auto- 
matically-tuned" set of American de- 
sign. — Editor) Two photos of the set, 
Figs. A and B, show the external ap- 
pearance and a detail of the automatic 
blocking mechanism which stops the 
motor drive on the condenser shaft at 
the correct point. The protruding rods 
shown in Fig. B are set in the correct 
position when aligning the set, and do 
not have to be touched unless the sta- 
tion changes its transmission frequency. 
The receiver around which this auto- 
matic tuning arrangement is built, is a 
G-tube superhet, having such features 
as "octode" frequency changer, inter- 
station noise suppression, A.V.C., and 
diode detection. 

Artistic Radio-Phono. Design. An- 
other interesting item displayed for the 
first time was the radio-phono, unit 
shown in Fig. C. A sloping baffle is 
used for the speaker, and the radio 
tuner is arranged on a sliding shelf on 
the cabinet top which, when moved to 
the left, exposes the phonograph turn- 
table and pickup. The dial on this set 
is an over-size drum on which the sta- 
tion names are printed in large legible 
columns (it (Continued on page 421) 




Fig. G, above. A variable selectivity I. F. T. 
Hg. H, below, A shielded all-wave tuner. 
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RADIO-CRAFT receives hundreds of magazines 
from all parts of the world. Since the cost of sub- 
scribing to each of these would be prohibitive for 
most radio men, we have arranged with technical 
translators to prepare reviews for our readers. 



INTERNATIONAL 
RADIO REVIEW 




Fig. A 

The speaker and baffle — cut in half for exhibition 
purposes — note the baffle shape. 



VARIABLE SELECTIVITY I.F.T. 

AN ENGLISH version of the vari- 
able selectivity LF. transformer 
used in the construction of high-fidelity 
superheterodyne receivers was de- 
scribed in the latest issue of Wireless 
World. It is equipped with iron-core 
coils of the "pie wound" type recently 
advocated to supply the greatest pos- 
sible "Q." Both primary and secondary 
are divided into 10 separate sections. 

The primary winding has a tap%ths 
from the low-potential end for the plate 
connection — a method used in Europe 
for obtaining a step-up effect in band 
tuners. 

Variation in the selectivity is ef- 
fected by rotation of the secondary coil, 
as shown in Fig. B. The rotating rod 
is arranged so that several trans- 
formers can be ganged together. 




The appearance of the coils enclosed in glass and 
evacuated to prevent deterioration. 



A GERMAN SPEAKER ASSEMBLY 

THE SUBJECT of high-fidelity recep- 
' tion is becoming more and more im- 
portant to the set design engineer, as 
indicated by the novel ways in which 
wide-frequency response are obtained 
by different set manufacturers. 

Designers in Europe are also becom- 
ing high-fidelity conscious, if articles 
appearing in recent issues of the radio 
magazines received from abroad can 
be used as a measure. In a recent 
issue of Europa Stunde, a magazine 
published in Berlin, a new form of 
speaker was shown. The illustration 
here, Fig. A, shows a demonstration 
model, cut in half so that the construc- 
tion can be seen more readily. 

A dynamic unit is mounted in the 
center of a double frustum which acts 
as a combined baffle and sound projec- 
tor. The baffle is made of a sound ab- 
sorbent material and is padded with as- 
bestos to remove any trace of cabinet 
resonance. 

Fig. 8 

An English variable-selectivity I.F. transformer using 
iron-core coils — the secondary rotates. 



A NOVELTY IN DIALS 

AN UNUSUAL type of dial is used 
in one of the new German re- 
ceivers, shown in Fig. C. In addition 
to the usual visual scale, which indi- 
cates the location of the station ac- 
cording to the usual practice in Eu- 
rope, an additional indicator is included 
which projects the name and frequency 
of the particular station in tune on a 
translucent screen. 

This greatly facilitates the location 
of a station. It is a very attractive 
adjunct to the usual dial. 



VACUUM PROTECTED COILS 

AT LAST, a manufacturer has intro- 
' duced coils which are entirely im- 
pervious to moisture, as well as being 
entirely protected against handling, 
corrosion, etc. 

In a recent (Continued on paye 424) 

Fig. c 

The additional dial above the main one projects 
the station location and frequency. 




Fig. D 

A bass speaker with special cone support to produce 
a full floating effect. 



Fig. E 



This novel permanent-magnet dynamic speaker has 
a "tweeter" constructed in it so that it is really 
two units in one. 




RADIO-CRAFT for JANUARY. 1936 



393 



www.americanradiohistorv.com 



SHORT WAVE PICTORIAL 




A D I O -CONTROLLED 
MODEL BOAT. Felix La- 
V a I I e e , a Minnesota 
farmer, built this boat which 
he operates on a nearby 
lake. The controlling board 
of the ship is shown at left. 
The boat can be started, 
stopped, or turned by tap- 
ping the key. 
(World Wide Thotos) 



AUTOMATIC SIG- 
NALS FROM A FREE 
BALLOON. Dr. L. F. 
Curtiss adjusting the 
tiny, lightweight trans- 
mitter designed by the 
Bureau of Standards to 
be used in conjunction with the Weather Bureau in Meterological experiments. 
Tests have been made which show that this equipment, which weighs less than 
2 lbs., can be heard at a distance of 80 miles, and as high as 14 miles. The 



transmitter operates on S Meters. 




(Harris & Ewlng) 





A 

< MICRO-WAVE OB- 
STACLE DETECTOR. 
The new Normandie 
uses this equipment, 
which operates on a 
wavelength of 6 ins. 
A powerful transmit- 
ter sends out the 
waves which are re- 
flected back to the 
receiving anten- 
na if they strike if 

any obstacle. The 
2 reflectors move 
together, and may be turned 
to an angle of 45 deg. on 
either side of the ship. At the 
left, the operator is adjusting 
the wheel which turns the re- 
flectors. The apparatus is lo- 
cated on the bridge, not in the 
radio room. The equipment is 
very effective, since the micro- 
waves are not affected by fog, 
rain, or other weather conditions. 



<-RADIO SUMMONS PARIS 
FIREMEN. An automatic device 
has been installed in the homes of 
Paris firemen which calls them in 
case of fire. The transmitter is 
placed in the firehouse. The sys- 
tem is also in use in the town of 
Asnieres, and is highly successful. 

(Globe Photo) 



RADIO 
USED BY 
FOREST 
SERVICE. 
This tiny 
5-meter set is 
used for port- 
able work. It 
is battery 
opera ted, 
and contains 
2 tubes— a 30 
and a 49. The 
circuit is very 
similar to that 
used by many 

amateurs. 
tU. 8. Forest 
Service photo) V 




MOST POWERFUL 6.9 

METER STATICN. The Ber- 
lin television station uses the 
transmitter, which has a pow- 
er of 14 Kw. 

V 
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BROADCAST SIGNALS GUIDE PLANE. 
Above, and right, Ray Brown, with equip- 
ment that guides the "General Tire" plane 
via broadcast-station signals. (TWA Photos.) 

A NEW LOOP ANTENNA. A new antenna 
arrangement that circumvents static due to 
impinging dust and rain at high speeds. 

V (TWA Thoto) 



Radio Views 
I of the News 

L" ' ***** 






r 

1 COAST GUARD AIRCRAFT RADIO 
EQUIPMENT. The latest type of am- 
phibian is fully radio equipped 
4- with transmitting receiving and beacon 
units as shown above and at left. 

(Arnold Fhotos) 



DIRECTION FINDER 
This double-loop unit 
makes it possible to . 
guide an airplane by 
signals from any 
transmitter. The course 
is shown in degrees, 
as is any deviation 
therefrom. 

(LeM»n Photo) 



SECOND SMALLEST TUBE SET. This tiny l-tuber was 1 
shown at the Olympia Radio Exhibition in London. It > 
contains probably the smallest multi-element tube made. 

It is inter- 
esting to 
note that a 
still small- 
er set, built 
by C. W. 
Palmer, was 
featured in 
Radio Craft 
for Septem- 
ber, 19351 






MONSTER TUBES. "Miss Radio 
1935," at British show, with tubes de- 
signed to show complicated interior 
construction, ^ (Fox Photo) 



I 



HOME RAD O IN- 
STALLATION USES 
WALL FOR BAFFLE. 
This set, insta led in 
the walls, is enclosed 
in a metal case. 
Above is shown the 
front appearance of 
the equipment, which 
is attractive and en- 
tirely out of the way. 
The front plate is 
finished the same as T 

the wall. At the right, the rear view of the set is shown. The 
metal cabinet affords complete protection. Back-pressure is 
prevented by the square hole in the door, the hole being 
covered with silk to keep out dust. Use of the walls for a 
baffle provides very fine tone. 



(Ha lb ran Photos) 
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RADIO IN MANUFAC- 
< TURING. This equipment 
is used in the manufacture 
of rotary compressors. Af- 
ter being measured to 
the 1-100,000 part of an 
inch, this radio equipment 
gives the final check on 
these important parts. As 
the part is revolved around 
the concentric stud, the 
tone, heard in the head- 
phones, changes if there 
are any irregularities. 

(Crosley Photo) 
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HOW TO MAKE A 

COMPLETE 5-METER 
PORTABLE STATION 

Here is a real 5-meter transmitter and receiver 
for mobile and portable use. It is compact and 
efficient. Uses 1—955 "acorn" tube, I — "RK- 
34," 1—41, and 1—79. 

HOWARD G. ki - CMTCC 



HERE is a 5-meter set which is 
designed for any type of port- 
able use. It may be used in a 
boat, as pictured on the cover, 
as a car set (as it has been used main- 
ly), or as a portable set with batteries 
to be used on hikes or other trips where 
it may be carried as a pack. It uses 
the very latest high-frequency Utbes 
(including a 955 " acorn" -triode detec- 
tor and an "RK-34" ultra-short-wave 
oscillator) and advanced design, and 
for this reason is highly efficient. 

From the circuit, Fig* 1, it may be 
seen that the device is not a "transceiv- 
er," but rather a separate transmitter 
and receiver with a common audio sys- 
tem. One might think that such an 
arrangement will cause feedback and 
other troubles, but such is not the case. 
Indeed, by using 2 antennas, and taking 
proper precautions to prevent acoustic 
feedback between "mike" and speaker, 
duplex operation is entirely possible, 
and has been used many times. How- 
ever, the relay change-over system as 
used in this set is simple and very fast 
in operation — so much so, that break-in 
can be worked as easily as duplex, 
without any of the feedback and detec- 
tor blocking of the latter! 

PRELIMINARY PROCEDURE 

The set is quite simple to construct, 
although it must be admitted there is a 
lot of work to it. The first job is to cut 
and bend the subpanel to fit the box. 
The edges of the subpanel are bent 




34. V4 




ca C6 



down for %-in. all around, to give 
strength and provide a means of fasten- 
ing to the box itself. The 5 x 6 x 9 in. 
box is a standard size, so a layout (not 
to scale) of the box is given showing 
locations of parts on the side and front. 
It is advisable to cut the holes in the 
front of the box first, after making sure 
the parts will fit as shown. Then with 
the panel equipment temporarily in 
place, the parts may be placed and 
marked on the sub-panel. It is strongly 
recommended that the layout shown in 
the interior photos be closely followed. 

The change-over relay is a special 
item which fortunately can be procured 
ready to use. The relay shown was 
made from the parts of the original, 
but mounted on a smaller base. In the 
layout shown, this remounting is un- 
necessary, the relay being used just as 
it comes. It may be mentioned here 
that for some reason the manufacturer 
provided 4 moving contact arms, but 
the adjacent arms are not connected 
together, one arm of both top and bot- 
tom pairs being "open." They must be 
connected in pairs so that the relay be- 
comes, in reality, a double-pole double- 
throw switch. 

A sensitive microphone, and one of 
low resistance, is needed to pass enough 
current to operate the relay on the 6 V. 
filament battery. Such microphones 
are to be had for a reasonable outlay. 
(The writer made up a neat hand 
microphone by fitting a lapel -type 
"mike" into an earphone case, as shown 



in Fig. A — the heading illustration; 
a push-button was set into the side of 
the case.) The 500 ohm relay drops 
the voltage applied to the low -resist- 
ance unit to a safe value. The relay 
winding and condenser C7 also serve to 
filter the microphone circuit, and to 
prevent a ripple from the power sup- 
ply (which sometimes causes trouble). 

FUNCTIONS OF THE TUBES 

The input circuit of the 955 detector 
is of the high-"C" (high capacity) type, 
which gives best results with this tube. 
It is a simple matter to get well within 
the 5-meter band with this system, no 
cutting of coils being necessary. The 
small compression condenser, C4, will 
be used at a rather high capacity set- 
ting. 

The cathode bias resistor of the 41 
tube is of high value to reduce the plate 
current somewhat, since the full power 
output of this tube is not required and 
we wish to conserve plate current as 
much as possible. The 79 tube works 
as a conventional class B amplifier. 

The RK-34 is a dual tube something 
like the 6A6, but having lower amplifi- 
cation factor. Thus it acts as a con- 
ventional tube, the plate current in- 
creasing as it is loaded up, and not the 
opposite as with the 6A6 or 53. Also, 
it is designed for high-frequency work, 
and does its job beautifully. The usual 
"T.N.T." (capacity-tuned— C12— plate, 
and inductance-tuned grid) circuit is 
used and the (Continued on page 424) 



Fig. I, btlow. The schematic circuit of the transmitter and receiver— a common amplifier is used for both. 
Fig. B, left. Interior of the cabinet from the top. 
Fig. C, lower left. Interior of cabinet under chassis. 
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MAKING A TUNED 
ALL-WAVE ANTENNA 

A tuned coupler for doublet antennas improves results on 
frequencies remote from the aerial resonant frequency. 

J. B. CARTER - 



IN CONXECTION with all-wave an- 
tenna systems there has been pub- 
lished so much misinformation and 
the matter has been further complicat- 
ed by so much technical vernacular 
that the average person is frightened 
by the mass of mathematics and the 
apparent complexities such an installa- 
tion would involve. 

While it is almost impossihle to 




achieve 100 per cent efficiency with any 
type of antenna, the doublet antenna, 
properly constructed, is far superior to 
any other when used for short-wave re- 
ception. Some doublet systems, how- 
ever, while reducing noise also reduce 
signal strength, because they depend 
too much upon aperiodic effects and 
omit all tuning devices. This is not the 
best practice as the disparity in sensi- 
tivity in the various bands is too great. 
For maximum efficiency over the entire 
range of short waves, antenna -circuit 
tuning should be included as a vital part 




The external appearance of the doublet coupler. 

of the install (it ion. 

The doublet or dipole antenna con- 
sists of 3 parts, namely, (1) the aerial, 
(2) transmission line, and (3) match- 
ing transformer. The aerial or "sky 
wire" is the collector of short-wave 
(Contiyiued on page 425) 



Left, the interior of the 
shield can, showing the 
position of the electro* 
static shield which elim- 
inates capacitative coup* 
ling between the coils. 
Right, Fig. I. Circuit (A) 
and details (B and C) of 
coupler. 
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A 5-METER ANTENNA 
DIRECTIVE-BEAM ARRAY 

Directive antennas for ultra-high frequencies are finding 
important uses for both transmission and reception. 

SAMUEL M. WERTHEIMER* 



THE LONGEST reliable transmis- 
sion range of ultra-high frequen- 
cies is limited by the quasi-optical 
nature of these short waves. They in- 
clude all frequencies from about 40 
mcs. (megacycles) and higher, and all 
wavelengths of (about) 1% meters or 
less. Due to the characteristics of 
these frequencies, they are not reflect- 
ed by the Heaviside layer, although 
records do show that signals have been 
received over many times the reliable 
quasi-optical range. 

Mitrnbarii Radio Co., Inc. 

Fig. I. The position of the radiators and reflectors 
used in the beam array. 
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Increased operating range is notice- 
able at night. The normal dependable 
communication range which is due to 
the bending of the wave around the 
curvature of the earth, is about 10 per 
cent greater than the optical range or 

1.34v'ht+h, 
where h t is the effective height of the 
transmitting antenna and h r the height 
of the receiving antenna. Reliable 
communication is sometimes maintained 
for distances up to 200 miles when con- 
ditions are favorable. 

Antennas having well-defined direc- 
tivity have been widely used for trans- 
mission and reception since 1888. Hertz 
revealed their effectiveness even before 
that date! Commercial interests have 
applied these principles for years as 
shown by the great variety of shapes 
of directive antennas in use. It is rela- 
tively inexpensive, and increased range 
and reliability are the advantages 
gained by transmitting with a properly 
constructed "directive beam antenna." 
(Continued on page 426) 

I 936 



1 






KfLECTMfi — 







ANTENNAS 



FREE 
END 



TRANSMISSION 
UNI 



FRF I 

END 



Appearance of the beam antennas and reflectors. 

Fig. 2. Wave patterns, showing the action of the 
parasitic reflectors on service area. 
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Fig. A, The Berlin television transmitter aerials. 
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Fig. 2. Receiving antenna and counterpoise. 
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Fig. 6. Block diagram of single dial control. 
Fig. 1. The comparative width of a television band 



TELEVISION 

AND THE 

1 ULTRA-SHORT WAVES 

The entire future of television depends on 
the "micro-waves," below 10 meters. 

WILHELM E. SCHRAGE 



DESPITE the fact that the funda- 
mentals of television technique 
were invented some 50 years 
ago, and despite the fact that 
tremendous strides have been made, 
especially in the last few years (see, 
"World-Wide Television," August 1935 
special Television Number of Radio- 
Craft — Editor), there would not be 
the slightest basis for thoughts of high- 
definition television today if ultra-short 
waves were not available. 

This may at first sound strange and 
exaggerated, since everyone knows that 
actual television transmission was ac- 
complished about 10 years ago, at a 
time when the production of short 
waves in the range of 1 to 10 meters 
was simply an interesting experiment 
having only theoretical value, 

PAST AND PRESENT IMAGE CLARITY 

That is, of course, correct, but we 
should not forget that television trans- 
mission in those days could not be com- 
pared with the high-definition perform- 
ances obtained today. One might read- 
ily say that the 30-line television trans- 
mission of 1928 may be compared to 
the 180-line transmission of today, as 
that of a rough illustration printed on 
pulp paper to a first-class photograph 
reproduced in a smooth-paper publica- 
tion. 

The public saw in those days not 
television in the real sense of the word, 
but only moving shadows, and if some 
radio listeners (induced to buy a tele- 
vision receiver by misleading advertise- 
ments during those times) are biased 
today against television, no one can 
blame them. 

Today the situation is quite different. 
(See "A Modern Picture of Television," 
Parts I and II, April and May (re- 
spectively) , 1935 Radio-Craft. — Edi- 
tor). The tremendously improved tele- 
vision technique provides a means to 
reproduce in the home of the listener 

on short vs. long waves is indicated in this chart. 



actual clear images, rich with details, 
and offering as much entertainment 
value as obtained, for example, through 
the use of a good home-movie pro- 
jector. 

The newly obtained clearness of 
image reproduction would never have 
be on possible if television engineers had 
been obligud to transmit the necessarily 
large number of television image im- 
pulses by means of radio waves of the 
same length as are used for sound 
broadcasting. 

The clarity of a television image in- 
creases in about the same degree as 
the number of picture elements is in- 
creased. What this expression "pic- 
ture elements" actually means, and 
what technical problems are involved 
by application of a large number of 
picture elements for television image 
transmission, may be better understood 
from the following explanation. 

Most of us have seen in churches the 
large pictures (consisting of tiny 
squares made of glass or stone) called 
"mosaics." The smaller the size of the 
tiny squares (and consequently, the 
greater their number), the more de- 
tails can be recognized. 

The same condition applies to the 
entertainment value of a television pic- 
ture. The smaller the picture elements 
reproduced, the clearer the image and 
the more details may be seen. But 
there is a vast (Continued on page 428) 

Fig. 3. A revised autodyne mixer and dual t.F. 
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A 3-TUBE "SINGLE SIGNAL" 
S.-W. SUPERHETERODYNE 

Double regeneration makes this A.C.-D.C. and battery 
3-tube set the equivalent of one using several more tubes, 

McMURDO cmx/cd* 



DETECTOR 

w 




i 



Above, pleasing front panel appearance of the super. 



REGENERATION is the oldest 
known method of "getting some- 
thing for (relatively) nothing." 
Regeneration applied to a single tube 
will yield sensitivity limited only by its 
degree and stability — which is simply 
another way of saying that in the mat- 
ter of sensitivity alone, a regenerative 
detector will give all that can be had 
from multi-tube "repeater" amplifiers. 

On weak signals the selectivity of a 
critically regenerative detector will be 
good, but it will not be good on strong 
signals, nor is it really satisfactory for 
amateur, let alone broadcast, use, due 
to the poor selectivity of the best avail- 
able single tuned circuit even when 
aided by regeneration. 

If selectivity, or the major portion 
thereof, can be had through several 
good tuned circuits, then regeneration 
can simply and economically con- 
tribute to valuable, added selectivity, 
ordinarily difficult to obtain. 

•McMimlo Silver i'orp. 



Going from the general to the spe- 
cific, the "Super-Gainer" described 
herewith, using only 3 tubes, provides 
all the sensitivity and image selectivity 
any amateur can desire, and through 
non-critical I.F. regeneration practical, 
simple and fool-proof single signal 
C.W. selectivity on C.W. reception. 

Conceived by Frank Jones, technical 
Editor of "Radio" 
from the original 
1932 revelation by 
McMurdo Silver of 
the use of regenera- 
tion to obtain single- 
signal C.W. selec- 
tivity, the "Super- 
Gainer" has been de- 
signed by these two 
competent authori- 
ties. For no more 
than the cost of a 
3-tube ("one R.F., 
regenerative detect- 
or and one (Con- 
tinued on page 427) 




Above, rear view showing the unconventional, but efficient 
Fig. I, the diagram, with power supply for A.C. 



construction. Betow, 
use at B. 





The rear view shows how compactly the batteries fit the cabinet. Below, Fig. I. 
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A COMPLETE 
5-METER TRANSCEIVER 

"STATION" 

A self contained outfit which can be oper- 
ated anywhere. Many miles can be covered 
under favorable conditions. 

J. T. pcpmcicv* 

THE SIMPLICITY of construction, and extremely high 
efficiency of both transmitter and receiver of this unit 
will delight any amateur. It was designed not only for 
amateur transmission and reception, but is ideally suited 
for commercial use, especially where satisfactory operation 
is required under practically any conditions. 

While it is apparent to most short-wave men, particu- 
larly amateurs, that somehow most portable 5- and IO- 
meter transceivers seem to be physically alike, the explana- 
tion for it may not be so well understood. Present day 
requirements for an instrument of this type are the chief 
factors for the practically universal adoption of the metal 
"can" or housing which is the cause of this seeming coin- 
cidence. The physical dimensions, construction and attrac- 
tive appearance of the case make it admirably suitable for 
transceiver purposes. However, from this point on the 
similarity ceases, since practically every individual manu- 
facturer of this type of unit employs his own pet circuit or 
design. 

The circuit, constants and parts layout for the trans- 
ceiver shown in Fig. 1, were arrived at after building sev- 
eral models and considerable experimentation. The usual 
difficulties encountered in attempt- (Contimied on page 426) 

•Try-Mo Kadio Co. 
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THE TESTS of the speakers illustrated were made at 
the short-wave receiving station of Doctor George W. 
Twomey of Minneapolis, Minn. This station is equipped 
with the best possible types of receivers, all of which were 
used in the tests. The antenna was a %-wave, 25-meter 
doublet designed by the Doctor. The antenna is made of 
%-inch copper tubing such as is used in electric refriger- 
ators instead of the conventional No. 14 or 12 solid or 
stranded copper wire that is ordinarily used. (The pick-up 
from this antenna is remarkable and the cost of the copper 
tubing is not a great deal more than copper antenna wire.) 

Realizing that an article on short-wave reception, written 
by Dr. Twomey in his own manner should be interesting 
to short-wave fans, we have prevailed upon his good na- 
ture to write the short article which follows: 

The choice of a reproducer for short-wave reception is 
a matter of importance. This is true with many owners, 
first, because of the cost which is a factor favoring the 
use of the dynamic speakers illustrated, and which tests 
have proven are particularly efficient for short-wave re- 
ception. (One is priced at an extremely modest price, while 
the other is in the medium-price class,) 

• Wright •DeCoster. Inc. 



REPRODUCERS 

FOR USE IN 

S.-W. RECEIVERS 

Details are given for the selection of the 
best type of reproducers for your short- 
wave set; important factors are noted. 

D. H. WD, ^ UT * 

It should be remembered that short-wave reception is 
not the same as reception on the broadcast band. A 
speaker which gives satisfactory broadcast-band reception 
may be very poor on short-wave reception, and a good 
short-wave speaker may not perform equally well on the 
broadcast band. The reproducers discussed have been 
designed particularly for short-wave reception but have 
also been found to be quite satisfactory for broadcast- 
band reception. 

"SENSITIVE" REPRODUCERS NECESSARY 

Short-wave programs are usually received from very 
low-powered short-wave transmitters many thousands of 
miles away, and often through atmospheric disturbances and 
heavy static. These factors make it essential for us to 
have a speaker of the highest efficiency and of such design 
that a minimum amount of noise is reproduced if the best 
short-wave reception is to be enjoyed. 

The speakers were first tested for A.C. hum, a defect 
that is often fatal to satisfactory short-wave reception. 
With the model shown at B in the leading illustration a 
faint hum could be detected at a (Continued on page 425) 




A very «ffici«nt hiqh-fr«qu«ncy r«coiv«r. 



IT IS PROPHESIED that 1935 will 
I go down in radio history as the 
I year of the adoption of metal tubes. 
They represent such a definite advance 
in tube design that they cannot be ig- 
nored, However, they present a prob- 
lem as well as an opportunity. The op- 
portunity is obvious; they are com- 
pletely shielded, small in size, have 
short leads, and have small interelec- 
trode capacity. They thus permit the 
construction of stable, high-gain sets. 
The problem is how to take advantage 
of their properties. 

This is not as easy as it sounds. 
Leads must be short outside the tube as 
well as inside, shielding must be com- 
plete everywhere, stray capacities must 
be kept down. These requirements can 
be met by careful arrangement of parts, 



METAL TUBES AND THE 
NEW S.-W. RECEIVER 

A few of the problems which have arisen since manufac- 
turers adopted metal tubes are discussed by Mr. Millen. 

JAMES MILLEN 



if plug-in coils are used, and if elec- 
trical efficiency is put before the oper- 
ator's convenience. But when these re- 
quirements are combined with knob- 
controlled multi-band operation, the 
trouble begins. The coil switch of a 
year ago simply will not do. If one is 
to have short leads, each coil must be 
close to its condenser section. Tapped 
coils are compact but inefficient; indi- 
vidual shielded coils take up too much 
room. And no matter how we crowd 
the coils, the switch still occupies the 
coveted position next to the condenser, 
for obviously the coil and condenser 
must be wired to the switch, not to each 
other. 

Every manufacturer will doubtless 
find his own solution, but we found 
that to do the job right it would be 
necessary to start fresh and find a 
radically different way of shifting coils. 
And since a completely new design 
was thus (Continued on page 425) 



l) 



2) 



4) 



5) 



TABLE I 



AH R.F. leads must be short, which 
means that each coil in use must be 
close to its tuning condenser and 
close to its tube. 

Each coil must have its own indivi- 
dual shield, to eliminate stray fields. 
Each coil not in use must be removed 
completely from the circuit to elim- 
inate dead-spots due to absorption of 
R.F. energy. Dead spots usually do 
not cause the manufacturer much 
trouble, because when a broadcast 
listener cannot pick up a trans- 
mitter he wants, he usually blames 
it on the weather, or his location, or 
something. But when receivers are 
designed for communications com- 
panies, bluffing does not "get by." 
Shifting must be accomplished by a 
knob — on the panel, for convenience. 
Shifting must be exact, for calibra- 
tion. Tuning the signal in and out 
by wiggling the coil-range knob is no 
good ; calibration must be exact and 
permanent, with no **ifs." 
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A 5-TUBE A.C.-D.C. 

"TURRET" 
ALL-WAVE SET 

Metal and glass tubes are combined in this 
set which is designed especially for short- 
wave fans. 

H. G. CISIN 



PLUG-IN COILS for efficiency — switching arrangement 
for convenience; that is the usual rule for all-wave 
receivers, but every rule has its exception. Here is 
an excellent all-wave receiver which employs standard 
plug-in coils in a unique switching device whereby a twist 
of a knob swings the desired coil into the correct function- 
ing position, eliminating the long leads and consequent 
losses found in ordinary switch arrangements but retaining 
all the conveniences. The device permits 4 coils to be 
plugged in at once so that the set can be used to cover 4 
desired bands without any necessity for changing coils. 
This receiver incorporates a circuit combining one of the 
new metal tubes (V2) with glass tubes, as follows. Since 
this circuit employs a regenerative detector, V2, which re- 
quires very good shielding for best performance, the use of 
a metal tube as V2 results in much better performance than 
when a shielded glass tube is employed. The improvement 
is especially marked on short-wave reception. 

The first stage constitutes an untuned R.F. amplifier 
using the type 6C6 tube. This tube is coupled to the metal 
6J7 regenerative detector by means of impedance coupling, 
involving the use of a 2^ mhy. R.F. choke, R.F.C., as the 
primary, and the longer winding L2, of the plug-in coil as 
the tuned secondary; the shorter winding, L2, of the plug-in 
coil is used as a tickler (feedback) inductance. 

A coupling condenser C4, adjustable by means of a 
screwdriver as the final set adjustment, couples R.F.C. 
and LI. 

Condenser C5 tunes coil LI. Additional vernier adjust- 
ment or "band spreading" may be secured by shunting a 
50 mmf. condenser (C6) across C5. 




VOl/ 

control 



Fig. B, left. The oosi- 
tions of the coil turret, 
speaker, tuning con* 
denier and volume 
control are shown in 
this photo. 




The receiver in operation. Two knobs controlling tuning and volume 
(regeneration) appear on the front. 

Potentiometer R6 controls sensitivity and volume (regen- 
eration) by varying the voltage on the detector plate from 
zero potential to a maximum of about 100 V. 

The two stages of A.F. amplification employ resistance 
coupling. Mica-dielectric condenser C14 filters out some of 
the treble, giving preponderance to the bass response and 
thus improving the tone quality; use a value for C14 as 
determined best for a given reproducer. 

Provision is made at Jl and J 2 for headphone reception. 
If it is desired to cut out the reproducer while listening-in 
with the headphones, insert a switch in the secondary cir- 
cuit of output transformer T, at "X," as shown. 

Rectifier V5 provides rectified current both for the speak- 
er field and for the plates and grids of the tubes in the set. 

The set is constructed on a metal chassis 11 x 6 x 2 ins. 
high; speaker, choke Ch., and the coil-changing "turret" 
mount on top. Controls R6 and C5 are mounted on the 
front panel of the cabinet. Twin phone jacks Jl and J2, 
and antenna trimmer Cl, are fastened to the rear chassis 
wall. All other parts are mounted beneath the chassis. 

In assembling the chassis, the potentiometer and variable 
condenser are connected at the ends of flexible leads which 
extend 4 or 5 ins. from the chassis so that they can be 
fastened to the cabinet panel without difficulty after the set 
has been placed in position in the cabinet. 

It will be noted from the schematic diagram that the set 
is provided with two flexible wires for antenna connections, 
in addition to the standard antenna clip (which is soldered 
to the end of the antenna trimmer, Cl). One of these wires 
leads directly to the plate of the 6C6 tube, VI. This is used 
for increasing the selectivity of the receiver when used for 
ordinary broadcast reception. The second flexible wire is 
connected to the other side of Cl, or in other words, directly 
to the cap of "VI" and this connection is used for increas- 
ing the gain on short-wave reception. For example, a weak 
foreign station may be tuned in with the antenna connected 
to the clip and this may be brought out very much louder 
by connecting directly to the cap of the 6C6 tube, VI. 

If the set is wired in accordance with the circuit, it should 
operate immediately upon being plugged into an A.C. or 
D.C. line. It is best to start test- (Continued on page 429) 



The circuit of the set showing the way in which wires are brought out for improved selectivity and gain on the various 
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ANALYSES of RADIO RECEIVER SYMPTOMS 

OPERATING NOTES 
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KOLSTER K43 
^^HILE trouble shooting on a Kol- 
™ ster K43, I received a shock as I 
replaced the antenna lead on its bind- 
ing post. On inspection, I found the 
aerial wire down, and lying across 
a neighbor's ground wire. After the 
aerial was removed from the ground 
wire the set still refused to work. The 
second R.F. grid circuit was found to 
be open, and upon repair the "radio" 
worked correctly. See Fig. 1A. 



KOLSTER K22 

EXCESSIVE regeneration in these 
*~ sets may be overcome by adjusting 
the two hum balancers. Regeneration 
had appeared after installation of a 
new set of tubes. 



CROSLEY 706 

kJO PLATE VOLTAGE on the first 
^ A.F. tube (type 26) in this set was 
traced to the spring contact of the 
socket, which did not make contact with 
the tube prong. A slight bend fixed 
this up. 

CROSLEY 124 

INTERMITTENT, noisy reception in 
' a Crosley 124 was cured by the in- 
stallation of a new 5,000 ohm volume 
control. , 

BOSCH 58 

THE SET was dead, and on analysis 
' showed no grid bias on the first A.F. 
tube (27). The 2 meg. coupling re- 
sistor, shown in Fig. IB was replaced 
with a 1 meg. unit, and the set came to 
life. On this same set, the phosphor 
bronze drum-dial cable had been re- 
placed twice in a short time. Each 
time it had been replaced with the 
original bronze cable, but this time I 
installed steel pulley cable, consist- 
ing of 16 strands of fine steel wire 
(this cable is used on some auto con- 
trol systems). This overcame the 
trouble, and whenever I have this 
trouble of persistent cable failure, I 
always replace with the steel material. 



At left and below, a series of service notes 
on various sets. 



0 

ms^ 





Fig. 2. Changing the output tube. 

AMERICAN BOSCH 96A 

A LOOSE driving rod on the magnetic 
speaker of these sets often gives 
rise to a complaint of weak and dis- 
torted reception. The repair is ef- 
fected by soldering the rod to the cone. 



SIMPLEX MODEL R 

THE customer complained that the 
' set smoked. The trouble was found 
in the power supply, where the 4 mf. 
condenser was snorted. 



STEWART-WARNER 202A 

THE set was reported dead. Analyz- 
' er reading showed no voltage on the 
screen-grids of the first-detector (24) 
and I.F. (35) tube. See Fig. 1C. The 
6,000 ohm screen-grid supply resistor 
tested open and was replaced. 



SERVICE "BRIEFS" 

G.E. T-12. The reception of a Gen- 
eral Electric Model T-12 (4 tubes) was 
improved by increasing the length of 
the aerial from 50 to 100 ft. 

Sonora 47. Noisy reception at the 
high end and no reception at the low- 
frequency end of the dial was Jraced to 
shorted tuning condenser plates. 

Zenith A, Tom Thumb P45. Halson 
515SW. Intermittent hum in these sets 
was cured by replacing the filter con- 
densers in each case. 

Philco 470. Intermittent hum and re- 
ception were the complaints. The pow- 
er switch had to be snapped on and off 
several times to start reception. The 
A.F. coupling condenser, shown in Fig. 
ID, was shorted. No reception on 
the 2nd and 3rd band of this model 
was due to poor band-switch contacts. 

Philco 511. Lack of detector plate 
voltage in this set was due to an open 
70,000 ohm detector plate-supply re- 
sistor. This was replaced with a new 
unit of 75,000 ohms. See Fig. IE. 

Clarion A.C. 40. Excessive hum was 
(Continued o?i page 430) 
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CHOOSING THE I.F. 

FOR ALL-WAVE SUPERHETS. 

The reasons for the trend to higher intermediate fre- 
quencies in the latest sets is discussed in this article. 

ALFRED A. GHIRARDI* 




Bi> JUi KO 3SD 4D£ -4SO J73 
*irERV [DMTE FnCDUCNPT- HE 



Fig. I. This chart shows pietorially the positions 
of the various intermediate frequencies used in all- 
wave sets. 



SMART SERVICE MEN make it a habit to acquaint 
themselves as soon as possible with all the circuit and 
construction features which are incorporated in the 
latest receivers offered to the public, so that they may pre- 
pare and equip themselves beforehand to meet any new 
servicing problems which these sets may later present. 
If you will check over the specifications of some of the 
many new sets on the market this season, you cannot help 
but realize that there is a definite trend toward the use of 
higher intermediate frequencies in the new all-wave sets. 

Only a few years ago, when the standard broadcast re- 
ceiver having a tuning range from 555 to 187 meters was 
the popular set in this country, intermediate frequencies 

•Radio and Technics) Publishing Co. 
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of 125, 130, 175, 181.5, or 264 kc. were most commonly 
employed. The newest 1936 all-wave receivers — having 
larger tuning ranges covering at least 555 to 16 meters — 
employ much higher I.Fs., or frequencies somewhere be- 
tween about 456 and 472.5 kc. The difference between these 
two design practices is illustrated graphically in Fig. 1. Is 
this new trend just another whim of circuit designers, or 
are theie sound technical reasons for the change? Let us 
see! 

It is necessary that a high I.F. be employed in a receiver 
in order to minimize "image frequency" interference. This 
is even more important in short-wave reception than it is 
for standard broadcast-band signals. (It is a well known 
fact that the frequency of an interfering "image" signal is 
higher than that of the "desired" signal by an amount 
numerically equal to twice the I.F. employed in the re- 
ceiver.) In order to study the effect of a high f.F. in reduc- 
ing image-frequency interference, we must consider its 
effect on both standard broadcast-band frequency signals, 
and on short-wave signals. Let us consider the effect on a 
standard broadcast-band signal of 1,000 kc. first. 

BROADCAST BAND SELECTIVITY 

At a receiver tuning dial setting of 1,000 kc. and with an 
I.F. of 175 kc. the frequency of the "image" interfering 
signal is (1,000+ [2X175]) =1,350 kc. Now a 1,350 kc. 
signal differs from the desired (Continued on page 431) 



A I ICNINC General instructions for aligning all-wave 

. _ receivers which the reader may apply to 
ALL-WAVE RECEIVERS *«* any set of «* type. 



O. J. MORELOCK*. 



A LL-WAVE RECEIVERS like their 
mK brothers of the broadcast group 
* » can and will get badly out of 
alignment in a comparatively short 
period of time. Lack of sensitivity due 
to this condition was not so apparent 
in broadcast receivers where local re- 
ception still continued to be satisfac- 
tory. On the short-wave bands the 
majority of programs having particu- 
lar fascination emanate from foreign 
transmitters most of which are 3,000 
miles or more distant. As these signals 
are weak, lack of sensitivity will im- 
mediately be apparent by poor foreign 
reception and dissatisfaction on the 
part of the owner. By realigning a set 
in this condition the sensitivity can be 
increased in many cases several hun- 
dred times causing amazing improve- 
ment in the operation. 

As approximately 95 per cent of the 
all-wave receivers are of the superhet- 
erodyne type, first consideration should 
be given to the intermediate frequency 
amplifier as this part contributes most 
of the gain. 

ALIGNING THE I.F. PORTION 

A well-designed test oscillator having 

•Weston Elec'l. lint. Corp. 
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constant-impedance attenuation charac- 
teristics (such as found in the Weston 
Model 692) should be connected from 
the control-grid of the first-detector 
tube, to the chassis of the receiver. A 
shorting clip in the form of a piece of 
metal or a small screwdriver should be 
carefully placed between the plates of 
the receiver oscillator gang condenser, 
thus shorting this unit and causing the 
receiver oscillator section to stop 
functioning. The test oscillator should 
then be turned on, and set to the exact 
frequency shown on the calibration 
curve as being the I.F. called for by the 
manufacturer. It is important that the 
oscillator be furnished with accurate 
calibration curves as further alignment 
of the receiver will be almost impos- 
sible unless the I.F, setting is in ac- 



cord with the manufacturer's specifica- 
tion. Put the radio set in operation. 
The oscillator should then be turned 
on, and the attenuator turned up to a 
position where a signal is heard in the 
receiver speaker. The volume control 
should be placed in the "maximum" 
position, and an output meter of a 
copper-oxide rectifier type (Weston 
Model 571 or 695, or equivalent) con- 
nected either from plate-to-plate of the 
output tubes, or through the series con- 
denser from the single output tube 
plate to chassis. 

If, when the oscillator is turned on, 
no signal is heard in the speaker and 
no indication is shown on the output 
meter, the oscillator control should not 
be disturbed. 

Instead, the {Continued on page 431) 



At right, the various 
condensers associated 
with a typical super- 
heterodyne oscillator 
and mixer circuit are 
shown. 



1936 




403 



www.americanradiohistorv.com 




A SIMPLE 2-TUBE A.C. 
SHORT-WAVE CONVERTER 

The short-wave spectrum from 19 to 200 meters is covered 
by this simple but effective converter. 

ROBERT G. UCD7 ^* 



#OU MEAN that I can actually 
hear foreign stations on my own 
set without buying an expen- 
sive all-wave radio set?" 

"Yes, by simply attaching a good 

•Thor Itarflo Co. 




self -powered short-wave converter to 
your broadcast receiver you may hear 
these foreign stations as well as police 
calls with little expense and without 
affecting the reception of local broad- 
casts." 

It is almost common knowledge that 
converters can be attached to ordinary 
broadcast receivers but many believe 
them impractical because of their own 
(or their friends') previous poor ex- 



Since the wave-change 
switch controls the A* 
C. circuit, and also 
shifts the antenna, this 
converter may be feft 
permanently connected 
to the set. It is entire* 
ly self*powered, 



A UNIVERSAL-CURRENT 
1-TUBE ALL-WAVE PORTABLE 

This receiver is of the all-wave type and can be used in the 
home or in the auto. Only one tube is used. 

H. A. UADDIC 



THE VERSATILE 6F7 has been 
called upon again in this portable 
set, to furnish performance equiva- 
lent to that obtained ordinarily from 2 
tubes. Since the high-voltage batter- 
ies are of the small portable type, the 
drain should be kept as low as possible. 
A single IVfeV. penlight cell is used 
for bias of the audio section of this 




set, with the result that the total "B" 
drain is only 4 ma. 

Plug-in coils are used so the con- 
structor can cover any bands he wishes. 
Several means of connecting the an- 
tenna to the set are provided, includ- 
ing a variable condenser, to be used for 
highest efficiency on the short-wave 
bands. The length of antenna used 
governs the selection of the proper tap. 
Some experiment may be needed, but 
as a rule use as much antenna coup- 
ling as is possible, and yet retain satis- 
factory regeneration. 

The cord for connection of filament 



periences with "short-wave adapters" 
and such similar gadgets. However, a 
self-powered converter of the super- 
heterodyne type will work well on al- 
most any type of broadcast receiver. 

The converter shown is built of stan- 
dard-quality (Continued on pa<te 429) 




The small knob on the end of the case is the 
antenna condenser. 

voltage is reversible. For A.C. use, 
the 4-prong end goes into the corres- 
ponding socket, C, in the set, the other 
end connecting to the power socket. 
This connects the filament transformer 
to the line, and the tube or the pilot 
light may be turned on at will, each 
by its respective switch. For use in 
the car, plug C is inserted into socket 
B, which has {Continued on p<if/c 430) 



The novel reversible 
plug enables this set to 
be used either on A.C. 
or batteries. It cannot 
be inserted the wrong 
way. 
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FOR BECINNERS- 

A "4-in-2" A.C.-D.C. 

SHORT-WAVE SET 

This universal-powered plug-in coil short- 
wave and all-wave receiver is easy to make. 

DONALD LEWIS 



THERE ARE only 2 tubes in this 
interesting A.C.-D.C. "breadboard" 
receiver; yet, it has an untuned 
R.F. stage, a tuned regenerative 
detector, an A.F. amplifier, and a rec- 
tifier. It is perfectly stable, oscillates 
easily from 200 down to 15 meters, and 
really provides foreign reception with 
surprising ease. In fact, during a test, 
a half-dozen foreign stations were 
tuned in quite easily and heard on a 
5-in. dynamic speaker. When this re- 
ceiver is used on A.C., the amount of 
hum is negligible while the receiver is 
regenerating. 

The circuit was evolved around the 
types 6F7 and 12A5 tubes. The 6F7 is 
really two tubes in a single envelope: 
a pentode, and a triode. The pentode 
section of the tube is connected to the 
aerial by way of an R. F. choke, labeled 
R.F.C. 1 in the circuit diagrams, Figs. 
1 and 2. The output is then connected 
to the triode section through the use of 
R.F. coils, as illustrated. The pentode 
section of the 6F7 is not tuned. Now 
the 12A7 is a combination pentode am- 
plifier and power rectifier of the half- 
wave type. Actually this tube was 
designed for use in "cigar box" receiv- 
ers, and is suited admirably for our 
purpose here. The secondary of the 
A.F. transformer is connected to the 
control-grid and "C" bias resistor of 
the pentode amplifier, and the A.F. out- 
put is fed to the phones or loudspeaker. 

The rectification of the power-line 
voltage is accomplished by the diode 
section of the 12A7 tube which is 
equipped with a separate cathode for 
this purpose. To facilitate wiring of 
this receiver, the pictorial diagram, 
Fig. 2, is shown with the base-pin con- 
nection of the two tubes used. 

IMPORTANT CONSIDERATIONS 

It is very important that the fila- 
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LIST OF PARTS 

One Cornell-Dubilier condenser, .1 mf,. CI: 
One Cornell-Dubilier condenser, 100 mmf. f C2 ; 
One Hammarlunrf miiHret variable condenser, 

type MC-140-M, C3 : 
One Hanimurlund midget variable condenser, 

type MC-35-S. C3A : 
One Cornell-Dubilier condenser. 500 mmf.. C4 : 
One Cornell-Dubilier electrolytic condenser, 25 

mf.. 25 V„ C5: 
Two Correll-Dubilier elect rolytics. 8 mf., 200 V.. 

C6, C7: 

One Cornell-Dubilier condenser. .02-mf., C8 ; 
Two Hammarlund R.F. chokes, type CH-X, 

R.F.C. 1. R.F.C. 2; 
One Aero vox resistor, 300 ohms. Rl : 
One Aerovox jsridleak, 3 mcKs.» R2 ; 
One Centralab tapered potentiometer, R3, 7,500 

ohms, with line switch, Sw, : 
One Aerovox resistor, 1.000 ohms. HA; 
One Aerovox resistor, 300 ohms, 30-50 W„ fully 

shielded, R5 ; 
One Standard Transformer Co. A.F. transformer. 

Tli 

(Continued on page 431) 



Fig. B. The positions of the parts are evident from 
this rear-view photograph. 




Fig. 1, below. The schematic circuit and Fig. 2. 
left, the picture circuit of the receiver. Condenser 
C3A is used for band spreading. 




ments of the tubes and the connections 
to the rectifier be made exactly as 
shown. The terminals of the power 
plug have been labeled "plus" and 
"minus," and these wires must be 
traced carefully when wiring the re- 
ceiver. The 6F7 heater must be in that 
side of the line labeled "negative." (If 
this is not done there is a possibility 
of cathode-heater leakage developing 
rapidly and ruining the tubes.) The 
resistor should be placed where ven- 
tilation is best for this receiver dissi- 
pates considerable heat, which can be 
felt quite a distance away. Do not be 
alarmed if your hand should get com- 
fortably warm when held 12 or even 
18 ins. away from the resistor. (Incor- 
porate R5 in the power cord, if you care 
to.) 

The small condenser (C3A) which is 
shunted across C3, the main tuning 
unit, is a band-spread condenser. On 
50 meters, for instance, a one-half ro- 
tation of this condenser corresponds to 
1/20 of a rotation of the main tuning 
condenser, so that the spreading is very 
effective on this crowded channel. 

The sockets for the tubes and the 
tuning coil are of the type which are 
raised above the board. This mode of 
construction is quite essential in bread- 
board receivers which utilize compli- 
cated wiring to a given socket. 

Of course, that bugaboo, hum, may 
be apparent when used on A.C. unless 
care, painstaking care, is taken to keep 
all A.C. leads away from the tuning 
condenser, coil, and gridleak condenser. 

(If the receiver is to be constructed 
from parts lying around the house, then 
the A.F. transformer, Tl, may be re- 
placed with resistance coupling. The 
plate resistor should have a value of 
50,000 ohms; and the gridleak, 1 meg. 
In this case the coupling condenser 
must have a value of .006- to .1-mf.) 
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USEFUL CIRCUIT IDEAS 

Experimenters: Here is your Opportunity to win a prize 
for your pet circuit idea, if it is new, novel and useful. 



AWARDS IN THE CONTEST 

FIRST PRIZE $10.00 

SECOND PRIZE 5.00 

THIRD PRIZE 5.00 

Honorable Mention 
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Fig. I, above. Tuning indicator. 
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Fig. 2, Connecting a S.-W. doublet. 
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Fig. 3. Condenser tester. 
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Fig. 4, above. Tube short checker. 
Fig. 5, below. Safety measures. 
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FIRST PRIZE— $10.00 

ALL-WAVK-SET TUNING IN- 
k DICATOR. Several c.f the new 
a 1 1- wave receivers use a simple yet 
effective tuning indicator in the 
form of a pilot light which hums 
brightly between stations and dims 
when a carrier is in tune. 

The Service Man can niake a few 
extra dollars installing such tun- 
in* indicators in existing sets of 
the type which use diode second de- 
tectors. 

The circuit. Fig. 1, shows how it 
is done. A triode. such as the 56. 
76 or 27 is connected to the diode 
detector (A.V.C. line) through a 
3- meg. resistor. The secondary of 
an output transformer from a de- 
funct dynamic speaker Is connected 
in series with a small dial-light 
bulb. <2 or 5 volt, depending on fila- 
ment winding voltage) to the regu- 
lar filament winding of the set and 
the primary of this same trans- 
former connects to the plate of the 
triode. 

When a signal is tuned in. the 
voltage applied from the diode de- 
tector increases, thus increasing the 
"C" bias on the triode, and the 
plate current of this tube decreases, 
reducing the current drawn from 
the low-impedance winding of the 
transformer (and, hence, the cur- 
rent through the series lamp de- 
v reases ) . 

Kmil Kuzsma 



SECOND PRIZE— $5.00 

CONNECTING A SHORT-WAVE 
DOUBLET. A lead-in of the 
transposed type or of the twisted 
type may be efliciently coupled to a 
set not provided with doublet an- 
tenna posts, as shown in Kig. 2. by 
ut'lixing a 2-gang or a split-stator 
condenser. The capacity of each sec- 
tion should be about 100 mmf. and 
is not at all critical. The condenser 
may be mounted out of sight, since 
onee the adjustment is made it need 
not be changed, unless a "dead 
spot" Ls encountered, in which case 
a small change of capacity will cure 
the trouble. 

Wm. A. Clakk 



THIRD PRIZE— $5.00 

CONDENSER TESTER. Where 
power lines are not available, 
the bridge-type condenser tester de- 
scribed in the July. ]<*35 issue of 
Rmlitt-Crnft may be adapted for 
use with batteries hy means of the 
circuit shown in Fig. 3. A liigh- 
ouality buzzer should l>c used in 
order to insure a steady, pure tone. 
It will be seen that the buzzer takes 
the place of the winding of the 
power transformer, while the re- 
mainder of the circuit is very simi- 
lar to the original. The operation 
is identical with that of the original. 

RoMKo Hl'TTIU.O. 

S..S'. Cimtr fii Saroia. 



HONORABLE MENTION 

TUBE SHORT CHECKER. This 
simple idea saves time and is 
very efficient. All the parts can be 
obtained from the usual junk pile, 
so the cost is very small. The old- 



type socket has one terminal in- 
sulated so that it does not touch the 
steel wool that is plaeed in the 
socket, yet one prong at a time of 
the tube can make contact. The 
steel wool makes contact with all 
the remaining prongs, any shorts 
being shown by the neon bulb. The 
switch enables the element con- 
nected to the cap to be tested also. 
See Fig. 1. 

David Stobo 



HONORABLE MENTION 

pEWIRING SPEAKER PLUGS. 
|\ There is often trouble caused by 
removing the speaker plug when the 
set Ls in operation, or leaving the 
plug out and turning the set on. 
This is usually caused by the fact 
that the field of the speaker is used 
as a choke, and when the plug is 
left out, the filter condensers get 
the full voltage of the rectifier, 
without a load. 

The speaker socket is replaced, 
one of 5- or 6-prong type being used, 
depending upon whether a single or 
push-pull output stavre is employed. 
The idea is simply to connect the 
high-voltage winding center-tap to 
two of the open prongs of the sock- 
et. The equivalent pron«s of the 
plug are shorted, so that when the 
phiK is inserted the circuit is closed. 
When the plug is out. there is no 
high-voltage return, so no current 
can flow, thiis protecting the con- 
densers. See Fig. 5. 

Anhrkw Kisyma 



HONORABLE MENTION 

REPLACING TYPE 27 TUBES. 
A single type 53 tuhe may be 
used to replace push-pull 27s in 
many cases with a consequent sav- 
ing in space and current drain. All 
the original resistors, and other 
equipment are used. The original bi- 
as resistor of the 27s was found to 
give fine results. The result* ob- 
tained from these converted stages 
are as good if not better than tho*e 
of the original. Both are shown in 
Fig. 6. 

JOS. G. TAnACZYNSKI 



HONORABLE MENTION 

OUTPUT INDICATOR. Regular 
output meters are rather ex- 
pensive and not always easy to i At- 
tain in a hurry. A standard A.C. 
volt meter may be used by Conneet- 
ing it with a dynamic speaker out- 
put transformer, as in Fig. 7. The 
voltage will be steppe*! up enough 
so that a good reading can be had 
on a O-lf»0 V. scale instrument. 

Cjiaui.ES r\)KSCir 



HONORABLE MENTION 

USING FILAMENT TRANS- 
FORMER. A small transformer 
used instead of a series resistor in 
A.C.-D.C. sets has many advantages. 
The tubes heat much more quickly 
and the total current drain is less 
than half. The new circuit appears 
in Fig. 8. The transformer may be 
very small, since the power needed 
is only around lf» W. for the fila- 
ment circuit. Of course with this 
change, the set will only operate on 
A.C. Figure 8 shows how a complete 
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Fig. 6, above. Replacing 27 tubes. 
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Fig. 7. Output indicator. 
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Fig, 8. A.C.-D.C. set change. 




Fig. 9. Replacing the old BH tubes. 
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Fig. 10. Extra audio stage. 
Fig. 11, below. Field supply 
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power supply may be made for a 
4- or 5-tube set using this system. 
R. E. Kii.sH 
(Continued on jniye 432) 
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HOW TO MAKE A 
FLOATING-GRID RELAY 

Many interesting experiments can be made with t 
"capacity-operated" relay which parallels the grid-gl 
relay. Standard tubes and parts are employed in this unit. 

E. L. " CCT " 



this 
ow 



IN THIS article the author describes 
how use was made of a phenomenon 
in constructing a very sensitive 
and extremely versatile relay "system." 
(Refer also to the author's article, 
"How to Make a Sensitive Relay Unit," 
in the preceding issue of Radio-Craft. 
—Editor) 

If the grid of an ordinary radio tube 
is entirely disconnected from circuits 
outside the tube and the base-pin cut 
off (in the case of 3-element tubes) to 
prevent leakage, the tube becomes sen- 
sitive to body-capacity effects, such as 
objects approaching in the proximity of 



Fig. I, The fundamental circuit and characteristic. 




12 34- 56789 » 11 
OISTANCE IN INCHES OC HANO HELD 
ABOVE GRID-CAP 



the tube, such as metal objects, etc. 

A large number of tubes were put 
through tests to determine their char- 
acteristics with grid-elements thus 
"floating/' The screen-grid tube is 
obviously best suited for this purpose 
mechanically, because of its well-insu- 
lated grid-cap which emerges from the 
apex of the tube and offers a suitable 
terminal for external connections. Elec- 
trically too the tube is to be preferred, 
the 38 type of tube showing the most 
desirable characteristics for the pur- 
pose, followed closely by other tubes 
such as the 39, (Continued on page 432) 

Fig. 3. A direct-coupled circuit which produces a 
"reverse" action for a capacity change. 
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IT IS well known to radio engineers 
that a great deal of noise enters a 
radio set through the power line. It 
is useless to install a noise-reducing 
antenna in a noisy location, such as in 
a city, without using some means of 
filtering out the disturbances that 
travel along the power lines. 

The installation of the device shown 
in Fig. A is very simple, and may be 
installed by anyone, even though they 
have no knowledge of radio. The filter 
unit may be placed anywhere in the set 
cabinet, it being practical to fasten it 




Fig. A, above. The appearance of the unit shown in 
Fig. 2, 



Fig, 2 C, below, 
below. Three experimental circuits. 





AN IMPROVED 



LINE-NOISE FILTER 
FOR ALL-WAVE SETS 

Noisy operation in all-wave sets, on the short-wave bands 
is often due to line noises — which can be filtered. 

ARTHUR H. 1 VKI ^ U * 



♦Arthur H. Lynch. Inc. 
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to the chassis directly, or to the wooden 
box. In either case, a wire should be 
run from the spring binding post to the 
ground terminal of the set, and from 
there to a good ground, such as a water 
pipe. The ground wire should be as 
short as possible. The power cord of 
the receiver must be rolled into a 3 in. 
circle and tied with string, leaving just 
enough to run directly to the receptacle 
in the filter case. The plug attached to 
the filter runs to the nearest power 
socket. 

With installation thus completed, 
turn the set on and tune it to a fairly 
weak station. Then turn the "Line 
Balancer" — on the commercial unit (R, 
in Fig. 1) — to the position where the 
interference is removed, or at l east, 
very much weakened. In some cases of 
very bad line noise it may be necessary 
to reverse the position of the set-plug 
in the socket of the filter unit. 

The efficiency of the installation may 



be tested by turning any electric light 
on and off quickly, doing this with the 
filter both in and out of the circuit. 
When the correct balance has been 
found the click of the light will be 
found to have been entirely eliminated, 
or at least, greatly decreased. If this 
is not the case, the installation will 
probably be found to be incorrect. When 
correct balance has been made, the ad- 
justment will be found correct for any 
station, or even for any band of an all- 
wave set. 

A glance at (Continued on page 432) 

Fig. I. The circuit of the line filter. Potentiometer 
R has a resistance of 10 ohms. 
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THE NEW "SELF-TUNING" 
RADIO RECEIVER! 

The difficulties of accurately tuning modem superhet. re- 
ceivers are eliminated by this ingenious "tuning corrector." 




This tuning corrector is 
fundamentally a plate- 
current meter with a 
small condenser mount- 
ed in place of the indi- 
cating needle. The 
action is a form of 
"bridge" which seeks 
a balanced condition. 



THE IMPORTANCE of having a receiver of the super- 
heterodyne type, whether it is operating on the broad- 
cast band or one of the many short-wave channels, tuned 
exactly to resonance with the station, has been recognized 
for some time. It is for this reason that manufacturers 
include visual tuning indicators of the meter, neon and 
cathode-ray types. 

However, a new circuit has been developed in Europe to 
eliminate the need for such exact tuning — and still prevent 
the introduction of distortion which was encountered in 
sets, up to this time.^ The new device — which automatically 
tunes exactly to a station carrier — was one of the outstand- 
ing attractions at the recent Paris Radio Show. 

A glance at Fig. 1A will explain the basis upon which 
the unit operates. A sensitive galvanometer movement is 
connected in the plate circuit of an R.F. tube and to this 
galvanometer is connected one plate of a small variable 
condenser, which is shunted across the regular tuning con- 



denser of the amplifier. Now, as a station is tuned in, the 
plate current of the tube increases. This makes the meter 
movement operate, tending to increase the capacity of the 
small condenser. If the main tuning condenser is off- reso- 
nance with the station in such a way that an increase in 
capacity will bring it closer to the resonance point, the 
movement of the meter (and small condenser) will tend to 
increase the signal strength which will keep the meter turn- 
ing until the signal strength no longer increases, at which 
time, the meter movement will cease to turn. If, on the oth- 
er hand the condenser is off the exact tuning point on the 
other side of resonance, the increase in the movement of the 
meter will reduce the signal strength and cause the meter 
to return toward normal position (set by the spring shown in 
the heading illustration, which will (Continued on page 432) 



Fig. I. Two circuits illustrating the electrical action. 





NEW FRENCH 
"RADIO FURNITURE" 

Radio sets built into modern suites of furni- 
ture offer new sales possibilities to manufac- 
turers — and more business for Service Men. 



NUMEROUS attempts have been 
made in the past to include radio 
receivers in pieces of furniture, 
where they are less obvious, or likely 
to match better with the furnishings of 
a room. Thus we have the kitchen 
radio which is finished in white and 
rests on the top of the electric refriger- 
ator — the bathroom set which we de- 
scribed some time ago in Radio-Craft — 
the arm chair receiver which is mount- 
ed in an overstuffed chair, etc. 

However, the attempts have been 
more or less adaptations of existing 
sets to serve a particular purpose. 

A new group of receivers designed 
particularly for a certain type of fur- 
niture has been recently developed in 
Prance. Three of these radio novelties 
are shown on this page — the first (in 
the heading) is a radio couch into 
which the radio set is mounted in an 
extended arm at one end. Thus it is 



A radio set as part of 
a living -room couch of- 
fers a fine spot for a 
comfortable evening of 
entertainment. 

an integral part of the piece of furni- 
ture, harmonizing with it — and de- 
signed for greatest convenience in tun- 
ing, etc. 

Another type of installation is the 
radio bed. Here again, the radio set 
is a permanent part of the bed, being 



Radio tats built into bedroom and dining-room 
suites are the latest European innovation in radio 
receiver manufacture, as these examples show. 




mounted in a bed-side stand which is 
made as a part of the bed itself. 

If a radio receiver is desired in the 
dining room, a buffet radio will solve 
the problem; the French manufacturer 
supplies the set built into the buffet of 
the suite, as shown. 

In the humble opinion of the Editor, 
these examples of "radio furniture" 
open a new era in radio design. The 
permanent in- (Continued on page 432) 
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c. a. morrison THE LISTENING POST 

FOR ALL-WAVE DX-ERS 



i 



The Johannesburg broadcasting station of 
the South African Broadcasting Co. 





The listening post of Sergeant H. J. Dent 
of the Royal Police Force, Bombay, India. 



THERE is an old saying that "the pen is mightier than 
the sword." This should be revised and brought up to 
date by stating that "the microphone is mightier than 
the sword." Short-wave broadcasting has become the 
most potent force in the molding of public opinion that the 
world has ever known. Emperors, Kings, and Presidents 
have forsaken the traditional dignity of seclusion and are 
openly rushing to the microphone to spread their govern- 
mental propaganda to the farthest corners of the earth in 
messages of oratorical eloquence. II Duce, the iron man 
of Italy, has breathed his doctrines of conquest over the 
air not once but many times, both leading up to, and since 
the beginning of the African struggle. Soft spoken Haile 
Selassie, the King of Kings, has also had his chance to 
appeal to the peoples of the world as he faced the micro- 
phone in Addis Ababa. If it wasn't for the grim reality of 
"death from the skies," "whippet tanks rushing along like 
the wind," and "gruesome guerilla encounters," one might 
almost be persuaded to conjure a vision of a court-room 
scene with II Duce, and Haile Selassie in the roles of pros- 
ecutor and defendant, the League of Nations as the judge, 
and the peoples of the earth composing the listening audi- 
ence as the jury. For, the force of united world public 
opinion will be a vital factor in the present armed conflict. 

Regular early evening activities are almost forgotten, 
as radio listeners everywhere turn to the world news bul- 
letins with breathless interest to learn at first hand the 
latest developments in the Italo-Ethiopian struggle. The 
newspaper remains unopened as living and actual head- 
lines stream from the loudspeaker. Within the compass of 
one short hour, four or five important news reviews may 
be heard. For first-hand information direct from Rome, 
turn to 2RO (9.64) on Monday, Wednesday, and Fridays 
at 7:15 pm E.S.T.; Pontoise, France, is on the air daily at 
7:20 pm E.S.T., with the French version of the day's news, 
in English. This can be followed up by your choice of 
Boake Carter over W2XE (11.83), or the Daventry Sta- 
tions (GSB 9.51-GSC 9.58) at 7:45 pm E.S.T. To conclude 
this international news festival, you can tune in Zeesen, 
Germany, (DJC-6.02, DJN 9.54) for the German angle to 
the day's events. It is very enlightening to hear the same 
news items viewed through the political eyeglasses of the 
various nations included in the above review. 

And now for news direct from the center of activities in 
Addis Ababa, Ethiopia. Unfortunately only one weak sta- 
tion must furnish key information from the center of actual 
activities. Try for ETA, the little 2 kw. short-wave sta- 
tion which transmits irregularly on 7.G2, and 18.27 mcs. 
ETA is a real DX catch, and probably will not be heard 
by many of our readers, but on the occasion of Emperor 
Haile Selassie's recent speech, this station was not only 
picked up direct by the receiving station of RCA Com- 
munications at Riverhead, Long Island, but was also re- 
ported by several DX-ers along the Atlantic coast. So, 
if this tiny but immensely important radio station has not 
been blown into atoms by the time this article appears in 
print, keep your ears tuned to these channels for real live 
uncensored news from the heart of things. 



THE BROADCAST BAND, DECEMBER AND JANUARY 

This period marks the zenith of broadcast band DX re- 
ception in North America, for with the long hours of dark- 
ness, the air is literally filled with foreign broadcast trans- 
missions for the initiated who know when, and how to 
tune them in. On the eastern seaboard, European sta- 
tions will be coming in with their greatest signal strength, 
South Americans will be pushing through the local stations 
in the early evening hours with ever increasing activity. 
DX-ers should watch for Japanese stations in the hours 
before daybreak, and may even be lucky enough to tune 
in a Chinese station. Broadcasts emanating in Australia, 
or New Zealand will not be as strong as they were earlier 
in the Fall, but should be received well, at times, in the 
early morning hours. 

Broadcast-band DX listeners in the Central States never 
receive foreign DX with any great volume, because of their 
long distance from any large body of water and the screen- 
ing effect of the large mountain ranges, but they do re- 
ceive a larger variety of signals due to their more central 
location. European DX is quite rare in the Central States, 
but South Americans are often quite well received, and 
although not common, it is not really rare to tune in Jap' 
anese and Chinese stations. In the Fall and again in the 
Spring, Australian and New Zealand stations are well re- 
ceived in the Central States. 

West Coast listeners will be receiving so many Japan- 
ese stations on good nights that they almost constitute a 
nuisance. The louder Chinese stations also will be heard, 
and Hawaii comes in with local regularity. It is not un- 
common to receive transmissions from Siam, or India on 
exceptionally favorable nights. These Asiatic signals are 
heard from about 1:00 am P.S.T. to almost daylight. 
Australians, and New Zealand (Continued on page 434) 

The radio telephone station at Buenos Aire*. Argentine, used for commercial 
telephone communication purposes. 
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THE RAPIDLY increasing use of the 16-inch transcrip- 
tion records for all purposes where special recordings 
are required, has made necessary the development of 
equipment for satisfactorily reproducing them. A new in- 
strument has been placed on the market which combines 
this function with that of a portable P.A. outfit for use 
with records of all sizes and with a microphone. It oper- 
ates on both A.C. and D.C. 

When it is closed up for carrying it forms a neat case 
no larger than a suit case and weighing only 35 lbs. When 
it is opened up for use, many interesting and original fea- 
tures are revealed. The heavy-duty 8 in. dynamic speaker 
is enclosed in the top cover and both sides of the case are 
hinged to this cover. They open out to form a baffle 35 ins. 
wide as shown at B in the heading illustration. The speaker 
is located near one side of its enclosing cover and in use 
this side is in contact with a table or floor so that the entire 
baffling is equivalent to a flat surface 35 ins. square. This 
Ss much larger than any heretofore used in portable 
machines, and accounts in part for the excellent response to 
the lower frequencies. When the machine is being carried 
the turntables and the necessary records are fastened by 
means of a threaded sleeve to one of the side wings of the 
speaker cover. To enable the carrying of a 16-inch turn- 

•Arwley ltadlo Corporation, 



A NOVEL A.C.-D.C. 
PHONO-PA. SYSTEM 

A new circuit is incorporated which enables 
the use of the type 48 tubes on A.C. or D.C. 

ARTHUR C. AMCI cv * 

table or 16 in. records without increasing the size of the 
case, a narrow door mounted on spring hinges, extends 
across the speaker board. The turntable and records thus 
project into the speaker housing when the case is closed 
and the door automatically springs shut as soon as they 
are withdrawn. 

The universal A.C.-D.C. motor is built especially for this 
machine. It has ample power for the large records and is 
made largely of aluminum in order to reduce its weight. A 
mechanical governor maintains (Continued on paye 4:33) 




NEW "SPHERICAL" MICROPHONES 
ARE NON-DIRECTIONAL 

The new "non-directional" development has been applied to both dy- 
namic, and astatic (crystal) microphones, as this article discloses. 



SINCE ITS introduction the moving 
coil microphone has solved many 
of the difficulties encountered in 
broadcasting, sound recording, and P.A. 
work. While this microphone was a 
decided advance over apparatus exist- 
ing at the time of its introduction, ex- 
tensive field experience during the past 
4 or 5 years, and continued develop- 
ment studies have now made possible 
the production of a distinctly better 
instrument. While retaining all the 
good features of the previous type, the 
new microphone has the added advan- 
tages of a more uniform frequency 
characteristic from 40 to 10,000 cycles, 
and is essentially non-directional in its 
response. At the same time the micro- 
phone is smaller and lighter than the 
old types, increasing portability and 
convenience. It differs radically from 
previous microphones in appearance, 
consisting of a 2% in. spherical hous- 
ing with a 2% in. "acoustic screen" 
held a fraction of an inch off the top 
surface. The position of the micro- 
phone when in use is shown in the 
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photograph at the head of this article. 

To build a microphone that will re- 
spond uniformly to sound pressures at 
its face is quite a different thing — and 
much simpler — than designing it to 
respond equally to sound coming from 
any direction. In general, a sound field 
is disturbed (Conthmcd on page 43<>) 

Interior view of the dynamic microphone. 

PROTECTIVE ACOUSTIC QiAPHRA&M 




The spherical micro- 
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SERVICING PART II 

THEATRE 
SOUND SYSTEMS 

In this part, the author covers the subject of amplifiers, 
both the ordinary and the high-fidelity theatre types. 



A. V. DITTY. 



THE DIFFICULTIES encountered 
in the amplifiers used in theatre 
sound equipment may be divided 
into several general classifications, 
each of which is covered below. 

If the Service Man will remember 
that the amplifiers used in theatre 
equipment are the same as amplifiers 
used for radio and P.A. work (except 
for mechanical appearance) very little 
trouble will be encountered in repairing 
them. 

USUAL TUBE TROUBLES 

Some of the early head amplifier 
equipment used two OlAs or 12As in 
line, transformer -coupled as per Fig. 
7 A, and required an external D.C. sup- 
ply for the filaments and sometimes the 
plate circuits. The included PE. cell 
circuits were also supplied with anode 
potential by external batteries. Dry 
batteries used with such equipment 
will cause frying noise in the sound 
when they get weak or old. Other 
troubles are frying noises caused by 
leaking bypass condensers, and cut-off 
in the sound due to intermittently 
shorting bypass condensers or "inter- 
mittent" transformer windings. Con- 
densers shorting-through kill the plate 
voltage and consequently the sound. 
High-leakage or shorted condensers will 
also cause a constant drain on the bat- 
teries, thus making them short-lived. 



Paralyzed and weak tubes will cause 
low volume and lack of distinctness in 
the sound. Defective tubes, particu- 
larly the indirect-heater type have also 
been the cause of frying noise and cut- 
ting off, as well as microphonic howls 
and disturbances. Tubes should be 
tested regularly for emission. Tapping 
the tubes gently with the fingers will 
show up noisy or microphonic units. 
The best test however is to substitute 
one or more new tubes for the suspected 
one and to compare results under ac- 
tual operating conditions. Output leads 
should be kept away from input leads 
and input tubes as much as possible in 
order to prevent humming and howling 
in the sound. 

Basic PE. cell circuits are shown in 
Fig. 7B. The load resistor and anode 
voltage vary with the specified require- 
ments of the cell. A load resistor of 1 
or 2 megs, is generally used and gives a 
good response characteristic. A poten- 
tial of 60 to 90 V. maximum is im- 
pressed upon the cell through a load 
resistor. The maximum current should 
never be more than 20 microamperes. 
The PE. cell characteristic is increased 
with a decrease in size of the load re- 
sistor, while an increase in cell output 
is obtained by increasing the load re- 
sistor. A value of 1 or 2 megs, strikes 
a happy medium between high quality 
and high output. 



OUTPUT TRANS. 
I 



GAIN CONT TRANS 




ALSO TOR "B-;jA 
EXCITE f> SUPPLY 



lOv 




TWO AUTO- 

TRAN5FORMERS 





-wJaav- 



Fig, 7, left. Amplifier 
circuits used in differ* 
ent types of equipment. 
Fig. 8, right. A typical, 
constant output imped- 
ance fader circuit. 
Fig. D. below. A 
modern 12 W. amplifier 
containing monitor 
speaker, PE. cell and 
exciter lamp Supplies, 
gain control, bass com- 
pensation, etc. 




m. 



Fig. C. A high-fidelity installation using a 15 W. 
dual-channel amplifier (at left) and projector. 



COUPLING UNITS 



Coupling in some equipment is made 
through an auto transformer, (Fig. 
7C), while in others, through a small 
condenser. A PE. cell will become 
weak or paralyzed and noisy, just the 
same as will radio- and amplifier-type 
tubes. While comparative readings 
may be obtained with a microammeter 
the best test is to substitute a new cell. 

Type 27, 56, 57 and 58 tubes and 
others of similar characteristics are be- 
ing used in most brands of later equip- 
ment; 27s and 56s in circuits similar to 
Fig. 7A, while 57s and 58s are gener- 
ally used according to Fig. 7D. The 
transformer output of circuits as per 
Fig. 7A are coupled through fader ar- 
rangements (Fig. 8) to the main A.F. 
amplifiers by input transformers hav- 
ing the same primary impedance as 
that of the secondary of the head am- 
plifier output transformers. Impedance 
matching is (Continued on page 437) 
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AN EASILY-BUILT 
SHORT-WAVE PRESELECTOR 

This preselector is easily built from the coil kit furnished, 
and makes efficient addition to any set. 

PAUL A ' rAMMAD 



Above, 2 views pf the preselector. 



THE ADVANTAGES of pro-selec- 
tion and pre-amplification employed 
ahead of any short-wave superhet- 
odyne or tuned R.F. receiver are well 
known to most short-wave fans. 

Here is a simple, inexpensive and 
really practical preselector that will 
give more distance and sensitivity with 
lower noise and absolutely no images. 
The coils cover the full range from 12 
to 200 meters. 

Actual measurements as well as lis- 
tening tests made by well-known ama- 
teurs and short-wave fans show a pro- 
nounced increase in signal strength 
when the preselector unit is added to 




The band switch of this 
unit has a position to 
connect the antenna di- 
rectly to the set, cut* 
ting out the preselect- 
or entirely, if desired. 



AN "ACORN "-TYPE 
ULTRA-SHORT-WAVE 

SUPERHETERODyNE("AUTODyNE"-TyPE) 

Here is an advanced ultra-short-wave set which is not a 
super-regenerator, and so lacks the loud hiss. 
HUBERT clj^dtt* 



FULL ADVANTAGE is taken of the 
excellent characteristics of the type 
954 "acorn" tube in a new 2V 2 - 
and 5-meter superheterodyne receiver 
known as the "Lafayette"; it was de- 
signed by Frank Lester, W2AMJ, well- 
known amateur and engineer. 

Examination of the accompanying 
diagram reveals that this receiver em- 
ploys a type 954 "acorn" pentode in a 
tuned R.F. stage, followed by another 
954 as a tuned autodyne detector. Two 
6D6 I.F. stages, a 41 second-detector 
and semi-automatic volume control 
tube and a 42 output tube complete 
the circuit. The action of the autodyne 
detector is controlled by a 50,000 ohm 
potentiometer in the screen-grid circuit, 
while audio volume is regulated by a 
%-meg. potentiometer between the 41 
and 42 tubes. 



•Wholesale Radio Service Co. 



Due to the internal construction and 
design of the 954s very little noise that 
is due to thermal agitation is heard in 
this set. Although the overall gain is 
much higher than in conventional 
super-regenerative receivers, the back- 
ground noise is at a very much lower 
level. (There is still some question as 
to whether the acorn is more "noiseless" 
than other types. — Editor) 

Although 6 tubes are used, the entire 
receiver unit is built onto a copper- 
plated chassis measuring only 11 x 7^ 
x 9 ins. No power 
supply is included, 
as the same receiv- 
er chassis is de- 
signed for opera- 
tion either on a 
6-V. storage bat- 
tery and dry "B" 

(Con tinned on 
page 441) 



any receiver. Efficient coil design 
makes R.F. amplification practical at 
f reiincncies as high as 25,000 kc. 
(25 mc.) 

PRESELECTOR REQUIREMENTS 

A summary of the requirements of a 
good preselector unit discloses that its 
design should include (1) simplicity 
of operation, (2) two stages of tuned 
R.F. amplification, (3) high-gain coils, 
(4) absolute image elimination, (5) op- 
eration from either single wire or 
doublet antenna, (G) fool-proof band- 
change switch, and (7) efficient output 
system and self-contained power sup- 
ply- 

The principle source of tube noises 
in a receiver are those generated by the 
electron stream in the first-detector, 
commonly known as "shot effect," and 
are apparent when receiving weak sig- 
nals. When pre-amplification is used 
to operate the mixer tube at a higher 
(Coiitinued on page 433) 




Outside appearance of the high-frequency super. 




Above, placement of parts. Note plug-in coils. 

Below, the circuit diagram. Separate tuning controls 
are used. Includes A.F. and R.F. volume controls. 
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LUG LAYOUT, VOOKlMG 
AT COIL FROM BASE 



Fig. Q.35I, above. Oscillator changes. 




0 5 10 15 10 U 50 
TIME IN SECONDS 



I t^fW l*hhJ 



ZSOO 
OHMS 



SPEAKER. 
flELD 



Fig. p. 352. Speaker supply correction. 
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Fig. Q.353B, above. Circuit of beat oscillator unit, 
**:h is Fiq ' 
tesy RC 



photograph of which is Fig. Q.353A, below, cour- 
RCA. 




RADIO-CRAFT'S 
INFORMATION BUREAU 



AUDIO OSCILLATOR SIGNAL 

(351) Mr. Curtis Falls, Kings Mt., N. C. 

(Q.) I have built the Service Man's all- 
wave oscillator, described in the Jan.. 1935, is- 
sue of Radio-Craft, but would like to have it 
arranged so that I can use the audio section 
alone for testing amplifiers and the like. What 
changes are necessary to do this? 

(A.) We have reprinted the original circuit 
herewith, with the changes made in dotted lines. 
The only additions needed are a .1-mf. con- 
denser and a single-pole switch. The latter 
cuts the screen voltage of the R.F. oscillator, 
allowing all the audio signal to be fed to the 
A.F. output posts, which have been added. 

Notice that a tuning condenser, c, has been 
added in the top left corner. This was omit- 
ted, by mistake, in the original diagram. 



CONVERTING A.C. SPEAKERS 

(352) Russell Smith, Lowell, Mich. 

(Q. ) I would like to convert some A.C. 106 
RCA speakers to use the 25 Z5 tube, but can 
Ket no result from the diagram on page 227 
of the Oct.. 1933 issue of Radio-Craft. Can 
you give me any help on this? 

(A.) The correct circuit of this appears 
at Fig. Q.352. The original circuit is repro- 
duced in solid lines. The dotted line from fila- 
ment to plates should be added. Also the plates 
should be removed from the A.C. Hne to which 
they are connected, by breaking the leads at 
M Z, Z". This will give the proper output volt- 
age. 



ADDING BEAT OSCILLATOR 

(353) Mr. T. D. Pentz, Elizabeth, N. J. 
(Q.) 1 wish to add a beat oscillator to my 

all- wave receiver. Can this be done without 
changing the set very much? Will it be possible 
to hear code signals with this arrangement? 

(A.) A simple way you can add a beat 
oscillator without changing the set itself, is to 
build a separate unit and attach it to the set 
with clips under tube prongs. Figure Q.353A 
shows a ready-made unit of this type made by 
RCA. It is powered by the set to which it is 
attached. The circuit appears at Fig. Q.353B. 
It is not possible to receive C-W. signals on 
the average set. unless an oscillator such as 
this is used. 

"5 METER TRANSCEIVER"— A 
CORRECTION 

(354) Mr. Joseph LeBore, Yuma. Arizona. 
(Q.) I have built the transceiver described 

on page 140 of the Sept. issue, but the signals 
are very weak on it. What can I do to strength- 
en them? 

(A.) The condenser C5 shown in Fip. 1 was 
incorrectly printed and should be made 1 mf., 
instead of .001-mf. as shown. This will give 
you a much stronger audio signal in the 
phones, with better quality. 



P.A. 



QUESTIONS 
& ANSWERS 



Conducted by 
CHARLES R. SHAW 

Here is a new department for the Radio 
Dealer, Service Man and Sound Technician 
who require general information and help in 
P.A. work. This department will furnish 
valuable aid for the asking. Address all 
questions to Radio'Craft's Public Address 
Forum. Only those questions of general in- 
terest will be published and we reserve the 
right to publish any of these inquiries and 
answers. 



LOW OUTPUT 

(26) Mr. Clarence R. Kruger, Saginaw, 
Michigan. 

(Q.) I recently finished building a 15 W. 
(2-2A3) amplifier using push-pull all the way 
through— 2-57, 2-56, 2-2A3, with fixed bias using 
2-5Z3, but 1 can't get over 6 or 8 W. of undis- 
torted output. Can you tell me how 1 can elim- 
inate the motor -boating and get more volume 
with better quality? 

(A.) The distortion you complain of may 
be caused by any one of the following factors: 

(1) overloading the first screen-gride stage. 

(2) improper input push-pull transformer, (3) 
improper output transformer, (4) incorrect op- 
erating voltages. Motor-boating can be com- 
pletely eliminated by additional plate and grid 
resistor decoupling resistors and bypass con- 
densers as per Fig. Q.26. 

HIGH FIDELITY 

(2?) Mr. John Sechuortz, Louisville, Ken- 
tucky. 

(Q.) Just what is meant by High-Fidelity? 
Are there any legal or recognized standards 
for high-fidelity amplifiers with respect to fre- 
quency range, noise level, audio distortion, hum 
level, etc.? 

(A) A set of tentative standards have been 
set up by the Engineering Department of the 
Federal Communications Commission for high- 
fidelity transmitting stations. These standards 
may be applied to audio amplifiers, inserting 
slight revisions— i.e., the total audio distortion 
shall not exceed 10 per cent at maximum output 
or 5 per cent at rated output throughout the 
range of audio frequencies from 50 to 7,500 
cycles. The audio frequency characteristics of 
the amplifying system measured from micro- 
phone terminals to speaker voice-coil terminals 
(Continued on }>age 442) 



DIFFERENCE BETWEEN MAGNETS 

(355) Raoul Dutemple. Montreal. Canada. 

(Q.) Could you tell me the difference be- 
tween a solenoid type of winding, and a uni- 
versal type? 

(A.) The solenoid type winding is generally 
considered, in radio work, to be one which has 
only a single layer of wire. Some solenoids 
however, have many layers, but the layers run 
the whole length of the core, as in the case of 
relay windings. A universal type winding has 
many layers, one on top of the other, but the 
individual turns run from side to side of the 
winding. Honeycomb coils and some R.F. chokes 
are wound this way. Solenoid coils usually have 
a greater length than diameter, while universal 
coils are just the opposite. 

(Continued on page 442) 




Fig. Q.26, above. Increasing audio output. 
Fig. Q.28, below. Various bias supply circuits. 
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HOW TO MAKE THE 

RADIO-CRAFT 

METAL-TUBE ALL-WAVE 

OSCILLATOR 

An ultra-modern "signal generator 11 unit 
which covers all requirements for service 
and experimental work; it is an extremely 
flexible unit, which works on any A.C. or 
D.C. line. 

C. W. PALMER 



THE Radio-Craft ultra-modern 3- 
tube all-wave service oscillator, or 
as we might find the name in a Ger- 
man magazine — Ultramoderner- 
dreiroehrenversuchsschwingungs- 
erzeuger (!) — covers a very definite 
place in modern radio servicing. 

There are certain faculties which a 
signal generator for service work or 
laboratory experimental work must 
have in order to properly fit into the 
varying conditions encountered today. 
Briefly, these are — 

(1) The signal generator must cov- 
er all frequencies used in modern radio 
communication, including those fre- 
quencies used for I.F. amplifiers. 

(2) The output must be variable 
over wide limits and be substantially 
flat over any given frequency band. 

(3) It must be modulated at audio 
frequencies and the frequency of mod- 
ulation must be adjustable over a range 
of at least 100 to 7,500 cycles. 

(4) Provision must be made for 
"wobbling" the R.F. output frequency 
over any desired range of frequencies, 
for adjusting high-fidelity equipment 
and band filters. 

(5) Provision must be made for the 
injection of an external modulator for 
adjustment of high-fidelity A.F. ampli- 
fiers, or other set-ups requiring special 
modulator conditions, 

(6) The "carrier" frequency of the 



R.F. oscillator must not "drift" on any 
portion of the band, or be affected by 
changes in applied potential or fre- 
quency of A.F. modulation. 

(7) The oscillator must be accurate- 
ly calibrated on all frequencies and 
maintain its calibration over reason- 
ably long periods. 

As an answer to these requirements 
as well as others not mentioned, the 
Radio-Craft ultra-modem signal gener- 
ator was designed. It covers all fre- 
quencies between 90 kc. and 25,000 kc. 
(25 mcs.) in 7 bands; the output is 
variable from a portion of a microvolt 
to approximately 0.1-V. (r.m.s.), in 
two steps; a high-mu triode 6F5 tube 
is used as a modulator, the frequency 
of which is adjusted by a "tapped con- 
denser" having capacities varying be- 
tween 50 mmf. and .01-mf. Seven audio 
frequencies are thus produced between 
(approx.) 100 and 7,500 cycles. A 
jack is incorporated in the circuit so 
that a "wobbler" can be plugged in. 
(In a forthcoming issue, several novel 
and useful wobblers for this signal 
generator will be described.) 

THE CIRCUIT 

An examination of the circuit shows 
how the various points mentioned above 
are covered. A 6L7 injection-grid fre- 
quency-converter tube is used as the 
R.F. oscillator. The peculiar construc- 



The 



circuit — Sw. 3 is part of R I ; the external 90V. "B" terminals are used for D.C. operation, where a high 
output is needed. Ground symbols refer to chassis connections only. 




tion of this tube makes it particularly 
suitable for the purpose, due to the 
double control-grid arrangement. The 
top-cap grid is used as the R.F. con- 
trol-grid, while the second control-grid 
acts as an injection grid for the A.F. 
modulation frequencies. (Further de- 
tails about this interesting tube will be 
found in the October issue of Radio- 
Craft on page 204. — Editor) 

A conventional regenerative circuit 
is used for the R.F. oscillator, the 7 
frequency bands being made possible 
by the use of an RCA all-wave oscil- 
lator coil. Since this coil assembly is 
calibrated for use with the condenser 
which is used, the problem of calibra- 
tion — which has stumped so many radio 
men when making oscillators and fre- 
quency meters — is eliminated. A trial 
or two against known standards (such 
(Continued on page 443) 




The rear of the chassis with tubes in place. 
The under side of the chassis showing assembly. 
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A NEW A.C. VOLTAGE AND 
POWER-LEVEL METER 

Here Is a new instrument taken from the engineering lab. 
and adapted especially for experimenters and Service 
Men. It measures decibels from — 12 to -|-43. 



MILTON REINER*. 



ACCURATE measurements of A.F. 
i voltage or power are most con- 
^ veniently made by means of 
thermocouple or copper-oxide meters. 
Thermocouple milliammeters or volt- 
meters have the advantage that their 
readings are substantially independent 
of frequency; but on the other hand, 
they are delicate, slow moving, and re- 
quire frequent calibration for reliable 
results. Economically speaking, their 
cost is prohibitive, as far as the aver- 
age radio man is concerned. The cop- 
per-oxide meter has none of these dis- 

*rhief Kns'r.. Hallo City Troducts Co. 

Fig. I. The circuit of the db. meter unit, with the 
values of all resistors. 
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advantages if the frequency of the 
voltage measured is confined to definite 
limits. In general, these frequency 
limits are the extremes of the so-called 
A.F. spectrum. 

In order to use a copper-oxide meter 
for the measurement of A.F. voltage, 
the usual procedure is to insert enough 
series resistance in the circuit to raise 
the range of the instrument to a de- 
sired value, just as in a D.C. voltmeter. 
If more than one range is desired, a 
corresponding number of different mul- 
tipliers can be used. In spite of the 
correctness of this scheme when ap- 
plied to ordinary voltmeters, it is inade- 
quate for the copper-oxide meter. 

The resistance of a copper-oxide rec- 
tifier is inversely proportional to the 
current through the rectifier— that is, 
the resistance decreases with an in- 
crease in current through it. Thus, for 
large readings, the resistance of the 
rectifier is small and the value of the 
series multiplier required for a par- 
ticular range (Continued on page 445) 




Fig. A. The meter used in this instrument is a large- 
scale fan-type unit, calibrated in volts and decibels. 




Fig. B. Rear of panel (wired)— note the simplicity 
of the unit due to the switch construction. 



Fig. 2. Panel drilling and engraving layout. 
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Fig. I, above. The circuit of the V.-T. meter 
Fig. 3, below. The 60-cycle calibration circuit. 
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AN "ACORN '-TUBE 
V.-T. VOLTMETER 

A practical "goose-neclc M type V.-T. voltmeter using a 954 
tube as a triode. It is calibrated on a 60-cycle line. 



A. G. HELLER*. 
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THE USE of the vacuum-tube volt- 
meter in the measurement of volt- 
ages, where it is required that an 
extremely low current be drawn from 
the circuit under test, is familiar to all 
Service Men. Previous instruments of 
this type had the drawback, however, 
that long leads were used between the 
tube and the probes, the impedance of 
these leads being so high at the higher 
frequencies that the instrument lost 
most of its usefulness. 

'>CORN"-SIZE PENTODE SOLVES 
PROBLEMS 

This fault is eliminated in the appa- 
ratus here described, since the control- 
grid lead that projects for a short dis- 
tance from the top of an "acorn"-type 
pentode tube is conveniently used in 
this new instrument as one of the two 
measuring probes, the other probe be- 
ing merely a short lead attached to the 
tube shield housing. Hence the "leads" 
are of extremely short dimensions, and 

•Insullne Corp. of Amer, 
I 936 



the instrument is useful on high as well 
as low frequencies. 

The kit, the contents of which are 
enumerated in full detail at the end of 
this article, contains not only complete 
parts for the construction of the con- 
trol unit, but also all needed material 
to construct the flexible probe which 
houses the acorn pentode tube. 

Construction is easy — the parts come 
drilled and (Continued on page 435) 

Fig. 2. Goose-neck construction and wiring details. 
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THE LATEST 
RADIO EQUIPMENT 




A 24-tube high-fidelity all-wave superheterodyne which utilizes 2 chassis. (873) 



BEAT ADJ. ft 

ITR0L ."ii 




Tuning by whistle. (874) 



24-TUBE ALL-WAVE 
SUPERHET. 
(873) 

(Wholesale Radio Service Co., 
Inc.) 

TWO CHASSIS arc used for this 
large, high-fidelity set, one for 
the tuner containing 13 metal tubes, 
and one for power supply and audio 
amplifier, with 11 glass tubes. A 
cathode-ray tuning tube is used. 
The output stage operates in class 
AH and delivers about 50 W. The 
range is 8 to 2,050 meters, covered 
in 5 bands. Features, among 
others, include: variable band width 
I. FT., automatic tone control, oper- 
ation on any line voltage up to 250, 
dual speakers (one 12 in, auditor- 
ium-type, and one 10 in. high-fre- 
quency type). 




Improved hand mike. (875) 




BEAT-NOTE-TYPE 
"STATION FINDER" 
(874) 

(Tobe Deutschmann Corp.) 

STATION finding by the "whistle 
method", or C.W. reception, is 
made possible by the use of this in- 
strument. It includes, in a shield 
can, all the necessary components 
for the beat oscillator circuit, ex- 
cept the tube. A coarse (440 to 
470 kc.) and fine adjustment are 
provided, the latter being made by 
means of a convenient knob. Air 
tuning condensers are used. 



Above, new oscillator. (876) 
Below, new 5Z4. (877) 



POLICE-TYPE HAND 
"MIKE" 
(875) 

(Universe! Microphone Co.) 

\HAND microphone designed for 
use in police-radio work, but 



adaptable to any use requiring a 
small microphone suited to "close 
talking." is illustrated. It contains 
a sliding switch which may be 
used to operate a circuit other than 
that of the microphone circuit itself 
— for instance, a control relay. 
Unit is furnished with sponge rub- 
ber mouthpiece and 3-conductor 
cable. 



ELECTRON-COUPLED ALL- 
WAVE OSCILLATOR 
(876) 

(Supreme Instruments Corp.) 

AN ELECTRON-COUPLED cir- 
i cuit is used in this new oscil- 
lator. Three tubes are used, one of 
these being operated as audio mod- 
ulator. External modulation with 
microphone or phono, pickup may 
be used. Range: 90 kc. to 30 mc; 
ranges are directly printed on the 
dial. Has ladder-type attenuator 
with multiplier switch and variable 
control calibrated in relation to out- 
put in microvolts. 



NEW. SMALLER 5Z4 
METAL RECTIFIER 
(877) 

(Hygrade Sylvania Corp.) 

ANEW 5Z4 tube which is ex- 
actly similar to the 6F6 metal 
tube in outward appearance and 
size has been developed. It is said 
to be superior to the old "bird 
cage" type in efficiency and other 
characteristics. It can be used as 
a direct replacement for the old 
5Z-* and 5Y3 type tubes. The elec- 
trical ratings are the same as for 
the older types. 



100 MMF. TO 10 MF. 
CAPACITY METER 
(878) 

(Weston Electrical Inst. Co.) 

FOUR RANGES are available on 
this new capacity meter. Full- 
scale readings are 10, 1, 0.1-, and 
0.01-mf., and as low as 100 mmf. 
can be read. Operates direct from 
115 V., 60 cyele A.C. line; (a trans- 
former insulates the device from the 
line). Provided with voltage ad- 
juster ; supplied with a pair of long 
test leads. Si*e. is !>V£ x Z% x 
2 , ,L» ins. deep. 

(Continued on jyage 440) 




Above, 5-meter receiver. (885) 



Newest capacity meter. (878) 



Air-driven generator. (879) 



New 5-meter antennas. (880) A 6-meter job. (886) 



/new metal 

Eliminates 
this large 





6V 

GENERATOR 




PROPELLER j 





Name and address of any manufacturer will be sent on receipt of a self-addressed, stamped envelope. Kindly give (number) in above description of device. 
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A 1936 9-TUBE S.-W. 
COMMUNICATION RECEIVER 

This 545 to 1 6,000 kc. receiver may be used by the Short- 
Wave Listener, the Amateur and the Professional, alike* 



THIS NEW receiver, while designed 
primarily for "communication 
work," should appeal to the dis- 
criminating short-wave listener, since 
its features provide a combination of 
quiet operation and extreme sensitivity 
which is quite unusual. For this rea- 
son it will doubtless be widely used by 
the DX fan. (The price is very low for 
a set of this type, a fact which will fur- 
ther increase its popularity.) 

The 1<»36 Super Skyrider is a 5-band 
receiver, tuning the following frequen- 
cies: 

Band No. 1— 1,530 kc. to 545 kc. 
Band No. 2— 4,200 kc. to 1,495 kc. 
Band No. 3—11,500 kc. to 3,950 kc. 
Band No. 4—22,750 kc. to 8,000 kc. 
Band No. 5—48,000 kc. to 16,000 kc. 

It includes 5 sets of R.F. and antenna 
coils, and 4 oscillator coils. The har- 
monic of the 4th oscillator coil is used 
to cover the 5th band. 

A special antenna input circuit is 
used which provides very even transfer 



of energy from the antenna circuit to 
the R.F. tube on all bands. A doublet 
may be used or the usual antenna- 
ground combination will be found very 
satisfactory. 

When the crystal of the filter unit is 
switched out (Continued on page 439) 




Above, the micrometer scale of the main tuning 
dial (left) permits accurate setting and reading. 
A metal pointer moves vertically over the dial to 
indicate the particular band in use. 



speaker. 




■ - 465 kc 

SWITCH iw i« B It 0*1 V » 
«••)■ r*%>l<e- ft tlMO 




A 1-TUBE BATTERY-TYPE 

5- AND 10-METER 
TRANSCEIVER 

Simplicity and efficiency are stressed in the 
design of this versatile "5 and I0 M set* 



MAXWELL M. HAUBEN* 



The plug-in coils which enable quick band shifting are clearly shown. 

PRACTICALLY all transceivers for the 5- and 10-meter 
bands operate as regenerative oscillators for transmis- 
sion, and as super-regenerative circuits for reception. 
For transmission the emitted wave should be as sharp as 
possible. For reception, it is important to have high sen- 
sitivity (the chief advantage of super-regeneration), and 
also not too much selectivity, so one may "hold" a station 
that is sending a wobbly wave. 

The 1-tube transceiver here illustrated and described 

•Radio Constructors Laboratories 

The grids of the two sections of the tube are really direct coupled. 




follows this practice, achieving results with minimum parts 
and wiring complexity. A T.P.D.T. switch is used to change 
from "send" to "receive." A type 19 is the only tube used, 
and as this unit consists of two high-mu triodes, both are in 
use either in "send" or "receive" positions of the switch. 
For transmitting, a carbon microphone is connected across 
the matched primary of a transformer that has high sec- 
ondary impedance for grid-circuit loading, and there re- 
sults series grid modulation of the oscillator through the 
drop in the secondary. A resistor limits the per cent of 
modulation. 

For reception, the capacity between the plate of the 
super-regenerating triode (left) and the grid of the other 
triode (right) is sufficient to transfer the R.F. energy, 
developed as the voltage drop across 15,000 ohms and S. f 
so that detection takes place in the second triode; the A.F. 
actuates the phones in the plate circuit. 

Such a circuit is particularly attractive to the beginner, 
or for portable use by anyone, and the correct ranges will 
be covered if the capacity of the tuning condenser and the 
inductance of the tuning coils are right. A 3-plate unit, C2, 
of 25 mmf., is used for tuning. There is one coil assembly 
for the 5-meter band, consisting of 2 coils of 4 T. each, 
wound with No. 14 tinned wire, {Continued on page 439) 
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Radio Service Data Sheet 



RCA VICTOR MODEL T5-2 5-TUBE, 2-BAND A.C. SUPERHETERODYNE RECEIVER 

[Ranges, 540 to 1,720 kc„ 1,600 to 3,500 kc.; power output, 3.5 W.; 7-tube performance; antenna wave trap; A.V.C.; tone control) 



» — 

Hi* 
*** /®®\ 

» 


-i 1 1 1 

so* sov» JMV 


/ \ 

tea en; 

440KC 




H»y lot 





• CAN*«T K MeAiUftEO WITH OROMAAY ^OlTmCTCR 

Above, socket voltages and trimmer locations. 

When adjusting the I.F. trimmers, short 
the antenna and ground leads and turn vol- 



ume on full. Adjust trimmers C49. C48. C18. 
and C17 in order. The wave trap is ad- 
justed by tuning dial to point where inter- 
mediate-wave interference is greatest. Adjust 
wave-trap to point of best suppression. Con- 
nect oscillator to antenna and ground ter- 
minals. Check position of dial pointer on set, 
which should be at 540 when plates are at 
full mesh. Set oscillator at 1,720 and, with 
set on broadcast band, adjust trimmers C44, 
and C45 for best output. Retune oscillator 
to 600 kc. Turn receiver selector to point 
where oscillator signal comes in best (not 
necessarily at 600 on dial) and adjust trim- 
mer C40, then check C44. The adjustments 
must be made irrespective of dial indications. 
No adjustments are required for the medium 
wave band. The above procedure should 
be followed in order to obtain maximum 
output from the set. 




All set voltages are shown on the small 
trimmer drawing, and it must be noted that 
some of them cannot be measured with an 
ordinary 1,000 ohms-per-volt meter. 

The power consumption of the set is 80 
W., peak output U 3.5 W., and undistorted 
output is 1.75 W. 




Ci7.ClB.C40 * C49 • 65-1A0MMF. 




Before aligning this set, use tuning wand 
to be sure alignment is required. I.F. is 
aligned at 460 kc, by means of an oscillator. 
Use an output indicator or an oscilloscope. 
Adjust trimmers Q2% C30, C24. and C25 in 
that order. Align band A at 1.720 kc, by 
adjusting C20, C10 and C3 to produce max- 
imum output. Turn oscillator to 600 kc, 
adjust receiver to resonance, regardless of 



RCA VICTOR MODEL C9 

[Range, 540 to 18,000 kc; 7 metal tubes; 1 
dial illumination ch 

dial setting, and adjust CIO. Recheck C20. 
Band 11 is aligned at 6,132 kc, by setting test 
oscillator at this frequency and turning re- 
ceiver station to this setting. Tune C18 for 
maximum signal using least capacity neces- 
sary for this signal. Check for "image'* at 
5,212 kc, raising oscillator output if neces- 
sary. Return to 6,132 kc. and trim C9 and 
C2 for greatest output. Change to Band C, 
set dial to 18.000 kc and set oscillator like- 
wise. Adjust C16 for peak output, using 
setting of least capacity. Check for ''image" 
at 17.080 kc Tune again to 18,000 kc and 
adjust Cl and C8 for maximum receiver 
output. 

Alignment with an oscilloscope is more ac- 
curate but directions are not included here 
because, as yet. few Service Men own such 
equipment. 



4 9-TUBE 3-BAND SUPER. 

'Magic Eye" tuning; dual-ratio vernier dial; 
anges with bands) 

The small speaker diagram, -A-, on the 
main diagram shows the actual connections 
of the speaker, the plug and socket not 
being included on the main diagram. 

The tuning tube circuit requires no care 
or special adjustment, proper operation being 
assured by insertion of a good 6E5 tube. 

Some of these sets have universal power 
transformers, which can be used on 100 
to 250 V. lines by connection of the proper 
taps, the taps being located at the top of 
the transformer case. 

The newest type tubes, such as the 6L7 
hexode, 6E5 cathode- ray tube, etc are used 
in this set with an oscillator circuit which 
prevents frequency drift, enabling a station 
to be tuned in and stay steady over long 
periods of time, regardless of line voltage 
variations. 



I.F. — 460 kr. 
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Keep An 
Allied Catalog 
Bq Your Side- 

It Pays ! 



were dainij out Radio Buijinf 

J. 




MA from ALLIED s catlin g 

o 

0 



"We're tough customers. We know what we want, the 
kind of service we want and what price we want to 
pay. That means we know real value when we see it. 

We've been around-we've done plenty of shopping-and 
we're through experimenting. Now we've found the right 
answer for every single one of our radio needs. 

We're doing our radio buying 100 per cent from ALLIED. 
We know that only ALLIED can give us the quality, the 
low prices and the real service that we want. That's 
why we keep an ALLIED Catalog handy-It pays!' 




Send this coupon now! 



ALLIED RADIO CORPORATION 
833 W. Jackson Blvd. 

Chicago, III. Dept. D 

□ Send me your FREE 1936 Catalog — Radio's 
Leading Supply Guide 



Name 
Address 
City 



State 



Allied* Radio 

CORPORATION 
833 W. JACKSON BLVD., CHICAGO 



" EVERYTHING IN RADIO UNDER ONE GREAT ROOF 



Please Say That You Saw ft in Radio-Ckakt 
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AMERICAN-BOSCH MODEL 430T 5-TUBE 3-BAND SUPERHEL 

(Ranges— 540 to 1,750 kc., 2,400 to 2,600 kc., and 5,900 to 18,200 kc.; 8-tube performance; A.V.C.; Line-O-Lite tuning; Anchored 

construction ) 



Adjustment of this set is accomplished 
in the usual manner, with volume control 
on full and tone control in the center or 
treble position. A series condenser of at 
least .25-mf. must be connected in the 
high side of the oscillator test leads to 
act as a blocking condenser. With the 
oscillator set at 450 kc, align trimmers 4 
and 5, then 7 and 8 for best signal. Set 
wave-band switch in broadcast position. 
Align dial pointer at maximum mark be- 
yond 540 kc. point with gang fully closed. 
Set oscillator at 1.500 kc, turn set dial to 
same Point and adjust 13 to maximum. 
Connect oscillator to antenna through a 
200 mmf. condenser and adjust 13 and 17 
to best output. Set dial and oscillator 
at 550 kc. and adjust trimmer 15 at the 
same time changing the set gang conden- 
ser for best output. Readjust 13 and 17 
with oscillator and condenser set at 1,500 
kc. 

The police band is aligned with the cen- 
ter knob on the left-hand position, the 



C21 C30C32 



C33 




through 400 ohm resistor and 200 mmf. 
condenser (which approximates a short- 
wave antenna) and set oscillator and dial 
to 16,000 kc. Adjust trimmers 14 and 18 
for best reading on output meter. Adjust 
station selector and 18 together to best 
signal. With oscillator set at 6,000 kc, 
adjust 16 and the station selector together 
for best output. 

The voltages on the tubes are given below: 



Tube No 
VI* 
V2 
V3 
V4 
V5 



Cath. 
4.5 
3.5 
1.4 
18 



R.G. 

75 

95 



245 



Plate 
240 
245 
95 
235 
370 



Heater 
6 
6 
6 
6 
5 



wave-change switch being left in the broad- 
cast position. Set dial at 1,500 kc. (this 
is position for reception of 2,400 kc). 
With oscillator set at 2.400 kc, tune in 
signal with station selector and set 19 to 
best position. 

With wave switch set on short-wave 
position, connect oscillator to antenna 



•Anode grid, 140 V. Model 434 has a tapped 
primary ; line is connected to 2 and 3 for 
90 V.. 1 and 3 for 110V.. 2 and 4 for 200V.. 
1 and 4 for 220 V.. 2 and 5 for 230 V., and 
1 and 5 for 250 V. 

The same chassis may be obtained in 
two types of cabinets, the one illustrated, 
and also a console type. 



OSC 9 0CTI 




I.P 450 KC 




MONTGOMERY WARD "AIRLINE" SERIES 7GM 7-TUBE HIGH-FIDELITY RECEIVER 

(Selectivity control; range from 535 to 18,300 kc; 3 W. undistorted power output; 4 metal tubes; dual volume control; separate 

oscillator tube) 



Adjustments of trimmers on this set 
follow standard practice, the use of a cali- 
brated service oscillator being a necessity. 
All alignment must be done with the se- 
lectivity control in the sharp position. 

The power consumption from the light 
line is 68 W. at 115 V. Average sensi- 
tivity over the 3 bands is 1.0 microvolt 
absolute. 

Voltages are given in the following table: 



Right, circuit diagram with switch positions 
indicated. Below, chassis showing trimmer 
locations. 



Tube Plate S.-G. 

Type Volts Volts 
VI 230 95 

V2 230 100 

V3 230 120 

V4 55** 40 

V5 100 
VG 215 230 

V7 

* Designates read across 
with a 500,000 ohmmeter. 



Plate 
Ma. 

6.4 
3.2 
9.0 
2.3 
5.2 
30.0 
34.0 

R16. **Read 
Volume control 



Cath. 

Volts 
3.0 
9.0 
3.0 



17.0* 



at maximum and antenna shorted to 



osc.RAMoefc) Icri 

osc. range iet< 
trimmer cii 



m 



I o JoK.MHatil^-^ ~ 



osc 



fu 



60OKC trimmer C25 



OV <UMG£(C) 



mi. range (C) 
TRIMMER Cr 




6.000 KC TRIMMER C2G 



©+4—' 



ANT. RANGE (8) 
TRIMMER C2 



if (C)-fQ 1 L— 

*(S)C= 1 ,L T 

RC2 



, OSC RANGE (B) 
TRIMMER C21 
IN LATER MOOELS 



-8- 



ANT RANGE (0) _ 
TRIMMER C4 BOTTOM OF 
CHASSIS 



ground. 

Knockouts are provided on the back of 
the chassis for addition of parts for a 
phonograph reproduction circuit. 

Power transformers are available for use 
on any A.C. power line. 

The trimmer layout diagram shows 
changes which have been made in the lo- 
cation of certain trimmers since these 
sets were first put into production. New 
locations are also shown. 





. : .■> ■ M I 




torn ANRflSL «C»iO-4 



wtw * 1mok>*** ?<77n»t <m ^ 
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NEW EQUIPMENT AT THE 
PARIS RADIO SHOW 

(Continued from page 392) 

will be remembered that in Europe stations are 
identified l>y their location rather than call let- 
ters). The radio set in this cabinet is a 9-tube 
all-wave unit with a push-null A.F. amplifier 
having an undistorted output of 9 W. 

••Flood-LiRhted" Tuning Scale. The receiver 
shown in Fte- D. is a modern set having a very 
attractive oblong tuning scale, mounted at an 
amrle for easy reading. To further facilitate 
this, a lamp is mounted over the speakor grille 
so that the outside of the entire scale is flooded 
with illumination even in a darkened room. This 
lamp casts its light on the table in front of the 
set, so that it can also be used for reading. To 
the left of the tuning dial is a resonance indi- 
cator and to the rijrht is an ilium inaU-d scale 
which tells on which band the set is operating. 

Improved-Fidelity Cabinet. Several unique 
methods have been devised for eliminating the 
distortion caused by resonances of the cabinet 
or speaker unit which is generally referred to 
as cabinet resonance — the acoustical labyrinth 
and floating, damping cones (described in Past 
issues of liadio-Craft ) are examples of this. A 
new method has been utilized in the FVench re- 
ceiver shown in Fur. E. consisting of a number 
of llelmholtz resonators, or small tubes which 
are tuned to the frequencies at which cabinet 
resonance takes place, by cutting them to a cer- 
tain length. They absorb part of the output 
of the set at those particular frequencies thus 
tending to make the acoustic output uniform. 

Indirectb -Illuminated Full-Vision Scale. A 
new German receiver which was displayed at the 
Tar is Radio Show is shown in Fig. F. This re- 
ceiver is a (i-tube superheterodyne having an un- 
usual dial. This dial which has a transluscent, 
black, oblong scale is mounted over the top of 
the receiver and speaker. The scale is illumi- 
nated from the rear by a small lamp mounted 
before a s ♦•mi- polished reflector. A cable drive 
moves an indicating arrow behind the scale, the 
shadow of which is visible on the front. Note 
the peculiar appearance of several of Che tubes, 
especially the second one from the right, which 
is a combined diode rectifier and A.V.C. tube. 

Variable-Selectivity (adjustable coupling) I.F. 
Transformer. Two interesting new coils made 
their appearance simultaneously with the show. 
The first of these shown in Fig. G is a variable- 
selectivity l.F. transformer in which the coil 
movement is obtained by a "worm drive" con- 
sisting of a twisted rod (which looks like a 
corkscrew) and a flat, stationary strip which 
acts as a guide for the worm. 

Integral All-Wave Coil-Switch Unit. The 
second device of interest is a French version of 
an all-wave tuning unit. It contains a wave- 
change switch consisting of a hexagonal drum 
with 15 contacts on each surface and a set of 
stationary contacts on an insulating strip. This 
produces a 15-contact, 6-position switch which 
is adequate for most switching problems. On 
either side of the switch are mounted the coils 
for aerial R.F. and oscillator circuits. 

Modernistic Radio Set. Another new German 
set found its way into the Paris Show. This 
is a set made by the SABA Corp. and* as 
shown in Fig. H, is housed in an unusual style 
of cabinet. The front of the set (which is a 
table-model) is taken up completely with the 
speaker and tuning dial, which occupy an equal 
amount of space. 

Lack of space prevents a more detailed ac- 
count of the numerous, remaining items of in- 
terest which were displayed at this Paris show. 




Fig. H. The spaa^er and dial are both tilted. 



Why The New ELECTRAD 
CARBON VOLUME CONTROL 

Is Quiet, Smooth, Long-Lived 

THE carbon resistance element is permanently fused to 
the flat outer rim of a vibrationless Bakelite ring. 
(See illustration). 

Over this glass-like surface gently glides a special-alloy 
floating contact shoe, held in even tension by a flat 
bron2e spring. So bopping — no chattering. The more 
it is used, the smoother it grows owing to the polishing 
action of the contact shoe. 

Current travels in a straight path, assuring uniform dis- 
tribution without short cuts to cause overloading and 
consequent early breakdown. 

The molded Bakelite case extends only IA" back-panel. 
New-type power switch (approved by underwriters) in- 
stantly attached or removed by a single screw. Long, 
easy-to-cut aluminum shaft. All standard values and 
receiver manufacturers' exact duplicates. 




Thir tturdv molded riakeiiU rVnff 
KttPPtrrt* the tarhr,n rrnttttner tit* 
tntnl. Arrow tndiratri tint multr rin» 
to_whitK rrmtanrt tUmrnt u p*T~ 
MrtninfJt fuitd. 



RESISTOR SPECIALISTS 

Featuring: — Quiet Carbon Volume Con- 
trols, Vitreous Resistors, Truvolt Resist- 
ors and Power Rheostats. 



Write Dept. RC-1 for New Catalog 





ELECTRAD 




New 100-Page VOLUME 
CONTROL GUIDE 



FREE, if you send us 
the flap (hart showing 
specification and resist' 
auct) from any new- 
type Elecrnd Carbon 
Volume Control carton, 
together with your busi- 
ness letterhead or card. 




: 



Address 
Dept. RC-l, 



These Splendid Books 

FREE! 

Think of it! 2 books 
Full of invaluable in- 
formation, to be had 
for just the mailing 
costs! One with 20 
complete transmitter 
designs including 12 
tested transmitter RF 
section designs and 8 
modulator and speech 
amplifier designs. Cir- 
cuits, complete parts 
specifications, induct- 
ances, etc. all includ- 
ed. 

Ten complete designs for 
public address amplifiers 
m the other book. It in- 
cludes one for every pur- 
pose, from 3 Watts to 30 

Watts output, with complete parts lists for each. 

These books should be in every amateur's technical library. They are invaluable for reference 
purposes. Just 22 cents in stamps brings them both to you. Send for your Copies today. 

STANDARD 
TRANSFORMER CORP. 





856 Blackhawk Street, 



Chicago, Illinois 



mniL this coupon! 



I STANDARD TRANSFORMER CORPORATION, 

j Dept. C, 65a Blackhawk Street. Chicago. 111. 

■ I am enclosing 12c for Transmitter Manual. 

■ I am enclosing 10c for Amplifier Manual. 

J Name Address ... 

I City State 

I 



Please Say That You Saw It in Radio-Craft 



MEMBERS' FORUM 



A department devoted to members and those 
interested in the Official Radio Service Men's 
Association. It is the medium for exchanging 
ideas, kinks, gossip and notes of interest to 
| Service Men, or others interested in servicing. 



THIS WELL-EQUIPPED SHOP SERVICES ALL-WAVE SETS 

The shielded test room described in the following inter- 
esting letter is a convenience that is rarely seen outside of 
the research laboratory, but one which the progressive 
Service Man may well copy, — Editor 
Rauio-Ckaft, Oksma Department : 

Enclosed find two photos, one showing our rear service 
room which is used mainly Tor rush jobs on auto-radio sets, 
and the other showing our shielded balancing room, which is 
used for balancing all-wave sets. The shielded room is com- 
pletely covered by copper screen; the screen joints are 
soldered, and the screen is grounded. UY also filter the 
/t.C. I inr itt to the room with a sijs f em of chokes and con- 
densers of our own design. Even with the most sensitive 
radio set it is not possible to get outside interference inside 
the room. 

We also have a service shop in the front of the building 
for house radio sets and auto-radio receivers upon which 
we have more time; here also we keep a stock of tubes and 
pa rts. 

We do wholesale auto-radio service for a majority of the 
Oklahoma City dealers who do not have their own auto- 
radio men, as well as wholesale service for Peaslee-Gaulbert 
Corp., Zenith Distributors. 

Our other activities include wholesale and retail radio 
set and parts sales. 

The man in the photo is Mr. II. \K Maxwell, our service 
manager. 

Thanking you for your interest and any consideration 
you may give us. 

Chas. E. Musson, 
Oklahoma City, Ok! a. 



BUG HUNT— NEW INDOOR SPORT FOR SERVICE MEN! 

Radio-Ckaft, Orsma Department : 

The following experience took place while servicing a 
radio set that came out of a restaurant. 

Upon unloosening the bolts to get the chassis out, the set 
was discovered to be inhabited by hundreds of cockroaches. 
Sliding the set back in, I put it into a large box and, sealing 
it tightly, took it home with me. On the back porch paper 
was spread out, the chassis taken out again, and the wild 
chase began! A few of the vermin dropped on the paper 
and taking a screwdriver, I tried to fish some more out, 
but in vain. 

Then irrri ' iit*ide the whnlintfs of the power transformers, 
chokes, Ii.F. coils, between variable condenser plates, and 
since the condenser was of the bathtub type, the bottom was 
full of them! 

Ammonia was used hoping the smell would drive them 
out. About 20 popped out but the rest remained. 

Scratching my head I was at a loss as to what to do next. 
Suddenly an idea struck me. We had our gas range in the 
kitchen "going full speed (my wife was baking pies that 
day), and taking the set I put it on top of the oven. About 
5 minutes elapsed when those cockroaches commenced com- 
ing out, not one at a time, but in bunches. Somehow the 
heat seemed to attract them, and no sooner did they hit the 
oven (they were all aiming to get on the hot side) than they 
turned over on their backs, emitted a crisp and crackling 
sound like when one fries pork sausages, and were roasted 
alive. 

About 20 minutes later they were all out of the set and 
the oven, covered with hundreds of them, looked like a 
battlefield ! 

Next the set was checked and (Continued on page 446) 




Left, service room used for rush jobs by C. E. 
Musson. Note that the workman's comfort is con- 
sidered. Right, Mr. Musson's shielded line-up room. 



A NOTICE TO ORSMA 
MEMBERS 

This is your page — its value de- 
pends entirely upon your letters, sug- 
gestions, criticisms and hints. Why not 
do your part by writing whenever you 
have a suggestion to offer concerning 
the Association; a comment concerning 
any of the letters printed; or anything 
th.it you believe will he of interest 
to other members or of benefit to the 
entire organization! 

Perhaps you have just finished re- 
vamping your service bench or shop- 
why not take a snapshot of the new 
set-up and send it in so that other 
members can see it on your page and 
benefit by your experience? 
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TECHNICIANS' 

JOSEPH CALCATERRA 



DATA SERVICE 

DIRECTOR 



A special arrangement between RADIO' 
CRAFT magazine and the publishers of this lit- 
erature, which permits bulk mailings to inter- 
ested RADIO-CRAFT readers, eliminates the 
trouble and expense of writing to each individual 
organization represented in this department. 

2. Hammuilvnd 1936 Catalog. Contains 12 
paKes of specifications, illustrations and prices 
on the new line of Hammarlund variable, mid- 
tret, band-spread and adjustable condensers ; 
trimming and padding condensers; R.F. and LF. 
transformers, coils and coil forms : sockets, 
shields, chokes and miscellaneous parts for ultra- 
short-wave, short-wave and broadcast operation. 

3. How to Gut a Hammarlund 1036 Short- 
wave Manual. A circular containing a list of 
contents and description of the new 16-page 
Hammarlund Short-Wave Manual, which con- 
tains construction details, wiring diagrams, and 
list of parts of 12 of the most popular short- 
wave receivers of the year. 

4. The '"Comet Pro** Short-Wave Super- 
heterodynes. Describes the outstanding fea- 
tures of the standard and crystal-type Hammar- 
lund "Comet Pro" short-wave superheterodynes 
designed to meet the exacting demands of pro- 
fessional operators and advanced amateurs for 
a 15 to 250 meter code and phone receiver, but 
which can be adapted by anyone for laboratory, 
newspaper, police, airport and steamship use. 

5. Electrad 15*36 Volume Control and Re- 
sistor Catalog. Contains 12 pages of data o n 
Electrad standard and replacement volume con- 
trols. Truvolt adjustable resistors, vitreous wire- 
wound fixed and adjustable resistors and volt- 
age dividers, precision wire- wound non inductive 
resistors, center-tapped filament resistors, high- 



Radio-Craft Technicians' Data Service 
99 Hudson Street. 

New York City. N.Y. RC-136 
Please send to me. without charge or 
obligation, the catalog, booklets, etc. 
the numbers of which I have circled be- 
low. 

2 3 4 5 25 26 28 
57 62 64 67 73 74 75 
76 77 

My radio connection is checked below: 

( ) Service Man operating own business. 

( ) Service Man for manufacturer. 

( ) Service Man for jobber. 

( ) Service Man for dealer. 

( ) Service Man for servicing company. 

( ) Dealer. 

( ) Jobber. 

( ) Experimenter. 

( > Professional Set Builder. 

( ) Amateur Set Builder. 

< ) Short Wave Work. 

( ) Licensed Amateur. 

( ) Station Operator. 

( ) Radio Engineer. 

( ) Laboratory Technician. 

( ) Public Address Worker. 

( ) Manufacturer's Executive. 

( > Student. 

I am a : 

( ) Subscriber ( ) Newsstand reader 

I buy approximately of radio 

material a month. (Please answer with- 
out exaggeration or not at all.) 



Name 



Address 



City State 

(Please print name and address) 

Avoid delay. The catalogs and booklets 
listed are now in stock and will be sent 
promptly as long as the supply lasts. 
Please use this coupon in ordering. The 
use of a letter causes confusion and de- 
lay. 



quality attentuators, power (50- and 150-watt) 
rheostats and other Electrad resistor specialties. 

25. Lynch Noise-Reducing Antenna Sys- 
tems. Complete descriptions and instructions 
issued by Arthur H. Lynch. Inc.. for making all 
kinds of antennas for broadcast and short-wave 
reception, with a special supplement covering 
Ham Antenna Design for transmitting as well 
as receiving all the amateur bands, including 
the ultra -high frequencies. 

26. Lynch Auto Radio Antennas. Filters 
and Noise Suppressors. This folder describes 
a complete line of Lynch antennas, filters and 
ignition noise suppressors designed for auto 
radio installations. The antenna system is of 
the under-the-car type for easy installation. It 
includes data on Hi-Gain matched- impedance 
transmission lines which make the under-car an- 
tenna highly desirable for use with the new 
"Turret-top*' cars. 

28. Lynch Super- Filta stats for Auto Radio 
Installations. Describes and illustrates, with 
instructions for using, the new Lynch Super- 
Filtastats which do away with the need for sup- 
pressors in auto-radio installations, giving bet- 
ter performance in operation for both the car 
and radio set. 

57. Ribbon Microphones and How to Use 
Them. Describes the principles and operating 
characteristics of the A m per it e velocity micro- 
phones. Also gives a diagram of an excellent 
hum less A.C. and battery-operated preamplifier. 

62. Spray berry Voltage Tables. A folder 
and sample pages giving details of a new 300- 
page book, containing 1,500 "Voltage Tables'* 
covering receivers manufactured from 1927 to 
date, published by Frank L. Sprayberry to 
simplify radio servicing. 

64. Supreme No. 385 Automatic Tester. A 
technical bulletin giving details, circuits and 
features covering this new Supreme develop- 
ment designed to simplify radio servicing. In 
addition to the popular features of Supreme 
analyzers and tube testers it contains many 
direct -reading features which eliminate guess- 
work or necessity of referring to charts or 
tables. 

67. Practical Mechanics op Radio Service. 
Information, including cost, features and outline 
of lessons of the Frank L. Sprayberry course in 
Radio Servicing, and list of Sprayberry Data 
Sheets for modernizing old radio equipment. 

73. How to Eliminate Radio Interference. 
A handy folder which jrives very complete infor- 
mation on how to determine and locate the 
sources of radio noise by means of the Sprague 
Interference Analyzer. A description of the 
analyzer and method of using it is included, to- 
gether with data on how to eliminate interfer- 
ence of various kinds once the source is located. 

74. Sprague 1936 Electrolytic and Paper 
Condenser Catalog. Gives specifications, with 
list and net prices on a complete line of wet and 
dry electrolytic, and paper condensers made by 
the Sprague Products Co. for radio Service Men. 
set builders, experimenters and engineers. In- | 
formation on the Sprague Capacity Indicator, 
for making capacity tests on condensers and in 
servicing receivers, is included. 

75. Sprague Tel-U-How Condenser Guide. 
A valuable chart, compiled by the Sprague Prod- 
ucts Co. which tells the proper types, capacity 
values and voltages of condensers required in 
the various circuits of radio receivers and am- 
plifiers, and how to locate radio troubles due to 
defective condensers. Includes data on condenser 
calculations. 

76. Facts You Should Know About Con- 
densers. A folder, prepared by the Sprague 
Products Co., which explains the importance of 
various characteristics of condensers, such as 
power- factor, leakage, capacity and voltage in 
determining the efficiency or suitability of a 
given condenser to provide maximum filtering 
and safety in operation. 

77. Supreme 391 P. A. Analyzer. This book- 
let describes the features and use of the new 
Supreme 391 P. A. Analyzer, designed to equip 
the radio Service Men to cash in on the con- 
stantly growing opportunities for service in 
the sound equipment and public address systems 
used in movie theatres, schools, churches, audi- 
toriums, etc. 



Tfucds MONEY iu* 
Jtadio-Seci/Uutg-f 

fihirardi tells you how to 
get it in this new book 



h h ¥%& 



Yes, some peopie are making money in 
I udio servicing today -real monrjt! llecause 
tfti-y know all the latest methods, know all 
th* short-cut tricks of the trade, know how 
In construct the most up-to-date euuipment — 
know how to sell their service at a profit. 

Ghirardi gives this information to you — the 
combined experience of the country's most su<- 
cesxful servicing orgHiiixa Ions in one conven- 
ient book, MODKRN RADIO SKK VICING 

Just for example, the chanter on "//oie to 
St 11 Your St rrtce" tells you all about how to 
dig out prospects, how to hreak down their 
sales resistance and make them buy. how 
to make bfeircr sales, how to keep your 
customers, how to turn every opportunity 
into cash, how to keop your sales and serv. 
icing records— everything, in short, about 
selling, arlverlising and merchandising your 
radio service; 

Hut that's only one chapter in this re- 
markable book ! In the either 31 chapters 
you'll get all the latest dope on the most 
approved methods and test instruments for 
servicing new and old sets. The lft35 data 
on servicing with Cathode -Ray Oscilloscopes 
is alone worth the price of the book. And 
the Supplement hook contains (among many 
other things) the "Case Histories" of over 
750 receivers and a complete table of i-fa for 
all superhets (2, TOO of them!). 

You can't afTord to be without MODERN 
RADIO SKK VICING. It belongs on your 
bench right now. Clip the coupon and mail 
it today I 



MODERN RADIO 

SERVICING 



1300 pgs. 706illu». 722 Review Questions. $1. 

RADIO FIELD SERVICE DATA SUPPL. 

240 pagcH. 43 illus. Flexible binding. $1.50 
BOTH ItOOkS $5 — if purchased together. 




RADIO & TECHNICAL PUBLISHING CO. 

45 Astor Plaee. New York Dept. RC-I 

□ Please semi your Introductory Combination Offer of 
ho tli iHioks. uf $1. in)? (paid. 

□ Please send Fit EE circulars. 

Name ... , _ 

Address ...... - ... r „ ... 



Orcupatlon , 

What kind of Information do you need most? □ Test 
instruments? JQ Newest test methods? □ Sales and 
advertising? (J Case histories? D Re- 



pair methods? 
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Hurry, Service Dealers, 
ask your jobber how to 
get all or any of N. U.— 
Kider Manuals Free on 
SPE CIAL LIMITED OFF ER I 

. . . and remember, this is only one of the many pieces of 
equipment you can get free with National Union tube 
purchases, Yau'JJ have to act fast if you want to get 
Mongols on ihe special basis, but, whether you do 
or not, be sure to get full details of other free offers. 
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NATIONAL UNION RADIO CORP. OF N. Y. k 

570 Lexington A««nuf, New York, N. Y. RC 136 J 
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get it ond where t # 

| No». f 

I Sm«_ * 
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Cily_ 



-State- 
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CATALOG ~ 

Chock full of UAKGAIXS 
In IIADIO SETS. Long and 
„ — ■jS^S* II I Short Wave Aprtaraltix, S««r 
■ 4 Ah* a \ V 1 1 vicemrrT* Repair and Hr 
|i r ,.4V | II placement Part«, Hertn- .1 

l"^ L flU»JI Appliance-* and I ilrcd* 

* ^ v MM of Mi-*cnl|anc'iijs SpwiaU at 
TREMKNIHHJS HAVIN'US 
(Set thi* >>is new Hargnin 
Ilook. It's absolutely FREh 
without ohltoa'ton — just wend us your Name and ail 
| tires*! on a i>o»t car<l. 

RADIO CIRCULAR CO., INC. 
22S Varick St., Dept. R. C, New York, N. Y. 



HOW TO MAKE A 
COMPLETE 5-METER 
PORTABLE STATION 

{Continued from page 396) 

grid coil must be adjusted so that the i>Iate cur- 
rent is about minimum at center-scale position 
of the plate tank condenser. This adjustment is 
made without antenna load. The method of 
coupling the antenna to the plate tank is not the 
best, but is simple, and really not as unbalanced 
as it appears. The oscillator will draw about 
20 to 25 ma. unloaded, and this increases to 
around 30 to 35 ma. fully loaded. This means 
an input of 6 to 8 W. at 200 V., which is plenty 
to put a strong signal on the air. 

CONCLUDING DETAILS 

The transmitting condenser shown in the 
photo (C12 in Fig. 1) is of the split-stator type, 
made from a 75 mmf. standard model. It was 
originally intended to ground the rotor but this 
was found unnecessary, so a single section 15 
to 20 mmf. unit (as specified in the list of 
parts) will do just as well. 

The grounded and "hot" filament battery 
I leads, the *'B + " and the control relay lead, go to 
a 4 -prong socket on the rear of the box. The 
control relay which is operated by a switch 
I on the regeneration control serves to turn on 
the genemotor. This saves running a long lead 
to the set, which with the 4 A. or so of current 
taken by the motor-generator would lower its 
voltage somewhat. The relay is simply an auto 
cut-out, re-made slightly. 

The power supply, with its filter, is located 
in another 5x6x9 in. metal box, with a 
shielded cable running to the set. The filter 
choke is a low-inductance unit as shown, but 
has been found adequate. The K.F. chokes in 
the power supply leads are all needed, as they 
serve to prevent the commutator ripple from 
disturbing the receiver. 

The antenna generally used with this set is 
a 4-foot vertical rod. grounded at the. lower end. 
The single wire feeder taps onto the rod. about 
1 ft. from the grounded end. Raising the tap 
towards the top increases the coupling. It is 
best to make the antenna in two sliding sections, 
so that it may be adjusted for proper wave- 
length. 

It is well to mention in conclusion that this 
set is a real transmitter, and as such, requires 
that the operator hold a Federal Hadio License 
for legal operation. (An inquiry on a postal 
addressed to: Federal Communications Commis- 
sion, Washington, D.C., will bring the address of 
your local Radio Supervisor, from whom you 
will be able to obtain all requisite forms. The 
book, "How to Uecome A Radio Amateur Opera- 
tor," 50c, Topular Hook Corp., 99 Hudson St.. 
N. Y. C. contains useful information on initial 
steps. — Editor) The range under certain condi- 
tions may be as high as 100 miles, so don't try 
"bootlegging" ! 

LIST OF PARTS 

Two Hammarlund 50 mmf. variable condensers, 
CI, Cll; 

Two Hammarlund 20 mmf. variable condensers, 
C3. C12; 

One Hammarlund 3-35 mmf. trimmer. C4 ; 
One Cornell-Dubilier 100 mmf. mica condenser. 
C2; 

One Cornell-Dubilier .005-mf. mica condenser, 
C5; 

Two Cornell-Dubilier .1-mf. paper condensers. 
C6, CIO; 

Two Cornell-Dubilier 5 mf., 50 V. electrolytic 
condensers, C7, C8: 

Details and dimensions of the box. 




One Cornell-Dubilier .001-mf. mica condenser, 
C9; 

Two Cornell-Dubilier 8 mf. filter condensers, 
C13. C14; 

One Electrad .1-meg. variable carbon resistor, 

R2, with switch. Sw.l : 
One Electrad .5-meg. variable carbon resistor, 

H5, with switch, Sw.2; 
One IRC .5-meg., «&-W. resistor. Rl : 
One IRC 2,000 ohm, 1 >W. resistor, R3 ; 
One IRC 3.000 ohm, VW. resistor, R4 ; 
Five Hammarlund midget R.F. chokes, RFC1-5 ; 
One Ulan changeover Csend-reccive") relay 

No. 1; 

•One microphone and plate-to-grid transformer, 
Tl; 

*One class B input transformer. T2 ; 

•One class B 7i» to 5.000 ohms transformer, T3 : 

One Hammarlund 955 isotantite socket; 

One Hammarlund 7- prong isolantite socket : 

One 1CA 4-prong socket ; 

Two ICA 6-prong sockets ; 

Two ICA DxGxO in. boxes (one for set and one 

for power supply) ; 
One ICA mounted 5-meter coil ; 
Four ICA small bar knobs; 
Two ICA small fluted knobs; 
Two ICA single-circuit jacks; 
One RCA type 955 "acorn" tube. VI : 
One Raytheon RK 34 ultra-short wave tube, V4 ; 
One RCA type 41 tube. V2 ; 
One RCA type 70 tube. V3 ; 

•One motor -generator "B" supply unit, 250V., 
50 ma. ; 

•One Standard Trans. Corp. low- resistance 
choke ; 

One Ulan generator-control relay No. 2 (see 
text) ; 

One 2-in., 100-ma. meter; 

Wire, hardware, and incidental items. 

(•Name of manufacturer upon request) 



INTERNATIONAL RADIO 
REVIEW 

(Continued from page 393) 
issue of Lc If out I'arlenr, a French publication, 
pictures of these new coils were shown (Fig. 1). 
In appearance, they resemble vacuum tubes, 
having glass envelopes and bases similar to them. 
The coils arc enclosed in the glass bulb, in place 
of the usual tube elements and the glass envelope 
is evacuated and sealed. 

Coils, for short-waves, broadcast frequencies 
and intermediate frequencies are obtainable. 



TWO NEW ENGLISH SPEAKERS 

ANEW loudspeaker described in a late issue of 
Practical and Amateur Wireless, has been 
designed to supply the greatest possible bass 
response by supporting the diaphragm between 
resilient pads held by a perforated chromium 
grille. Thus, there is no ''restoring" force, 
ami the diaphragm may be considered as fully 
floating. (See Fig. D. ) 



The second speaker was described in The 
Broadcaster and Wireless Retailer. It is a 
permanent magnet dynamic unit of large propor- 
tions which is designed to supply unusual defini- 
tion to the lower frequencies. In order to 
permit correct matching to different types of 
output tubes, a switching arrangement with a 
series of taps on the coupling transformer 
primary is incorporated, 

Since this speaker is a "high-fidelity" unit, 
provision for high frequency radiation is made 
by the addition of a tweeter in the speaker 
chassis. This tweeter operates through the pole 
pieces of the bass speaker — a very unusual pro- 
cedure. (See Fig. E. ) 



RADIO MONTH IN 
REVIEW 

(Continued from page 391) 
with the very important task of keeping tne sta- 
tion running smoothly by eliminating trouble in 
the water cooling system. 

Formerly, a mechanic employed at this radio 
station was given the task of cleaning the circu- 
lating water pipes periodically of algaeous plants 
which clogged them up. 

This mechanic who kept goldfish as a hobby 
requested the chief engineer of the station to 
give him permission to put some of the fish in 
the water cooling system to eat the algae. The 
success of this experiment was surprising — the 
fish (144 in number) ate the algae in short 
order I 
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MAKING A TUNED ALL-WAVE 
ANTENNA 

(Continued from page 397) 

signals and for maximum efficiency, the lower 
the hitth-frequcncy resistance of this wire, 
the greater will be the pick-up. Therefore, the 
case type is recommended in preference to 
the single-wire aerial. For alLwave reception 
two 20 , /& -ft. cages, employing 4 lengths of 
wire in each cage held by 4 or 5 aerial 
spreaders, make an ideal aerial. 

TRANSPOSED TRANSMISSION LINE 

The next unit of the antenna system is the 
"transposed transmission line." Theoretically 
this is used to transfer the signal from the 
aerial to the coupling device of the receiver, 
and any external noise or signal picked up by 
the transmission line is killed off by neutral- 
ization through phase reversal. Thus, the 
two wires of the transmission line being close 
together pick up the noise or signal in the 
same phase, but as the wires are twisted and 
the current in the respective wires is 180 deg. 
out of phase, the pick-up is nullified. Either 
bare wire separated by "transposition blocks," 
or else twisted, rubber-covered wire, ordi- 
narily is used for this purpose, and herein is 
a prolific source of signal loss. The imped- 
ance of this type antenna is about 70 ohms 
at the center, and if the impedance of the 
transmission line is close to this value a 
good match results with very little loss. On 
the other hand, if the impedance of the trans- 
mission line is approximately 450 ohms there 
is at least a 3 db. loss, which means in non- 
technical language a 50 per cent loss of sig- 
nal energy. 

Transferring the signal from the transmis- 
sion lines to the receiver is the next proposi- 
tion. To do this with a minimum of loss the 
only practical solution is to include a variable 
tuned system. Figure 1 shows a complete 
all-wave antenna system that can be used 
with any type of receiver. Condensers CI 
are used to resonate the transmission line. 
This aids materially in reducing image inter- 
ference when using superheterodynes that are 
afflicted with this malady and furthermore in- 
creases overall selectivity. Condenser C2 is 
used to resonate the coil LI which is the 
primary of the coupling transformer. 

The coupling to the receiver should be en- 
tirely magnetic since any capacitative cou- 
pling would cause the transmission lines and 
antenna to act as a T-type antenna to 
ground, through the receiver. This would 
cancel the noise-reducing features of the 
doublet and the noise-to-signal ratio in a 
noisy location may prevent weak signals from 
being heard. 

THE "FARADAY SCREEN" 

To prevent any capacitative coupling to 
the receiver a "Faraday" or electrostatic 
shield is inserted between the primary and 
secondary of the coupling transformer. Klec- 
trostatic shielding is quite different from the 
usual shielding in that it must be free from 
eddy currents or "short-circuited turn" ef- 
fects. This shield or screen is made in the 
form of a grid of parallel wires insulated 
from each other except for a common con- 
nection at one end of each wire. 

Suitable material to make a screen of this 
arrangement, is from the celluloid supported 
H.F. coils that were popular a few years 
ago. To make this shield, cut across the 
coil and flatten same to form a rectangle, re- 
move the insulation from one end of the 
wires and solder a wire across these end.s 
for the ground connection. If necessary, 
screening of this type can be made by wind- 
ing the wire on a piece of celluloid (40 T. per 
in. using No. 26 D.S.C.) temporarily support- 
ing this on a cylindrical form. After the screen 
is wound it should be coated with duco ce- 
ment to hold the turns securely in position. 
When thoroughly dry the same procedure is 
followed as with the coil. The coil (L2) is 
then placed in a small shielded box with an 
opening on one side to which is affixed the 
electrostatic shield. 

The tuning unit is placed in a totally- 
shielded aluminum box, which should not be 
of pigmy dimensions. The tuning condensers 
and coils are mounted on stand-off insulators, 
which are fastened to the base of the box. All 
controls are brought to the front panel by the 



use of %-in. rods which are insulated from 
the condensers with insulated flexible couplers. 
For simplicity and ease of construction the 
shield for L2 is a small aluminum box with 
grooved corner posts. One of the sides of 
this box is removed and the electrostatic 
screen is inserted in its place, the bottom of 
the screen being grounded and the top left 
protruding above the top of this small box. 

The coil LI is wound with 60 T. of No. 22 
D.S.C. wire and is tapped at the 60th, 30th 
and 16th turns. A 3-point selector switch is 
used to select the taps for the various fre- 
quencies. 

The signal strength delivered to the receiv- 
er will depend on the coupling between LI 
and L2, also the selectivity of the tuninfc 
condenser C2. If the coupling between these 
coils is loose, condenser C2 will tune very 
sharp and will have to be retuned every 
time the receiver is tuned to a different sta- 
tion. This, however, is a very desirable fea- 
ture especially if the receiver is not very 
selective. 

Complete protection against lightning is 
provided by including a double lightning ar- 
rester. This is placed in the tuning unit box. 
One end of each arrester is connected to the 
transmission line and the other ends are con- 
nected to ground. 

LIST OF PARTS 

One Lynch 20% -ft. cage doublet; 
One Lynch double lightning arrester: 
One length of Arthur H, Lynch "Giant Killer" 
cable ; 

Eight stand-off insulators; 

Three Hammarlund Vi-in. flexible couplers ; 

Three Hammarlund 200 mmf. tuning condensers; 

Two Blan shield cans: 

One Blan Faraday shield; 

Three Blan tuning dials; 

Five Blan name plates. 



REPRODUCERS FOR THE 
S.-W. RECEIVER 

(Continued from page 400) 

distance of 6 ft. from the reproducer. Dis- 
connecting the unit demonstrated that most of 
this hum came from the receiver and not from 
the speaker. With the unit shown at A, a hum 
so faint as to be scarcely audible could be de- 
tected at a distance of 2 ft. from the speaker. 
This hum disappeared completely when the 
receiver was disconnected. 

Tone was tested by listening to a symphony 
concert. Notes from the highest-pitched instru- 
ments were clear and clean. Notes from the 
bass instruments were full and resonant on both 
reproducers. 

On amateur bands C.-W. reception was tested. 
Reception on both speakers was excellent and the 
model at B was found to have a clear, snappy 
tone that renders it an ideal one for the amateur 
who must make every dollar do double duty. It 
is interesting to note that with this model par- 
ticularly, a certain amount of A.F. selectivity 
may be secured, when listening to two interfer- 
ing C.-W. signals, one low and one high in pitch. 
Since this speaker has a very small baffle area 
the low-pitch signal will be attenuated some- 
what, making the high pitch signal seem to 
stand out more clearly. 
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METAL TUBES AND THE 
NEW S-W RECEIVER 

(Continued from page 400) 

necessary, it seemed a good time to look the 
situation over pretty carefully. So we started 
with a clean sheet of paper and a fresh view- 
point, and listed the features an ideal receiver 
should have. The resulting tabulation is given 
in Table I. 

There is the list, And as often happens when 
you know just what you want, there is the an- 
swer, too. Short leads, individual shields, and 
no idle coils in circuit mean only one things 
plug-in coils. "Shifting by a knob on the 
panel" means just that — a mechanism to plug 
in the coils automatically, by a twist of the 
wrist. And "exact" shifting means that me- 
chanism must be accurate, positive and rugged. 

Please Say That You Saw It in Radio-Craft 




DEALER'S 



A new emission type Tube Tester 
that tests all metal and glass-metal 
tubes. Features: 

Tubes for value and shorts are tested 
under actual load. Leakage and short 
test. But four simple operations re- 
quired. Shadow-type A.C, meter for 
adjusting line voltage. Double Grid 
Cap for Metal and Glass-Metal tubes. 
Handsome portable quartered oak case, 
removable cover, with all-metal sloping 
panel having silvered letters on black 
background. Especially constructed 
against obsolescence. 
Model 430 complete with Triplett mov- 
ing coil instrument having direct read- 
ing GOOD-BAD scale, protected against 
damage. Net Dealer QQ 

Model 431— same as Model 430, except 
has Readrite direct reading GOOD- 
BAD meter. Dealer Net 

Readrite also manufactures all types 
of testers used for servicing radio sets, 
including: Set Testers, Tube Testers, 
Resistance, Continuity and Capacity 
Testers, Point-to-Point Testers and in- 
expensive Indicating Meters, used by 
thousands of Hams, Industrials and 
Servicemen. 

SEE YOUR JOBBER 



TESTERS AMD METERS 



Readrite Meter Work* 
161 College St., 
Bluffton. Ohio. 

Please send uio nmro information 

...Model 430 -...Model 

. Catalogue 

Address 

City Rlat8 - 
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Old Man CENTRALAB is at the wheel 
my fraand! Arch-enemy of noise . . . 
as smooth as an ambassador ... he takes 
those noisy "sets'* and presto: the cus- 
tomer pays with a smile. 

Thousands (yes thousands) of service- 
men everywhere carry a 
small stock of CENTRA- 
LABS at all times . . . and 
they can service practically 
any job . . , better than 
ever before. 



A' a J n> Smite Mm 




Centplab 

RADI OH MS SUPPRESSORS 
FIXED RESISTORS 



ims. NEW 



ANSLEY DYNAPHONE 
PLAYS 16-INCH RECORDS 

Excellent for broadcast transcription rec- 
ords and all smaller discs of any speed. 
Microphone jack provided. AC-DC. Crys- 
tal pick-up (patented.) Weighs 35 pounds. 
$89.50, ready for use. 

ANSLEY RADIO 
CORPORATION 

100 W.57lhSl., New York. N.Y 



Ken-Rail 

Radio Tubes 



Ken-Rad Glass and Metal Radio 
Tubes are made to give clear, de- 
pendable reception. They satisfy 
customers and build good will tor 
dealers. Write for full information. 

THE KEN-RAD CORP., Inc., Owensboro, Ky. 

Division of The Ken-Rad Tube and Lamp Corp. 
Also lifts, of Ken-Rad Incandescent Electric Lamps 



A 5-METER ANTENNA DIREC- 
TIVE-BEAM ARRAY 

(Continued from page 397) 

INCREASING FIELD INTENSITY 

Two ways are open to increase the field 
intensity, as follows: (1) increased power; 
and. (2) the use of a <!i recti ve-heam antenna. 
The bur ad vantage of the latter means is that 
it will concentrate the radiation of the trans- 
mitter in the direction desired with a great 
increase in the effective power in that direc- 
tion — without appreciably increasing the pow- 
er consumption of the transmitter. 

For reception, the angle of the antenna and 
its direction should be determined for best re- 
sults. It will vary from the vertical to the 
horizontal and adjustments should be made 
accordingly. Experiments have shown that 
vertically polarized waves radiated from the 
transmitting antenna have been received best 
with receiving antenna placed in every posi- 
tion from vertical to horizontal planes. This 
seems to indicate that the polarization of the 
radiated wave is continually changing as it 
passes through different media and encoun- 
ters obstacles. 

At the lower frequencies, the use of direc- 
tive beam antennas, because of the size, 
amount of space, and expense involved, is pro- 
hibitive. With the ultra-high frequencies, the 
physical dimensions are more workable, per- 
mitting even very complicated directive an- 
tennas to be used. The degree of directivity 
of the beam-array antennas will vary direct- 
ly as the number or elements used. Since an 
attempt to describe all types of directive an- 
tennas would be extremely lengthy, this ar- 
ticle discusses only one fundamental design 
together with its physical dimensions and 
spacings (see Fig. 1). Approximate specifica- 
tions given here are for the 56 me, to 60 mc. 
band. However, they can be used for the 
2 Vi and 1 *4 meter bands as well, by dividing 
by 2 for 2 Vi meters and by 4 for 1 % meters. 

This directive antenna system, as shown in 
the photo, uses "parasitic" reflectors (as con- 
trasted with "power" reflectors, described in 
past issues of Radio-Craft) to cancel the 
backward radiation from the antenna conduct- 
ors. In general, the length of the reflectors 
will be greater than the antenna, and should 
be spaced about % -wavelength in back of 
the antenna, and ^-wavelength from the other 
reflectors. A very practical way for determin- 
ing the length of antenna conductors very 
closely is to multiply wavelength by 1.56, 
wbich will give the length in feet of a 
wave Hertz antenna. This figure has been 
found very reliable and will come close to 
the actual measured wavelength. 

TUNING THE ARRAY 

Accuracy of measurement of the different 
elements of the array and spacing is very im- 
portant so that the proper phase relationship 
and radiation pattern (see Fig. 2 — this is 
from Terman) is obtained. Tuned feeders 
should be approximately Mi -wavelength of the 
operating frequency. The exact tuning of the 
feeders is achieved either by parallel -tuning 
across the antenna coil, or with a condenser 
in series with each feeder lead. 

After the antenna is erected and spaced 
properly, each element of the array is adjusted 
to the exact length, and the feed line is tuned 
to the desired frequency, as indicated in Ta- 
ble I, There are several ways to determine 
when the correct adjustments have been made. 

A simple and effective means of making 
accurate adjustment is to have someone with 
a transceiver locate himself somewhere in 
front of the array and adjust conductor 
length until maximum signal strength is ob- 
tained. Then, have the person take thin same 
receiver, tuned to the same frequency, directly 
in hark of the reflectors, and have him advise 
you when signals are at a minimum while the 
reflectors are being adjusted. 

Table I 

Fre- Wave- Ant. 
quency length Length 
in Mrs. Meters LA 



56 
57 
58 
59 
AO 



5.357 8' 4" 

5.2«3 8' 2H" 

5.172 8' OK" 

5.085 V 10K" 

5.0 7' 9" 



Reflect. 


Ant. 


Ant- 


Length 


Spacing 


to-Hcf. 


LR 


SI 


S2 


8' 7" 


8' !)" 


4' 4K" 


8' hy 3 " 

8' W 


8'7V 


4' 3 V 4 " 


8' 5K" 


4' 2 H" 


8' 2" 


8' 4" 


4' 2" 


8' OK" 


8' 2K" 


4' I'/' 



A COMPLETE 5-METER TRANS- 
CEIVER "STATION" 

{Continued from page 399) 
ing to make a tube circuit oscillate satisfactorily 
around 5 meters were increased when desiring 
to employ the self-same tube as a receiving 
detector (when the switch is operated) that 
would regenerate properly and have good sensi- 
tivity. Sometimes the constants employed with 
the tube when used as an oscillator, would 
seriously impair the efficiency when switched 
to "receiving" or vice-versa. Time, patience 
and stick-to-itiveness finally overcame all these 
obstacles with the net result that the circuit 
shown in Fig. 1 (with all values indicated) 
was finally adopted. 

Now. concerning the design features of this 
transceiver. Studying Fig, 1 it will be noted 
than a 10 tube, composed of two triodes, is em- 
ployed as the oscillator, A tuned plate arrange- 
ment was found to be the most satisfactory in 
this case, and the circuit is that of a push-pull 
oscillator variety. The grid coil is untuned, 
and is closely coupled to the plate inductance. 
Output connections to the two feeder terminals 
in front are made through two fixed mica 
condensers (,002 mf.) from the tank or plate 
coil. 

When receiving, the first lft tube is employed 
as a super-regenerative detector that is easily 
controllable. This type of circuit has been 
found to be the most efficient for reception of 
extreme high f resiliencies. The tuning char- 
acteristic of this circuit is such as to com- 
pensate for any frequency drifting that may 
occur at the transmission end. The detected 
signal is amplified by the first audio (30 tube) 
stage and then the class H (19 tube) stage. 
This amplification insures receiving most signals 
with, at least, proper headphone volume. 

The adjustments of this instrument are very 
few, as a matter of fact they are confined to 
the placement of the clips which connect to the 
feeder antenna terminals. These arc set for 
maximum output, which may be determined 
by placing a small neon bulb on one terminal. 

LIST QF PARTS 

One Tri-Test special cabinet (steel) and chassis; 

One 15 mmf. midget variable condenser ; 

One Tri-Test transceiver tank coil LI ; 

One Tri-Test transceiver grid coil L2 ; 

One Tri-Test special input transformer (input 
for mike and audio usei — Tl ; 

One Tri-Test class B input transformer T2 ; 

One Tri-Test output transformer T3 ; 

One 140 mmf. midget variable condenser (re- 
generation control) ; 

Three .002-mf. fixed mica condensers; 

Three .002-mf. fixed mica condensers ; 

One 100 mmf. fixed mica condenser; 

One I meg., 1 W. resistor: 

One 0.2-meg„ 1 W. resistor; 

One 5,000 ohm, 1 W. resistor: 

One 1 ohm 10 W, resistor: 

Two Birnbach small standoff insulators; 

One Tri-Test 4 P.D,T. switch; 

One phone jack ; 

One mike jack ; 

One battery cable ; 

One bakelite extension shaft, for mechanical 

coupling to tuning condenser : 
Two Isolantite 6-prong wafer sockets ; 
One Isolantite 4-prong wafer socket; 
Two coil clips ; 

Two National Union type 19 tubes: 
One National Union type 30 tube; 
Miscellaneous, such as hardware, knobs, etc. 

The underside of the transceiver chassis. 
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A 3-TUBE "SINGLE SIGNAL" 
S.-W. SUPERHETERODYNE 

(Continued from page 399) 
A.F.") receiver, the "Super-Gainer* 1 can be 
<iuickiy and easily built to Bive practically the 
full "single-HiBnal** C.W. selectivity, and all the 
irain of much more expensive superhets. 

How all this is accomplished is best explained 
by the circuit for the battery model shown in 
Fig. 1A (the A.C.-D.C. circuit is a little more in- 
volved, hence the battery circuit is used for ex- 
planation of operation). 

Signals are fed from an antenna through the 
usual low-capacity (twisted hook-up wire) feed 
to the tuned grid circuit of the 6C6 first- 
detector. This <>C6 is hooked up as the con- 
ventional "eh>ctron-coupled" regenerative detec- 
tor, regeneration being controlled by a 50.000 
ohm screen-grid potentiometer. 

To the suppressor-grid n f this GC6 first- 
detector is connected the 76 oscillator plate («»* 
preferably grid). This is pure electron coupl- 
ing of a stable, harmonic-free triode oscillator 
having all the stability of electron-coupled 
oscillators, without, however, their disadvantages 
and prolific harmonic generation — good in a 
transmitter but bad indeed in a receiver. 

The 6C6 first-detector feeds a tuned pri- 
mary and secondary iron-core I.F. transformer 
tuned to anywhere between 450 and 500 kc. 
The two very high-Q tuned circuits of this I.F. 
transformer contribute about as much selectiv- 
ity and almost as much repeater gain as two 
ordinary air-eorc I.F. transformers would. Hut 
here again regeneration is used to increase gain 
to any desired degree and selectivity up to sin- 
gle-signal proportions — where it is in terms of 
vyvfc*, not kilocycles. 

The first section of a 79 dual-triode is used 
as the regenerative second -detector. Regenera- 
tion is provided by connecting the I.F. trans- 
former secondary between control-grid and 
cathode, with the impedance of R.F. choke Lfi 
between eath.wle and "H-," or its plate return. 

The second triode section of the 79 tube is 
the A.F. amplifier, reMstance-roupled to the 
first Til triode section (second-detector ) , and 
terminates in the tip-jacks for headphones. 

In the A.C.-D.C. model. Fig. IB, a I2Z8 rec- 
tifier delivers 115 volts D.C. to the single-section 
filter consisting of filter choke eh. and 2 con- 
densers of 1« and 12 mf. Filament current is 
obtained through the use of a resistor-cord-plug 
of the type usual to A.C.-D.C. sets. Hum is 
zero due to ample filtration and no possibility 
of A.F. induction. 

LIST OF PARTS 

One Silver 13J 10 mmf. two-gang condenser: 
One Silver pierced chassis and front panel . 
♦One 4 in. dial and decimal indicator; 
Four l 1 ^ in. Keadrite pointer knobs; 
♦Two volume indicator plates ; 
♦One Det.-Cond. plate; 
♦One Osc.-Cond. plate ; 
♦Two J14 150 mmf. condensers ; 
♦One 450-500 kc. iron -core I.F. transformer : 
♦Two 4 -pin sockets ; 
♦One 6C6 socket with shield base; 
♦One 76 socket with shield base ; 
♦One 79 socket with shield base; 
♦Three aluminum tube shields; 
One Ceutralab 50.000 ohm potentiometer, with 
switch ; 

One Centralab 2.000 ohm potentiometer : 
One Silver 17 J regeneration inductance ; 
♦Three tip jacks ; 

Two Silver .1-mf. Paper condensers; 
Two Silver .01-mf. paper condensers; 
One Continental Carbon 1,500 ohm *-j-W. resis- 
tor; 

Two Continental Carbon 50,000 ohm %-W. resis- 
tors ; 

Two Continental Carbon 25.000 ohm *<j-YV. resis- 
tors ; 

One Continental Carbon 1.000 ohm U-W. resis- 
ts ; 

One Continental Carbon .1-meg.. V^-W. resistor : 
One Silver 25 mf. electrolytic condenser: 
♦One .002-mf. miea condenser; 
♦One 50 mmf. mica condenser ; 
Two grid clips, hookup wires, screws, nuts, etc. 
♦One 3-25 mmf. mica trimmer cond. ; 
Add for A.C.-D.C- operation 
One Silver 150 ohm resistor-cord and plug ; 
One Silver C1056 filter choke; 
One Silver dual 12-16 mf. electrolytic condenser; 
♦One 12Z3 4-pin socket, 

(♦Names of manufacturers upon request.) 



A New Service Course for Servicemen! 



For Men Already in the Field 



We 



Offer This New Course In 



Radio is setting a fast pace, and the man who Is 
tied down to a routine job. never can hope to keep 
in step, unless he applies himself to studying. It 
is necessary to have a keener knowledge of funda- 
mentals to cope with the many intricate situations 
that constantly arise. This course was written ONLY 
for EXPERIENCED Servicemen, who realize that 
TECHNICAL TRAINING affords the best chance to 
get ahead. 



Just Off the Press! 

NEW 48-PAGE ILLUSTRATED 
BOOKLET FREE! 

A brand-new catalog that contains many actual 
photos of our extensive laboratories and equip- 
ment. It gives complete outlines of all our home 
study and residence courses and all details re- 
garding the school, faeulty and prices. Write for 
your copy today. 



PUBLIC ADDRESS 
ENGINEERING 

The man who realizes that his 
pencil can be as important as his 
pliers, is the man who would rather 
be a Service ENGINEER rather 
than a Service MECHANIC. This 
complete course teaches theory 
plus the principles of Receiver De- 
sign, so that with full knowledge 
and less time, the TRAINED 
Serviceman uses less "guess work," 
which results in time saving, bet- 
ter performance and greater earn- 
ing capacity. 



CAPITOL RADIO ENGINEERING INSTITUTE 



14th and Park Rd. 



Dept. RC-1 Washington, D. C. 



A SIMPLE 2-TUBE A. C. SHORT-WAVE CONVERTER 



SELF POWERED 

(Designed by ROBLRT G. UERZOG) 

This latest creation of Thor's offers out- 
standing value and performance. 
Covers from 19 to 54 and 65 to 200 me- 
ters. With positive contact band selector 
switch. 

A , , , , Unwired and less sr*95 

Complete kit, as shown tube*. .*m 4* »g 

Special: FREE iMAOltAMi* sent upon request for any 
of the Til tut Amplifier or Tuner Kits. 

MAIL ORDERS PROMPTLY FILLED 




167 GREENWICH ST. 



NEW YORK. N. Y. 





5-METER PORTABLE 3-TUBE TRANSCEIVER 

All Battery Operation— 'Completely 
Independent of Power Supply 

Nowlv deslKiitM. — tlils combination transmitter nnd r«celvt»r Is rapidly 
ho ins" t\> cviiti'd t»> Lziwntturs mid vt-trf-.ni wireless 111,11. ilns unliiiiittil 
1iH.lk11t1.1tm in illv«-rsitl„l fields *s „ ii,.- : itm ->f roll doV . ..nnii'iuicifcl i m. 
K i ui 1 1 »v* iiiiflj-l-iiH .ki-iII j tan- circuit. S stngc audio amplifier (one Is push 
pull Class III f«»r receiving mid \4. *w modulation. Instant cuangoover 
frmi trnuMritting tu n^ntvini? 1\.1:d we(glit h>s than ltt lbs 
Transceiver wired, teis tubes, microphone and $15.25 

batteries* .. ■ ■ :<r 

Complete Kit of Three Tubes 

(I 30 2»l9's) .»1.56 
Complete Batteries (3-45 B's. 2-No. 6 cells. I-4.5V mierophone 

battery and 1.7 .5V biasing battery) $4.»0 

I -RCA Hand Mike (French Phone and Mike, 



extra) 



-SI. 10 



Write For Our New Catalogue. Over 50.000 Radio Bargains 

TRY-MO RADIO COMPANY, Inc. 

85 Cortlandt Street, N. Y. C. 



To Readers of RADIO-CRAFT 



FREE POST CARDS MAY BE HAD 
UPON WRITING TO PUBLISHERS 

These postcards make it easy to answer advertisements 
which appear in RADIO-CRAFT, without cutting valuable 
data which you may wish to save. 

Many times manufacturers request you to clip the 
coupon" when answering; their ads. Often this means de- 
stroying part of an article on the reverse page you may 
need later for reference. Save your RADIO-CRAFT Is- i 
sues complete. If you should ever want to see bound 
volumes, or certain copies of RADlO-CRAFT. the re- 
sate value of uncut issues Is very much higher than that 
of mutilated ones. So send for a supply of these free post 
cards and use them In answering all RADIO -CRAFT ad- 
vertisers. I 

Please Say That You Saw It in Radio-Craft 



SERVICEMEN 



NO LONGER NEED 
YOU PEAK RECEIV- 
ERS BY EAR 

NEON OUTPUT 

INDICATOR 

Connects direct to voice 
coil. Complete with test 
loads and instructions. 
Circular on request 
LIST PRICE $6,50 f 

GLOBE MFG. O 
l«45M-Phila.Pa. 
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HERE'S THE 

LINE OF 

Modern Testing 
Equipment 

11 J I *)*) ALL-PURPOSE 
MOdel LL TUBE TESTER 

Test! ncsv all-metal 

\ \r^--\ ami scinl - metal 
frfijES,'. , tubes. Neon. Short 
fUHIl anil Leakage Test- 
IVtflh er. Conilenser teit- 
, er indicates on 
Neon. W Meter 
D'Arsonval type. 
, I 1*1? accuracy. KNO- 
HUSH READING 
1MKTER in combl- 
Jnation with XKON 
Ituhe SHORT- 

Flkakaok-noise 

teat Rives positive 
verdict as to worth 
of tubes. 

LEAKAGE TEST is correctly balanced and will not claie 
as defective tubes that are good. Exclusive with the Model 
22. Accurate LINK VOLTAGE CONTROL by 11 Pol»R 
switch which atlotvs uniform tube readings. THE MODEL 
22 TESTS THE INDIVIDUAL ELEMENTS OF ALL 
DOUBLE Pl'RJ'OSE TUBES. Does not deactivate low 
voltage types. PORTABLE. SELECTOR SWITCH al- 
lows rapid accurate testing with provisions for testing 
6P7 etc.. and future types with electrodes other than 
normal. Silver lettered bakelite panel. Quar- c t\f\ "7C 
tered Oak Portable case. wt. 15 lbs. Model 3 / J./D 
22-Dealer's and Servicemen's Net Price — few 




Model 23 



NEW L & L 
COMBINATION 



identical in general appearance with Model 22. 
COMRINES POPULAR L & L MODEL 22 TUBE TEST- 
ER WITH A VOLT -OH M-MILLI AM METER. Supersen- 
sitive 0-2000 Ohms per Vt. Allows Testing and Servicing 
a Radio Instrument with ONE Compact, Inexhenslve Unit. 
Volt-ohm calibration on meter. Test prods included. The 
••23" tester consists of a "2i" Tube Tester provided with 
an 0-500 Micro- Ammeter which allows all voltage and 
ohm measurement a to be made at 0-2000 chins per volt 
sensitivity. Volt age range. 0-5. 0-2",0, 0-7.'.0. Ohm range, 
0 to 200,000 with 1V4 *olt built-in battery, though this 
can be extended to 2 meg ohms with an external 15 volt 
battery. Ideal for auto work, as all tests can lie made with 
one unit. Pin jacks in upper right hand and toggle switch 
In lower left; controls ail tests. When toggle is thrown to 
volt -ohm side shunt is removed from meter converting it to 
an 0-500 micro-ammeter. This SUPER- SENSITIVE test 
instrument costs you only $6 more than the regular "22" 
tube tester. Meter is 3H* D'Arsonval type with 2% accu- 
racy. See complete description of Model 22. 7r 
Model 23 Combination Dealer's and Service- ^yQ #3 



men s i et 



*rl«*e.. 



Model 24-B tub a e n"?S , r and 

A moderate priced 
testing laboratory. 
A Modern 22 Tube 
Teater an up-to- 
the-mtnule Volt- 
Ohm-Mil i| ammeter 
.and Output meter. 
Consists of the 22 
tube tester, and 
Volt-Ohm -Mil unit 
in one case. A.C. 
and D.C. voltage 
range 0-15. 0-150, 
0-300. 0-600. Mil range 0-15. 0-150. A LOW OHM read- 
ing up to 500 ohms, high ohm 500.000. All ranges IN- 
STANTLY AVAILABLE hy rotation of selector switch. 
No "juggling" with pin jacks. Test prods included. A 
FIVE RANGE TESTER Voit meter-Mi 1 1 lam meter-Ohm - 
meter-Output Meter & Tube Tester, Port- 
able quartered oak case 10* by 17*. wt. 16 lbs. 
Dealer's and Servicemen's Net Price-.. 




$34.90 



Model 14 L * LTUBE 



TESTER 



A POINT-TO-POINT TUBE TEST. 
KR. Allow* »(ul«r tub* iNt or step 

^'e ntV* °* ALL TUftE ELS *' 
T«u ALL TYPES OP TUBES 
whdher ilwi or m«Ul. GOOD- 
DO UBT FUL-BAD ErwUh rod- 
■nt tiitter D'Arannvil 2% Accuracy. 
LEAKAGE indicated directly »n 
meter SHORTS on pilot. Full line volt- 
,-■ ■ h:t3>~ - '•-aw ■ *s l ii *** control by meant of tapped tran»» 
. iTLwnnffrd ' '<nm«»nd P""-! •witch. KMUHACKS 
I tn&AMmSij^MSZM. '} ' ' *il U*t»Tf tired with fiUt I'OINT- 
— — ^^Mfc^-.l TO- POINT teat proviaiom which perniit 

\ m i-m-m — :■■ — any future type tn be teated REG Alt u- 

>tF*rviT-^j_i_^ LESS OF LOCATION OF TUBE 
TERMINALS. 

Cornea contract* with chart for all Preaent day tube*. Veri-Chronx 
lettered bakelite panel. Black hardwood eaae. Wt 8 Iba. 

Tbia Ueter wfllaiive yoti MANY DOLLARS IN COST. 

COMPLETE aa deacribad ?13.»0 

Mounted la Fertabla cm* 




i.9Q 



8*i*4 for circular* of other tettinO equipment 

L & L ELECTRIC CO. 



M2 Madison Ave. 



Memphis. Tttrtn. 



TELEVISION AND ULTRA- 
SHORT WAVES 

(Continued from page 398) 

difference between an artist who assembles a 
mosaic picture, and a television engineer who 
attempts to reproduce a high-definition image. 

HIGH-DEFINITION IMAGE 
REQUIREMENTS 

While the mosaic artist has plenty of time to 
complete his picture — which consists of perhaps 
40,000 stained squares — , the television engi- 
neer who has to reproduce television images full 
of life and with all movements must assemble 
his 40.000 picture elements within 1/25-second 
(in order to avoid flickering) ! In other words, 
he has to transmit and assemble in each second 
1,000,000 picture elements ! 

Electrically, it means that the photoelectric 
cell used in the television station for such 40,000 
picture element transmission furnishes the trans- 
mitter with a "sideband modulation" going from 
zero to about 500,000 cycles, or 500 kc. 

But sidebands of 500 kc. are only the minimum 
limits of modern television image transmission ! 
Experiments in Europe have indicated that a 
television transmission consisting of 40.000 pic- 
ture elements does not produce the same enter- 
tainment value as a good home movie projection. 
The next step, now being taken in European 
television broadcasting, is the "76,000 picture 
element transmission,*' which is equal to a 240* 
line transmission, and a sideband frequency 
of about 1,000.000 cycles or 1.000 kc. (see Table 
I). 

Table I 

Scanning Picture Sideband 

Lines Elements Frequency 

60 4.798 63.970 

120 19.200 256.000 

180 43.190 576.000 

240 76,780 1,024.000 

360 172,800 2.302 000 

480 307,100 4.094,000 

LIMITATIONS IMPOSED BY 

THE WIDE SIDEBAND 

What a sideband modulation of 1.000 kc. ac- 
tually involves can be seen from the following 
facts. 

It is well known that there are certain limita- 
tions in the modulation of a transmitter. The 
laws of modulation require that "the carrier 
frequency must be higher than (or at least 
equal to) the highest modulation frequency." 
The longest wavelength which could be 
modulated with a picture element frequency of 
1,000 kc. is theoretically the wavelength of 300 
meters, which has a carrier frequency of 1.000 
kc. 

Even in case this wavelength was chosen, the 
sideband spread of the transmitter would cover 
not only the entire broadcast range, and the 
entire long-wave band, but also the short-wave 



Output stage of the 16 kw. ultra-short-wave tele- 
vision transmitter in Berlin which operates on a 
wavelength of 6.925 meters. This amplifier uses 
two 20 kw. tubes. 




band down to 150 meters, as Fig. 1 shows. For 
this pleasure of operating one single television 
transmitter on a wavelength of 300 meters all 
transmissions in the wave ranges over 150 
meters, up to the longest waves of 30.000 meters 
length, would be disturbed. As Fig. 1 shows, 
high-definition image transmissions on the 
normal broadcast band are entirely out of the 
question. But even in the ordinary short-wave 
range between 10 and 200 meters, such a trans- 
mitter cannot be operated , because this band is 
crowded with broadcast and commercial trans- 
missions. The only wavelengths on which high- 
definition image transmissions can be carried 
out are the ultra-short waves between 1 and 
10 meters. 

VISUALIZING ULTRA-SHORT-WAVE 
BAND WIDTH 

At present only the wavelengths between 5 and 
9 meters are used for television but later, the 
shorter waves down to 1 meter may be utilized 
for television transmission. At first glance, 
the wave range between 5 and 9 meters seems 
pretty small. But actually it is as broad as the 
entire short-wave, broadcast-wave, and Jong- 
wave ranges together! — A wavelength of 30,000 
meters (which is the longest wavelength used) 
corresponds to a frequency only of 10 kc. The 
wavelength of 10 meters corresponds to a fre- 
quency of 30.000 kc. We have also in the entire 
range between 10 and 30.000 meters a frequency 
range of about 30.000 kc. available. 

Since the corresponding frequency of a wave- 
lengtn of 6 meters is 60.000 kc. the wave range 
between 5 and 10 meters provides us with a 
frequency range of 30.000 kc. This is as much 
as the entire wave range above 10 meters. This 
readily shows us that the small wave range be- 
tween 5 and 10 meters has tremendous frequency 
dimensions. In this wave range about 3.000 
different broadcast transmitters could be oper- 
ated on the usual 10 kc. allotment, or 15 tele- 
vision transmitters with a 2.000 kc. allotment, 
which is by far more than one might expect. 

HOW MANY ULTRA-SHORT-WAVE TELE- 
VISION PROGRAM TRANSMITTERS 
DO WE NEED7 

But 15 television stations are not too many 
as the following lines will show. According to 
a report read by Dr. Baker, vice-president of 
RCA. during the famous Spring Meeting of the 
Institute of Radio Engineers, in Philadelphia, 
May 1934, the United States alone needs 80 
television transmitters if all parts of the coun- 
try are to be sufficiently covered with television 
impulses. 

Despite the fact that there are still plenty of 
television channels available in the wave range 
between 1 and 5 meters, (this range involves 
an additional frequency band of 240.000 kc, 
which is sufficient for 120 television transmit- 
ters) another interesting factor comes up. 
Ultra-short waves are quite different in their 
propagation from the Ordinary short, waves. 
They do not seem to be reflected by the Heavi- 
side layer, and do not bend around the globe. 
(That, at least, with a few exceptions, is the 
present conception.) 

IMPORTANCE OF A HIGH ANTENNA 

That means in simple language that reception 
is generally confined to within a distance of 
perhaps 50 to 100 per cent greater than the 
actual optical sight range (see the heading illus- 
tration ) . 

That is the main reason why ultra-short-wave 
transmitters have been installed atop tall build- 
ings, etc The experimental television trans- 
mitter of RCA and NBC has been installed on 
the tower of the Empire State Building 
(N.Y.C.). London's television transmitter has its 
antennas high up on the tower of the Crystal 
Palace. The new television transmitter of the 
French Post Office wilt be installed on the radio 
tower of the new Paris broadcasting station. 
"Paris P.T.T.," at Villejuste (a suburb of 
Paris). And finally, the oldest European tele- 
vision station. "Berlin,** operates with antennas 
fixed atop the old Berlin radio tower 453 ft. 
above the ground (see Fig. A). This trans- 
mitter has been regularly received at the Brocken 
mountain, in the middle of Germany, which has 
a height of about 3,700 ft., and is located, by 
airline. 125 miles west of the Berlin television 
transmitter. 
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Despite the fact that the Berlin transmitter 
is received about 25 miles "behind the optical 
horizon" and about 3,000 ft. "below the horizon," 
on B rocker, mountain, fairly good reception of 
the Berlin television programs is obtained. 

These examples show that it is much too 
early to state the actual limitations of ultra- 
short-wave reception, and until we know better 
it might be advisable to abide by the usual 
definition of these very short waves as "quasi- 
optical" ! 

SUITABLE RECEIVING CIRCUITS 

While the super-regenerative receiver has a 
dominating place among circuits for the recep- 
tion of sound broadcast or code signals on ultra- 
short waves, it is not the best circuit for the 
pick-up of television image impulses because of 
its background noise, which has a distorting 
influence upon the image reproduction. 

The straight T.R.K. circuit, again, has not 
enough gain per stage in this frequency range, 
and too many stages would be necessary to 
obtain the needed amplification. Therefore* the 
superheterodyne circuit remains as the only one 
which at present fills the circuit requirements 
of a television receiver. As an input and mixer 
stage for a "super." the Kood old-fashioned 
"autodyne" circuit has again been taken out of 
the attic, and is generally used in Europe in this 
position for television receivers. The skeleton 
diagram of such an autodyne circuit is shown 
in Fig. 3. 

This circuit is detuned from the input signal 
by a certain percentage, depending on the width 
of the chosen intermediate frequency. The re- 
sulting I.F. is picked up by means of specially- 
designed I.F. input transformers with a special, 
broad-response curve of about 1.000 kc. 

But as Fig. 3 indicates, the first I.F. trans- 
former has two secondary windings ; one con- 
nects (as the figure indicates, via a tube and 
leads) to the "image I.F. amplifier" system; the 
other secondary winding connects with the 
"sound I.F. amplifier" system. At first glance 
this design seems strange. But if we keep in 
mind that it is the custom in Europe to radiate 
sound and image impulses by 2 different ultra- 
short waves which are kept on 2 certain wave- 
lengths with a constant frequency difference, the 
solution of the problem is easy. The self- 
generating local oscillator beats with the signal 
frequency to produce one intermediate frequency 
impulse, and at the same time the oscillator 
beats with the carrier frequency of the sound 
impulses, producing another intermediate fre- 
quency. Each of these groups of impulses is 
filtered out in the first I.F. transformer, and 
then sent through separate I.F. amplifier sys- 
tems. 

Since the frequency difference between both 
transmitters is always kept constant, the tuning 
of such a television receiver is quite simple. 
In order to obtain the best image reproduction, 
the oscillator is tuned for best sound reproduc- 
tion and automatically the best image reproduc- 
tion is obtained. How such a modern television 
receiver operates is shown in the simplified 
diagram. Fig. B, which represents the circuit 
sequence in a Telefunken (Berlin, Germany) tele* 
vision receiver. 



A SIMPLE 2-TUBE A.C. 
SHORT-WAVE CONVERTER 

(Continued from page 404) 
parts and special low-loss coils. It covers 
practically the entire radiophone spectrum 
from 19 to 200 meters. It is completely self- 
powered. It is easily connected to any re- 
ceiver and need not be disconnected to re- 
ceive ordinary broadcasts. The band-selector 
switch automatically turns off the A.C. sup- 
ply to the converter as well as switching the 
antenna back to the receiver. 

"How can these short-wave stations be re- 
ceived on a 'radio' not desUrned to tune them, 
without rewiring?" 

A superheterodyne short-wave converter 
consists essentially of a short-wave tuning 
system and a tuned local oscillator or signal 
generator. The antenna signal is selected and 
amplified by the tuning system. The local 
oscillator generates a signal somewhat lower 
in frequency which is made to beat with the 
incoming signal resulting in a modulated beat 
signal equal to the difference between these 
frequencies. The tuning circuits of the con- 
verter are so designed that this difference will 
be in the broadcast band and hence tunable 
on any radio receiver. 



A 5-TUBE A.C.-D.C. "TURRET" 
ALL-WAVE SET 

(Continued from page 401) 

ing it with the broadcast coil. Rotate the switch 
arrangement until the broadcast coil is in the 
correct functioning position. In many locations, 
this set will bring in local broadcasting without 
using an aerial as the receiver is very sensitive. 
If objectionable hum is noticed on A.C. it may 
be necessary to increase the values of filtering 
condensers C15 and C16. The small condenser 
at C17 is for the purpose of getting rid of 
tuneable hum. 

This receiver makes a very desirable all-wave 
set for general home use. 

LIST OF PARTS 

One Hammarlund antenna trimmer, 10 to 70 (in 
diagram, 2 to 35 ) mmf., type MICS-70. Cl : 

One Cornell-Dubilier cartridge condenser, ,1-mf., 
C2: 

One Cornell-Dubilier cartridge condenser, .1-mf., 
C3; 

One Hammarlund trimmer, type MICS-140, C4 : 
One Hammarlund variable condenser, type MC- 
140-M, C5; 

One Hammarlund variable condenser, type 

MC-50-5 (optional). C6 : 
One Cornell-Dubilier cartridge condenser. .1-mf., 

C7: 

One Cornell-Dubilier mica condenser, 500 mmf.. 
C8: 

One Cornell-Dubilier cartridge condenser, .01-mf., 
C9: 

One Cornell-Dubilier cartridge condenser, .1-mf., 
C10: 

One Cornell-Dubilier cartridge condenser, .1-mf., 
C1I : 

One Cornell-Dubilier cartridge condenser, .01-mf., 
C12: 

One Cornell-Dubilier cartridge condenser. 5 mf.. 
35 V.. CIS: 

One Cornell-Dubilier mica condenser. .006-mf.. 
C14 : 

One Cornell-Dubilier dual-section cardboard elec- 
trolytic condenser, 16 mf. each section, C15, 
C16: 

One Cornell-Dubilier cartridge condenser. .01-mf., 
C17: 

One I.R.C. metallized resistor, 10.000 ohms, 1 W., 
Rl : 

One I.R.C. metallized resistor. 600 ohms, %-W., 
R2: 

One I.R.C. metallized resistor. 25.000 ohms. 

»/4 -W.. R3: 
One I.R.C. metallized resistor, 1 meg.. 

R4: 

One I.R.C. metallized resistor. .175-meg., 1 W., 
R5; 

One Electrad potentiometer with switch Sw.l. 

75.000 ohms. R6 : 
One I.R.C. metallized resistor. 25,000 ohms. 

U-W., R7: 

One I.R.C. metallized resistor. 1 meg., %-W., 
R8: 

One I.R.C. metallized resistor. 1 meg., ^-W., 
R9: 

One I.R.C. metallized resistor. 10.000 ohms, 1 
W.. R10: 

One I.R.C. metallized resistor. .175-meg., 1 W.. 
Ml; 

One I.R.C. metallized resistor. 1 meg., %-W.. 
R12; 

One I.R.C. metallized resistor. 600 ohms. 1 W.. 
R13; 

One Blan 180-ohm. 50-W. resistor in line cord. 
R14 : 

One Hammarlund midget R.F. choke, type CH-X, 

2V 2 mhy., R.F.C. : 
One A.F. choke, 300 ohms, 20 hy.. Ch. : 
Two Na-Ald twin phone-tip jacks. Jl, J2 : 
One set of 5 Hammarlund plug-in coils covering 

band from 17 to 560 meters, Tl ; 
One RCA Radiotron 6C6 tube. VI: 
One RCA Radiotron 6J7 metal tube. V2 : 
One RCA Radiotron 6C6 tube. V3 ; 
One RCA Radiotron 43 tube. V4 : 
One RCA Radiotron 25Z5 tube, V5 ; 
One Wright DeCoster 5-in. dynamic speaker for 

type 43 tube output, speaker field 3.000 ohms : 
One Na-Ald universal coil selector unit : 
Three Na-Ald screen-grid elips ; 
One Blan metal chassis 11 x 6 x 2 ins.: 
One Na-Ald 4-prong socket for coil : 
One Na-Ald octal socket for 6J7 tube: 
Four Na-Ald 6-prong sockets for VI. V3, V4 

and V5: 
Knobs, hardware, dial. 
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SEND FOR YOUR 
FREE COPY TODAY 



• Service men all over the country tell 
us that the new volume of SERVICE 
HINTS can't be beat . . . send for your 
FREE COPY today! 
Yes, Sir! Sylvania's new volume of 
Service Hints is the real thing! It's 
got the right answers for the tough 
problems you're always running up 
against in a day's work. And what's 
more, this book was written by crack 
service men themselves . . . contains ac- 
tual problems and solutions from men 
who are on the job . . . who know radio! 
Don't wait! Send for your FREE COPY 
of SERVICE HINTS today. Find out 
how the information in this book will 
simplify your hard-to-crack jobs. Put 
yourself in a position for more and bet- 
ter service jobs at bigger profits. Right 
now ... fill out this coupon and send it 
to the Hygrade Sylvania Corporation. 
The new volume of Service Hints will 
be sent you absolutely without charge. 

Hygrade Sylvania Corporation. Makers of Syl- 
vania Radio Tubes and Hygrade Lamps. Fac- 
tories at Emporium, Pa.. Salem Mass., and 
St. Mary's. Pa. 

SYLVANIA 

THE SET-TESTED RADIO TUBE 

© Hygrade Sylvania Corp., 1935 



Hygrade Sylvania Corporation. RC*1 
Emporium. Pa. 

IMrase send me free, without obligation. Volume - of 
Svh aula's "Servlre Hints." 

Kxnerlmenter Q Amateur □ Call ... «. 

Serviceman □ Km Ployed uy dealer O 

Independent D 

Member Servlre Organization 

N'AMK 

AlHUtKSS „ 

CITY _ _ STATU _ 

NAMK OF JO R BR 11 

ADDTtKSS — _.„. 



www.americanradiohistorv.com 



430 



RADIO-CRAFT for JANUARY, 1936 




ould You Fill 
This Service Job? 

Under improved business conditions, doz- 
ens of good-paying opportunities will soon 
be popping up in radio. Your future de- 
pends on whether or not you are qualified 
to grasp them. Will they go to other fel- 
lows — or will you MAKE them come to you! 

SpraylN-rry Training is deigned NoT for 
beginners but f«»r men u I ready In tin- service 
business wiio recognize the need for keeping 
up to-dnte. It Is for tneil 
who know tliut, to got 
tictter-tlinn-average Jobs, 
they have to b«; better* 
than*avcrn£o workmen. 
It Is sound, practleul 
business and technical 
training — at a price 
within the reach of all. 
Investigate ! 

"IS YOUR 
FUTURE IN 
SERVICING 
WORTH $20?" 




RLSPRAYBERRY, 



2548 University PI., N. 
Washington, D. C. 



Without obligation, send me details on your ad- 
vanced Service training. 

Name. — . .......... -■- 

Street » 

City . RC1-36 



SPRAYBERRY'5 PRACTICAL 
MECHANICS ,£»> SERVICE 



TUBE PRICES REDUCED! 

ARCO Tubwr— Gunr»nw*,1 «l \C.»rnh*— Uc-n*ed by R. C. A. — All i«rir*t 
V. O. B. factory. Now ark, N.J. Order* (or lesa limit J3.00 out accepif>l, 
30% deP<*it required uit nil orders. 



Your Your Your 
Cost Cost Cost 
.26c .31c .40c 



REGULAR TUBES 



Your 
Cost 
.44c 



Your 
Cost 



Your 
Cost 



Your Your 
Coat Coat 



Typo Typo Typo Typo 
01A 12A 24A 



26 
80 



27 
30 

31 38 

37 39 

40 41 

45 44 

56 47 

71A 57 

76 58 



19 

35-51 20 
36 33 



82 
83 
5Z3 
6D6 



42 
43 
46 
49 

55 
75 



99V 

99X 

2A5 

2A6 

6C6 

12Z3 

25Z5 



.56c 


.68c 


.90c 


$1.13 


Typo 


Typo 
83V 


Typo 


Type 


00A 


10 


48 


IV 


1C6 


81 


50 


22 


6F7 


12A5 


2B6 


32 


PZH 


12A7 


586 


34 


182B 


401 


403 


53 


183 




BH 


59 


484 






79 


485 






84 


686 







99Std 
WDH 
WD12 
1A6 
2A3 
2A7 
2B7 
6A4(I«) 
6A6 
6A7 
6B7 
6Z4(84) 



MAJESTIC TYPE TUBES 



&7S 

2B7S 

2S-4S 

2Z2-C84 

6A7S 

6B7S 

6C7 



Your 




Your 




Your 


Cost 


Typo 


Cost 


Typo 


Cost 


81.04 


6D7 


$0.79 


55S 


$0.77 


1.04 


6E7 


.79 


27S 


.36 


1.19 


6F7S 


.86 


35S-51S 


.63 


.83 


6Y5 


.86 


S6S 


.59 


1.04 


6Z4 


.59 


57S 


.79 


.95 


6Z5 


.86 


58S 


.79 


.86 


24S 


.59 


75S 


.77 




25-25S 


1.22 


85S 


.77 



uol*unn- on Trmwrnhtln* Tn»*«. T>l*viM»n Tub**. Ch«r**r Hull.*. 
" >to Cell*. fr»«*r Tub**. CiiiltoJe R»y Tut**, t^nt ujw.n refluent. 
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OPERATING NOTES 

(Continued /rom page 402) 

traced to loose laminations in the filter choke 
coil. 

Sterling G. The power transformer in a Ster- 
ling Model G would start to smoke after a few 
minutes, and the fuse would blow. The pri- 
mary of the transformer was found to be short- 
ed, and was replaced. 

A.C. Dayton Navigator. A defective A.C. 
switch was the cau^c of no reception on an A.C. 
Dayton Navigator. 

Midwest 16-Tube. A sparking 82 tube in this 
a II- wave receiver was caused by two shorted 
8 mf. filter condensers. 

Stromberg-Carlson HA. Aa intermittently 
shorting filter condenser was the cause of the 
the two 80 tubes sparking, in a Strom berg-Carl- 
son model 14 A, illustrated in Fig. IF. 

Earl 31. Set complaint wan, "no signals." 
I finally traced this to no voltage on the de- 
tector plate. The plate supply resistor was re- 
placed, curing the trouble. The circuit L* shown 
in Fig. 1G. 

WlLIIO G. M Y li.YK ANGAS 



HAMMARLUND COMET PRO 

MANY MODELS of the Hammarlund Comet 
Pro are equipped with a 17 Pentode in the 
output stage ; later models were made with a 
2A5 in place of the 47, the result being a fair 
increase in volume. One of my clients re- 
quested that I make this change for him, and 
this was done as shown at A in Fig. 2 ; the 
old connections being shown at B. 

W. I, HonKiN. 
Cristobal, C.Z. 



RADIOLA 80 

RECEPTION on this set was very poor, 
changing from strong to weak signals with 
Considerable distortion. After considerable 
trouble we located an open circuit In the 
primary of the push-pull input transformer. 
The primary of his transformer has a D.C. 
resistance of 2,00 0 obms and the secondary, 
13,000 ohms, center-tapped. We made a 
temporary repair with an ordinary A.F. trans- 
former of the 3-to-l variety and center-tapped 
the secondary by using two 7,500-ohm re* 
sisters connected from grid-to-grid prongs, 
with the center-tap connecting to the blae 
lead. 



GENERAL MOTORS 
GENERAL" 



TITTLE 



IF YOU want to avoid trouble with call-backs 
on these sets it is a good idea to replace the 
whole voltage divider system. **One watters'* 
can be used for all except the 6,000 -ohm sec- 
tion where it is safer to use units of 8 to 
5 W. rating, since thiB section furnishes plate 
and screen-grid voltages to the R.F. tubes. 



GRAYBAR 100 



POOR, or no reception conditions In this 
set model, with the type 27 A.V.C. tube In 
the socket, and good reception with it removed, 
have been traced to the cathode bypass con- 
denser. The heater and cathode of the A.V.C. 
tube are tied together and bypassed to the 
grid. We used a 0.5-mf. condenser which 
worked very nicely. 



wouldn't play. A test showed no plate volt- 
age on the type 45 tubes. 1 took the set back 
to the shop, turned it on and everything was 
OK 1 After a lot of probing around, I hap- 
pened to pick up the speaker and turn It 
around and — out goes the signal. 

Investigation showed a broken wire under 
the output transformer, which is located on 
the speaker. The fault would show only 
when the speaker was turned so that the 
transformer was standing upright. 

James J. Wai.teks 



CANDOHM RESISTORS 

MANY of the newer sets are using these re- 
sistors for voltage dividers. If you find 
one section bad it is safe to replace the whole 
thing rather than just one section. At least 
It will save you call-backs. Replace with a 
good vitreous enameled wire-wound resistor 
that can ''take it." 



ATWATER KENT 55 AND 55-C 

THESE sets show considerable regularity in 
the failure of the bias resistors, resulting in 
poor tone and fading. C. Britton 



MAJESTIC M-25 

AT LOW volume, the tone of this set is often 
.poor, but at high volume the condition cor- 
rects itself. This model uses two 27 tubes in a 
balanced circuit as second -detect or. Replacing 
both these tubes will remedy the trouble. 



IN MANY large radio sets using two pentode 
I power tubes, the 80 rectifier is short lived be- 
cause of the heavy drain. In these eases I re- 
place it with a ftZtf. The power transformer is 
easily able to supply the extra l.A, of filament 
current necessary for the larger tube, and no 
more trouble is experienced from this source. 



WESTINGHOUSE 801 

A WESTING HOUSE S01 (Columnairc) re- 
ceiver was troubled with bad tone, especially 
bad at low volume. After a careful test of all 
voltages the cathode voltage on the second- 
detector was slightly high. This suggested the 
measurement of the plate current of this tube, 
which, with no signal, was xero. The cathode 
resistor was then replaced with one of a lower 
resistance, although not without some misgivings, 
as the other resistor, when tested, showed the 
proper resistance. The set then worked beauti- 
fully for half an hour and then exactly the 
same trouble appeared again. The trouble was 
eventually traced to a leak between the screen- 
grid and detector bias bypass sections of the 
bypass condenser block, causing an abnormal 
amount of current to be bled through the bias 
resistor and causing sufficient voltage drop 
across it to badly over-bias the detector. 



PHILCO 20 

THIS is an old 7-tuhe set using 3-34s, 1-27, 
2-71As, and 1-80. The push-Pull input trans- 
former gives trouble ; the Primary and often the 
secondary too, opens up, due to corrosion caused 
by moisture entering the windings. A JelTer* 
son No. 467-402 transformer fits the chassis ex- 
actly and makes a perfect, inexpensive replace- 
ment. W. Welsh 



100 



140 



PHILCO 76 

ABURNED-out primary in the first A.F. 
transformer was the original trouble here. 
After replacement, the set worked fine in the 
shop but when installed in the cabinet, it 
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A UNIVERSAL-CURRENT 
I -TUBE ALL-WAVE PORTABLE 

(Continued from page 404) 

been fastened permanently to the car. Plug 
A then goes in socket A which completes the 
circuit. The filament transformer is an or- 
dinary small bell-ringing transformer. 

The Pentode section of the 6F7 is used as 
the amplifier in this particular circuit, while 
the triode is the regenerative detector. 

LIST OP PARTS 

One set Hammarlund 4-prong plug-in coils; 
One Hammarlund air padding condenser, 
mmf., C2 ; 

One Hammarlund variable Condenser, 
mmf., C3; 

One Aerovox mica condenser, 150 mmf., CI; 
One Aerovox mica condenser, 100 mmf., C*>; 
One Aerovox paper condenser, .25-mf., C4 ; 
One Aerovox mica condenser, .001 -mf., C5 ; 
One Aerovox mica condenser. .002-mf., C7; 
One Electrad variable resisUr, Rl, 0.1 -meg., 

with switch, Sw.l ; 
One I.R.C. carbon resistor, V»-W., 1.5 megs., 

R2; 

One Eby 4-prong bakelite socket; 
One Eby 7-prong bakelite socket; 
One Eby 4-prong wafer socket, C; 
One ordinary 2-prong outlet socket. A; 
One General Transformer Corp. 3-to-l A.F. 

transformer, Tl ; 
One Blan small bell-ringing transformer, T2; 
One pilot light with switch, Sw.2 ; 
One metal tool case; 
Wire, binding posts, etc. 
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CHOOSING THE I.F. FOR 
ALL-WAVE SUPERHETS. 

(Continued from page 403) 

signal (1.000 kc.) by 350/1.000 x 100 or 35 per 
cent of the desired signal frequency. This con- 
dition is shown at FiS. 2A. If a higher I.F. 
(say 4f»5 kc.) were employed in the receiver, 
the new "imaKe" interfering signal (1,930 kc.) 
would differ from the desired signal (1.000 kc.) 
by 930/1.000 x 100. or by 93 per cent of the 
desired signal frequency. This is shown at 
Fig. 2B. The advantage of using the higher 
l.F. is apparent, for it is much easier for the 
tuned circuits of the receiver to eliminate the 
image interfering signal if its frequency differs 
from that of the wanted signal by 93 per cent 
than it is if the frequency difference is only 
35 per cent. 
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SHORT-WAVE SELECTIVITY 

Now let us consider the effect of a high l.F. 
when short- wave signals are being received. 
Consider the case for the reception of a 15,000 
kc. signal. If the same low I.F. (175 kc.) were 
used, and the receiver were tuned to this 15,000 
kc. signal, the frequency of the image interfer- 
ing signal would differ from that of the desired 
signal by 350 15.000 x 100. or by only 2.33 per 
cent of the desired signal frequency. This con- 
dition is illustrated in Fig. 2C. Hence, it would 
be difficult to eliminate interference from it. If 
a higher l.F. of say. 465 kc. is employed instead, 
the frequency of the "image interfering'* signal 
differs from that of the desired signal by 
930/15.000 x 100. or by 6.2 per cent of the de- 
sired signal frequency. (Sec Fig. 2D.) 

These simple calculations are sufficient to show 
that the l.F. which is employed in an all-wave 
receiver is very intimately tied up with the 
image interference prohlem. If a single l.F. is 
used for both short-wave and standard broad- 
cast-band reception (as is the case in most 
medium-priced receivers), some compromise 
must be effected. The image interference prob- 
lem dictates that a very high l.F. be used for 
its solution. However, it is not advisable to 
employ a very high I.F. for standard broadcast- 
band reception because the I.F. used will then 
fall within the standard broadcast-band range 
of frequencies and interference will result. For 
these, and other pertinent reasons which lack of 
space prevents us from explaining, the com- 
promise intermediate frequencies which are be- 
ing used in all-wave receivers today, lie^ within 
the region between about 45C and 472.5 kc. 
(Sec Fig. 1). Their choice, therefore, is based 
entirely on these sound engineering principles 
and the experience gained through the inter- 
ference problems which have come up in various 
localities with previous models. 



FOR BEGINNERS— A 
"4-IN-2" A.C.-D.C. SHORT- 
WAVE-SET 

(Continued from page 405) 

One Standard Transformer Co. small 400-ohm 

A.C.-D.C. filter choke. Ch. ; 
One Hammarlund 6- prong isolantite socket for 

coil, type S-6 : 
Two Hammarlund 7-prong isolantite sockets. 

type S-7-B; 

One Hammarlund kit of 6-prong plug-in coils, 

type SWK-6. L; 
One Kby antenna-ground binding post; 
One Eby speaker binding post : 
One Blan 7 x 10 in. aluminum panel : 
One 10 x 11 in. wooden baseboard. 



Modernization Service 

Zoli Bouck's now book. "8.000.000 Jobs for the 
Service Man." form* the mipbus of a complete 
mprchamlisiiiK plan for receiver modernization 
which also includes slickers, mat* for local adver- 
tising. nVsrllnthe pales I Herat lire for prosptcts. 
w liulon r.mls. etc. Mr. Houck's book contains de- 
tailed information on the chances necessary to con- 
vert repr»Bt»ntatlve broadcast receivers Into modern 
all -wave jobs. PhotoKraphs. circuits, diagrams, 
methods of Retting business and suggested charges 
are also included. 

A complete set of this material, including Mr. 
Bouck's book, enabling the Service Man to get 
started immediately In this profitable business can 
be obtained for 25c from the Tobe Deutschmann 
Corporal ion. Canton, Mass. 



ALIGNING ALL-WAVE 
RECEIVERS 

(Continued from page 403) 
trimmers in the l.F. transformer should be ad- 
justed until a signal is heard, or is indi- 
cated on the output meter. The trimmers 
should then be adjusted for peak output indica- 
tion starting from the first-detector I.F. trans- 
former and working back to the second-detec- 
tor. As higher and higher peak indications are 
obtained on the output meter the oscillator at- 
tenuator should be turned down, while still 
keeping the output meter "on scale." Do not 
make this adjustment by turning donn the re- 
ceiver volume control* If the receiver is 
equipped with automatic volume control, it is 
best to eliminate this action by removing the 
A.V.O. tube. If this cannot be done without 
stopping the functioning of the receiver, the 
A.V.C. lead connecting to the return grid cir- 
cuits of the I.F. tubes should be grounded to the 
chassis. If neither of these arrangements is 
convenient, alignment should be made below the 
voltage level where the A.V.C. operates. This 
can be done by turning the attenuator down to 
a very low value and working at this point. 

R.F. ADJUSTMENT 

Connect The service (test) oscillator to the 
antenna and ground posts of the receiver and 
remove the shorting clip on the receiver oscil- 
lator gang section. If possible the A.V.C. ac- 
tion should be stopped as mentioned above under 
I.F. alignment. Turn the receiver to the broad- 
cast band and set the oscillator tuning control 
at 1.100 kc. Turn on the oscillator and tune 
in the signal on the receiver. Adjust the shunt 
padders on the oscillator and first -detector cir- 
cuits (also, the R.F. section if there is one) 
in the order mentioned. If there arc trimmers 
for each band available, make sure that the 
ones adjusted are those for the broadcast band. 
The shunt trimmers can be differentiated from 
series padders by noting the number of foil 
sections, shunt padders having only one pad 
while the series padders have several, the capa- 
city being somewhere around 800 mmf. 

Turning the oscillator tuning control to the 
600 kc. point, again tune in the signal. Most 
all- wave sets manufactured today are equipped 
with an oscillator scries padder indicated for 
reference in Pig. 1. Having tuned in the signal, 
while obtaining a reading on the output meter 
adjust the series padder for maximum reading. 
As the oscillator frequency practically determines 
the whole tuning of the receiver this adjustment 
should he made very carefully. To make sure 
that it is correctly aligned the receiver dial 
should be moved either to the right or to the 
left approximately 5 kc. The oscillator series 
padder should again be adjusted and a notation 
made as to whether the reading was higher on 
the output meter than before. If this is found 
to be the case, the receiver dial should be moved 
another 3 or 4 kc. and a third adjustment made. 
If it is found that lower readings are being 
obtained the dial should be turned in the reverse 
direction and the same procedure gone through. 

The better grades of all-wave receivers are 
equipped with a bank of trimmers, one set being 
used for each short-wave band. The diagram of 
the receiver should be examined to make sure 
that these trimmers are switched into the circuit. 

Turn the receiver to the first short-wave band 
and tune the oscillator to a frequency indicated 
by the receiver dial as being approximately 10 
per cent of the highest frequency for that par- 
ticular range. Locate the shunt trimmer for 
this band by touching a screwdriver to each of 
the trimmer condensers and notice which one 
causes a change in signal intensity indicating 
that it is in the R.F. circuit. Make sure that 
this is the shunt trimmer for the band as in- 
dicated by the very small capacity of the unit. 
Having tuned in the oscillator signal correctly 
adjust this trimmer for a maximum indication 
on the output meter. Examine the other trim- 
mers and note whether or not there is a series 
padder for this band. If there is, tune the re- 
ceiver and oscillator to a point 10 per cent up 
from the lowest frequency for the band and 
make the same type of adjustment as covered 
by the directions given for aligning the low- 
frequency end of the broadcast band. 

Switch the receiver to the next short-wave 
band and proceed in the same manner, adjust- 
ing the shunt padder near the high-frequency 
end of the band, and the series padder near the 
low-frequency end. P 
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C-B Equipment 

(or all Cathode-Ray 

Applications 




Beat-Note Audio Oscillator 

MO DEL 79 — A necessary companion to 
the Cathode-ray Oscillograph now offered 
at a new low price. Continuously variable 
50 to 10,000 cycles. High voltage out- 
put at 5,000-ohm load. Pure sine wave. 
Low distortion content. Constant output 
voltage. Zero-beat indicator and adjust- 
ment. Operates from HO-volt 60-cycle. 
Net price, complete with six tubes... .$51. 90 

Frequency Modulated 
Oscillator 

MODEL OM — All-wave continuously 
variable from 85 k.c. to 30 m.c. Built-in 
fixed-sweep frequency modulator provides 
calibrated selectivity curve images with 
iny standard oscilloscope. May be used 
as standard osc illator if desired. Vl °* '% 
frequency accuracy on direct-reading charl 
or Hand-drawn II" x 17" calibration 
curves. Net, complete with tube$....$57.75 

Cathode-Ray Oscilloscope 

MODEL CR A— Cathode-r a y Oscillo- 
scope with built-in amplifier and power 
supply. Highest input sensitivity of anj 
standard design. Portable for fiejd or lab- 
oratory use. New simplified controls. Write- 
for new booklet "Cathode-Ray Test and 
Analysis" outlining application procedure 
of this instrument to service, broadcasting, 
and industrial fields. Complete with 3" 
Cathode-ray and all other tubes, net $84.50 

Get this new book! 



Cathode-Ray 
Test and 
Analysis 

25c in stamps 



The CLOUGH-BRENGLE Co. 

1 130 W. Austin Ave., Chicago, U. S. A. 
Send full description of the complete CLOUGH- 
BRENGLE line of precision instruments (without 

Inclosed find 25c in stamps for copy of Kendall 
Cough's new booklet, "Cathode-Ray Test and 
Analysis." 

Address . 
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Take The Set 

DESIGNER'S WORD 

For It! 




DONALD LEWIS has developed 
the Beginners* 2-tube AC-DC 
Short and All-Wave Set and it's 
a wow! 

When you build it, use the Ham- 
marlund condenser, illustrated 
above, and the five other Hammar- 
lund precision parts Mr. Lewis 
specifies. 

If you want results, DON'T SUB* 
STITUTE. The designer knows 
what makes his set percolate. Take 
his word for it and be sure! 
• 

(1) — Writ* for FREE NEW CATALOG of 
Condensers, Transformers. Chokes, Sockets and 
general equipment for receiving and transmitting. 

(2) — SEND lOe for New 32-page Manual of most 
popular Short- Wove Receivers, with illustrations, 
diagrams and parts lists. 

Address Dept. RC-I 
HAMMARLUND MANUFACTURING CO. 
424-438 W. 33rd St. New York 



J-fammarJund 

PRODUCTS 



ML* 



OIL 
MICA 
PAPER 
ELECTROLYTIC 

The finest guaranteed con- 
densers money 



& 

m 



*4 



CORNELL-DUBILIER 

CORPORA TEOM 
1317 BBONK BOULEVARD 
»£W YORK 




Brush Type A 'Phones 

meet every headphone re- 
quirement. Response 60 to 
10,000 cycles. Brush phones 
operate from any normal 
source . . give greater vol- 
ume from weak signals. No 
magnets to cause diaphragm 
cliaMer. Will handle excessive volume 
uitlioul overload ire. specially de- 
flieneri cases minimize breakage. 
Weight . 6 ounces. Now available at 
the new low price . . . only $9.00 list. 

Data Sheet No. 10 gives full head- 
Phone information and circuit dia- 
grams. Free on request. Send for 
your copy today. 




CliVilAND O 



HOW TO MAKE A 
FLOATING-GRID RELAY 

(Continued from page 407) 

36, 58, etc Various circuit arrangements were 
tried, the most favorable being shown in Fig. 2. 
The voltages required for maximum sensitivity 
are fairly critical. 

A metal plate 1 in. square was soldered to 
the grid-cap to increase the effective sensitivity 
of the tube to outside capacity. (See Fig. A.) 

In experimenting with various hookups it was 
found that the sensitivity of the tube was con- 
siderably reduced if the cathode of the tube was 
grounded. For this reason the hookup shown 
in Fig. 2A cannot be expected to have a high 
degree of sensitivity. In this hookup it would 
be necessary to use a low-resistance type of 
sensitive relay in the plate circuit if the tube 
is to function at its best, as a total of 85 V. 
is required at the plate, leaving only a 15 V. 
drop for the relay. By using "B" batteries, or 
a step -up transformer as shown in Fig. 2B, 
these difficulties may be overcome. Because of 
the pulsating rectified current in the plate cir- 
cuit it is necessary to use a relay of the proper 
type for this purpose. However, by the addition 
of a rectifying tube and filter supplying a pure 
direct current, a conventional magnetic relay 
may be used. Such a circuit is shown in Fig. 
2C. and is the one around which the model 
pictured in Fig. A was constructed. 

A relay of the type used in "A** and "B" 
eliminators was rewound to a resistance of 5,000 
ohms, and somewhat re-vamped for this use. 
(Some mechanical relays will require a con- 
denser across the coil because of a small A.C. 
component which exists as the relay throws-off 
at minimum current.) Where great sensitivity 
is desired, a meter type of relay (see Radio- 
Craft, December 1935, page 346) should be used, 
and is preferred when speed is essential. 

HOW TO SECURE REVERSE ACTION 

If a reverse action of the operating current 
is desired it may be produced with the arrange* 
ment shown in Fig. 3. Here it is possible to ob- 
tain only a slight gain in amplification unless 
the capacity moves with speed as it approaches 
or leaves the tube's control-grid, due to the 
dynamic plate-resistance of the tube. This ac- 
tion may be noticed if the hand slowly ap- 
proaches the tube (until a reading of about 4 ma. 
is obtained), then suddenly withdrawn* The 
current will drop to zero before returning to 
the normal maximum. A slow removal of the 
hand would cause the current to rise slowly to 
its former level. (In this experiment the 
magnetic relay should be shorted out as it acts 
as a choke to sudden changes.) 

If the hand or some other conductive object 
comes in contact with the control-grid the cur* 
rent drops to zero and some time elapses before 
it returns to normal. With the model shown 
in Fig. A this time amounted to about 3 seconds, 
varying somewhat with different-size plates on 
the grid-cap. This action seems to offer pos- 
sibilities in connection with time-delay relay 
systems. 

USES OF THE RELAY SYSTEM 

Construction costs of this relay permit it to 
be used in various instances to replace oscillat- 
ing-circuit relays and grid-glow tube relays. 

The uses to which the relay may be put are 
limited only by the ingenuity of the experi- 
menter. A few uses are: Counting objects 
passing on a conveyor belt, leveling elevators, 
measuring dimensions, sorting. 1-wire signaling 
systems and spot burglar alarms. 

There are various advertising stunts too. for 
the wide-awake radio man. For instance, he 
might paint on a small metal plate an imitation 
of a push-button and place it on the inside of 
his show window. An arrow pointing to the 
button would ask the passer-by to place his or 
her finger on the "Magic Button" whereupon 
things would begin to happen ! A large wire 
basket filled with old tubes and lighted from 
within could be made to revolve on a hidden 
phonograph turntable. A flasher sign, asking 
the observer to step into the store and make 
a guess as to how many tubes are in the 
basket, offering to the one guessing the closest 
a set of new tubes for his or her radio, would 
complete the display. 

A million other "action" ideas of worth await 
the command of the floating-grid relay. 

Please Say That You Saw It in Radio-Craft 



LIST OF PARTS 

One General Transformer Corp. transformer, 

675 V. C.T., 6.3 V., 5V. ; 
One home-made chassis, 1^ x 4 x 11 ins.; 
One Blan relay, optional ; 

One General Transformer Corp. choke, 30 hys. 

at 30 ma., midget type; 
One Aerovox dry-electrolytic condenser, 8 mf. ; 
One I.C. A. 4-prong wafer socket ; 
One I.C. A. 5-prong socket; 
One Microhm resistor, 30.000 ohms. 20 W. ; 
One Microhm resistor, 20.000 ohms. 10 W. : 
One Microhm resistor, 10,000 ohms, 10 W. ; 
Two I.C.A. tip jacks; 

Note: If relay is to be used continuously, 
resistors should be of 75 W. capacity. 



AN IMPROVED LINE-NOISE 
FILTER FOR ALL-WAVE SETS 

(Continued from page 407) 
the circuit diagram (Fig. 1) will show that the 
device is a true filter, very much similar to those 
used in the power supply of the set. except that 
the values naturally are different. Resistor R 
is marked 10 ohms which, though it may seem 
very low, is the correct value. 



THE NEW "SELF-TUNING" 
RADIO RECEIVER! 

(Continued from page 408) 
cause an increase in signal strength and thus 
a state of balance is reached. 

In actual practice, the "automatic tuning cir- 
cuit" is made in the form shown in the head- 
ing illustration and is connected across the 
plates of the oscillator tuning condenser, which 
is the most sharply tuned in the usual superhet. 
receiver. One coil on the movement is connected 
in the "B" return of the entire radio receiver, 
to activate the core, while a second coil (the 
moving one) is connected in the "B plus" I.F. 
lead. By carefully adjusting the spring tension 
and the position of the moving plates (which are 
normally at ^-maximum capacity) the effects 
of mis- tuning can be entirely done away with. 



NEW FRENCH "RADIO 
FURNITURE" 

(Continued from page 408) 
sta llation of radio equipment in homes has nat- 
ural limitations, especially when the radio 
listener rents or leases his dwelling or apart- 
ment. However, furniture with built-in radio 
equipment such as the examples shown is not 
limited by the possibilities of a changing resi- 
dence. 



USEFUL CIRCUIT IDEAS 

(Continued from page 406) 

HONORABLE MENTION 

REPLACING THE BH TUBE. This tube is 
quite expensive, but when the tube is used up 
it may be replaced very cheaply with an ordinary 
type 80. An adapter may be made as shown in 
Fig. 9 which enables the 80 to be put into the 
circuit very neatly. A tube base is used for the 
plug. Arthur Stein bkrg 



HONORABLE MENTION 

EXTRA AUDIO STAGE. When receiving a 
weak-station program it is often helpful to 
switch an extra A.F. stage into the circuit, to 
bring up the level so that it is easier to hear 
the station. In Fig. 10 may be seen the circuit 
that I use for this purpose. The second A.F. 
stage is always lighted, so that when the switch- 
es are thrown the signal comes in immediately. 

JOS. C. VlLLANDKIR 



HONORABLE MENTION 

TYPE 106 SPEAKER FIELD SUPPLY. The 
original copper-oxide rectifier units for RCA 
106 speakers run about $8.00 for replacements. 
By using the simple circuit shown in Fig. 11, a 
very effective field supply may be made for a 
few dollars. A power cord resistor may be used 
in place of R in the circuit. K. B. Young 
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NOW READY! 



VOLUME 2 

of the Official 

REFRIGERATION 
SERVICE MANUAL 




$CjOO 

POSTPAID 



The Only Complete Refrigeration 
Service Manual Ever Published 

The new volume of the OFFICIAL UBFIUORRATION 
BKRVICB MANUAL (Volume ID contain* entirely new 
service data and information of value to everyone inter* 
eatcd in rcfrltfcratUm. , 

Thin Manual forma a companion and supplement to the 
previous OFFICIAL II B F It I Q Bit A T 1 0 N SERVICE 
MANUAL (Volume 1). linee all data? in the 1935 volume 
are entirely new. 

The curve of sales of refrl pernors and replacement 
part* hu steadily Increased year hy year— even during 
depression years. It Is the one Industry to make this 
tirtijrress. Year by year sales Increases will soon place 
KrfrlKeration In rank with the automobile Industry In 
importance. 

Partial Contents in Second Volume of 

"Official Refrigeration Service Manual" 

Theory and Fundamental Laws 
Methods of Relri aeration 
Refrigerants. Lubricants and Brines 
Handling and Storage of Refrigerants 
Compression System of Refrigeration 
Liquid Throttle Devices 
Refrigeration Systems 

Electric Control Oevices , _ t . t 

Compressors. Types. Seals. Valves. Capacities 

Evaporators and Cooling Units 

Service Tools _ _ 

Commercial Unit Speclfleatlons 

Servicing Refrigeration Apparatus 

Servicing Low Side Float Valve Systems 

Servicing High Side Float Valve Systems 

Servicing Expansion Valve Systems 

Servicing Thermostatic Valve Systems 

Servicing Restrictor and Capillary Tube Systems 

Charging Systems with Refrigerant 

Electrical Service; Motor. Fuses. Hookups 

Estimating Refrigeration Loads 

OVER 350 PAGES 
OVER 300 DIAGRAMS 

Flexible, Looseleaf Binder 

This New Refrlceratlon Manual is printed on a Bpeclal 
Bible stock. This stork, although unusually thin, is ex- 
i-epdonally stronc and durable. U makes handling: of the 
book much easier. 

GERNSBACK PUBLICATIONS, INC. 

»» HUDSON STREET. NEW YORK. N. Y. 



MAIL COUPON TODAY 



NOVEL A.C.-D.C. 
PHONO.-P.A. SYSTEM 

(Continued from page 410) 
an even speed while a gear shift arrangement 
enables the turntable to be operated either at 
33,4 or 78 r.p.m. 

The phonograph pickup is of the crystal type 
giving true hurh-fidelity reproduction with only 
2 ozs. of weight on the needle. 

SPECIAL A.C.-D.C. AMPLIFIER 

The amplifier is the result of five years of 
development and experience with universal A.C.- 
D.C. units. The type 48 tubes, which are de- 
signed for use on D.C. t offered so much greater 
power output than any of the A.C.-D.C. types 
that some experimental work seemed to be well 
justified. The chief difficulty proved to be the 
lack of uniformity in the tubes which made it 
very difficult to match them up for use in a 
push-pull circuit without excessive A.C. hum. 
This was finally overcome by a balancing ar- 
rangement in the screen-grid circuit as shown in 
the circuit (patent applied for). By a simple 
screwdriver adjustment, hum from this source 
can be completely eliminated. Three stages of 
amplification are used. The first is a type 76 
tube resistance-coupled to a second 76 which 
feeds into the push-pull input transformer. 
The two 48s of course are used in the last stage. 
To obtain the greatest possible output (over 6 
W.) from these tubes, a 22Vfe V. "C M battery is 
used to furnish grid bias and to leave the full 
line voltage available for the plates of the tubes. 
Since no current is drawn from the battery, it 
lasts for well over a year. Two 26Z5 rectifiers 
are used with the output circuits connected in 
parallel. Extremely effective filtering is provided 
to eliminate A.C. hum ; 72 mfs. of filter capacity 
are used in connection with a choke and resist- 
ance filter circuit! 

AN EASILY-BUILT SHORT 
WAVE PRESELECTOR 

(Continued from, page 412) 
input level, the ratio of signal strength to tube 
noise is greatly reduced. 
LIST OF PARTS 



Name .... 
Address 
City 



Stat*. — 



GERNSBACK PUBLICATIONS, If*. RC-136 
99 Hudson Str«t. New York, N. Y, 

Oetitlemen:— Enclosed you will find my remittance of 
$5.00. for which send me one copy of the OFFICIAL 
KEKRHiKUATION SERVICE MANUAL (Volume II). 
I understand that thii book is to be ahlpoed to me 
POSTAGE PREPAID. 



OVERSEAS READERS! 

This book can be obtained from 
POWER CONTRACTS. Ltd. 
138 Southwark St., London, S.E.1. England 



One Miller 3 -tube preselector coil kit No. 302 
(kit consists of: 1, antenna coil. No. 302: 
I, R.F. coil. No. 302 : 1. R.F. choke coil. No. 
750; 1, 6P5T switch. No. 302; 3, dual trim- 
mer condensers. No. 35) ; 

One Miller metal cabinet, No. 302: 

One Miller dial. No. 150; 

One Miller preselector chassis. No. 302: 

One Miller variable condenser, 2 gang, 350 
mmf., No. 2102 ; 

Three Miller wafer sockets ; 

Two Miller tie points, No. 1510 ; 

One Staneor or General power transformer: 

One Staneor or General 15-hy. filter choke: 

One Solar electrolytic condenser, 4 mf., 450 V.; 

One Lafayette A.C. switch; 

One Lafayette double antenna binding post; 

One Lafayette triple antenna binding post; 

Two National Union tube shields with bases ; 

One Blan A.C. cord and plug; 

One IRC carbon resistor. 200 ohms, 1 W. ; 

One IRC carbon resistor, 16.000 ohms, 1 W. : 

One IRC carbon resistor, 20,000 ohms, 1 W. ; 

One Aerovox mica condenser, .002-mf. ; 

Three Aerovox bypass condensers, .1-mf., 400 V. : 

One RCA Radiotron, or Raytheon type 80 rec- 
tifier tube; 

Two RCA Radiotron, or Raytheon type 68 R.F. 
amplifier tubes ; 

Misc.: 2 screen-grid clips; 3 knobs; 2 ft., No. 
16 buss-bar wire; 10 ft hookup wire; hard- 
ware. 

Coil details for the preselector. 



ALL-METAL TUBES 
PRESENT NEW 
SERVICE PROBLEMS 

Headquarters for Tube 

Information Now Available 

To Radio Service Men 



.„ I NOT UStQ) M , » 
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DlftGPAMMATlC BOTTOM t"«5IS 
VtCWOt « POM S WON SWITCH -reii 
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Special to Service Engineers 

NEW YORK, N. Y.-The almost 
overnight growth in popularity of all- 
metal tubes has made the service man 
an indispensable factor in the mainte- 
nance of radio reception. 

The service man in turn must depend 
upon test instruments and service 
equipment as never before. The Radio 
Technician turns to a different manu- 
facturer for each make of set, in order 
to secure schematic diagrams and ser- 
vice hints; but when it comes to prob- 
lems involving the function of tubes 
in the radio circuit (no matter what 
standard type) he may submit his ques- 
tions to the HEADQUARTERS for 
Tube Information. 

Raytheon recognizes the radio ser- 
vice man's importance and is making 
every effort to cooperate: If you need 
up-to-date test instruments and effi- 
cient servicing equipment send for 
the Raytheon Broadside. It explains in 
detail how you can get them in tube 
deals. It's free! 

The 8th Edition Tube Chart includ- 
ing characteristics of "G" type and 
all-metal tubes is just off the press. A 
postal card will bring it to you. 

Tube Talks (including Tube Comple- 
ments with over 2,000 standard models) 
a big loose-leaf book is available at 
50^* (*this includes free service sup- 
plements to be issued periodically.) 

Finally if you have any tube prob- 
lems or questions write to the nearest 
address below. 

HEADQUARTERS FOR TUBE INFORMATION 
Raytheon Production Corporation 

90 East 42nd Street. New York, N. Y. 
66 Chapel Street. Newton, Massachusetts 
445 Lake Shore Drive, Chicago, Illinois 
666 Howard Street, San Francisco, Calif. 
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-.WHOLESALE RADIOS 
Mew 1936 CATALOG / 



■£^^\196 Pages Crammed With Bar- 
^ £3 \ gains at Lowest Wholesale Prices 



Just off I he Press! Over 50,000 items 1 
Kvery latest radio development. cury 
last minute improvement. Newest 
sets from 2-24 tuliea, parts, tuhes. 
kits, tools and accessories ; tf-irtt 
Wave and WUttnit h;qL||l -ii.> nt ; 
Nationally known lines. Quality 
api>ru\ed parts for all Hadio con- 
struction kils. Inn fn*i lie 
World's Largest Sioek ut Lowest 
WHOLESALE Prices and save 
Mottev. send coujmhi for your 
I'KKK copy of radio's latest, 
fatest Bargain Book. 



Parts Can b« 



auppUed for any kit 
described in this maftazine 
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i 
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• City State 



MIND POWER, 



Addr« 



A FREE BOOK 

Develop your personal, creative power! Awaken the 
silent, sleeping forces in your own consciousness. 
Become Master of your own hfe. Push aside all ob- 
stacles with a new energy you have overlooked. 
The Rosicmcians know how. and will help you ap- 
ply the greatest of all powers in man's control. Create 
health and abundance for yourself. Write for Free 
book. The Secret Heritage.'" it tells how you may re- 
ceive these teachings for study and use. It means the 
dawn of a new day for you. Address: Scribe S.L.Q. 

The Rosicmcians 

San Jose — AMORC— California 

*Tke RovJc rorlani «r» NOT • rril rlou* •rgMlntJoa" 



The Raco 339 All- Wave 3-Tube 

Direct 
Reading 
Signal 
Generator 

(M-I70O0 K.C. on 
f«ind»mrnlkU.> I % 
trcurtry on nil 
hftitdi 54 17000 K 
C all on funHn- 
mpntnl*. ])Lil c»l. 
ibr tto<J i n both 
mncri and kiJo- 
cyeln moduUted 
or unmodulated at 
will by mrnn» of 

ZH.'Sa??' " >n Ktf ~ t J?j re "* 1 1 operation ( A.cf— TvC?* "ifcctrVn 
^td*d (.cnwation The 33M ha. a ACS R.F. o^illator. a 37 recli- 
v£ u i k° thnt 1 C P "T 1 ° n th * P l » te . whH» i»iod»lati»n U 
K^T.i inrtii V * i n *°*» ™»««Oon owill»tor at a freoumcy nf 

??kii l «2S? *& cI ** Wiwd. tMted. ca ik.raifd. with Clfi AA 
tub*. (8O6, 37, noon). Net to ServWmen. .V. . 7. ... *l0«UU 

RADIO CONSTRUCTORS 
LABORATORIES 





136 llbefty St., W. Y. C. N. Y. Dept. RC4 



EVEREAD V SERVICE CEMENT 

HH Th* Qtifpnjl Sp«iakar ClITHIlt 11 




Thia ia th« he»t cement fur replacing SpeuLer 
Cone*, or repairing old rattling or torn conea. 
1 1 can be uard for other Kmlio work, euch aa 
aealing adjuatmenta, cementing tooae b« 
bae*» ete I| ia. Vibration Proof and Faal 
1 Irving. Aak for it by name, at your lohhera 
if he can not atipply ynu. write ue Send for 
large circular of other Sen ice Aide. Llat 
Price. 50e. per large bottle. 



General Cement Mfg. Co.. Rockford, Illinois 




RADIO ENGINEERING 

BCA. Institutes offers an Intensive course of htoh 
J standard embracing all phases of Radio. Practical 
training with modern equipment at New 
l York and Chicago schools. Also specialized 
1 courses and Home Study Courses under "No 
obligation" plan Catalog. Dept. RT-36 

RCA INSTITUTES, Inc. 

75 Virtt St, Nn Ywk. 1154 Mtfdundlsi Mart, CMcafi 

Recognized Standard in Radiu Instruction Since 1909 



THE LISTENING POST FOR 
ALL- WAVE DX-ERS 

(Continued from page 409) 
stations are fairly well heard throughout the 

I winter. The reception of European stations ia 
almost unknown on the Pacific coast, although 

I there have been cases of such reception re- 
Ported. South American stations are rarely 
heard in the early evening hours, but are quite 
well received on special broadcasts after the 
Pacific Coast stations have signed off for the 

I night. 

I EUROPEAN DX RECEPTION TABLE 



TIME IS EASTERN STANDARD 
Week Davs 



Station Iiocation Kc. 

Budapest, Hutignry 544.0 
Bernmunstcr, 

Switzerland 556 
Athloue, Irish Free 

State 565 

Stuttgart, Germany 574 

Grenoble, France 583 
Vienna, Austria 5M2 
Florence. Italy filO 
Brussels 1, Belgium 61U.5 
LisUm, Portugal 

(Emissora Nae.) 620 
PraEue.Czccboslovakia 638 
byons I^a Doun .France 648 
Cologne, Germany 657.6 
N»rtfi Regional, tit. 

Britain 
Sot tens. Switzerland 
Paris ITT, France 
Stockholm, Sweden 
Rome. Italy 
Seville, S|Ktin 
Munich. Germany 
Marseilles. France 
Scot f ifth Itegitiiial, Gt 

Britain 
Toulouse. France 
Leipzig, Germany 



KW. 
120 



a.m. p.m. 
12:45-0:15 



Suti, lays 
a.m. p.tti. 
3:15-7:00 



100 6:00-4:30* 



6<>8 
677 
6i« 
704 
713 
731 
740 
749 

767 



785 

Barcelona. Spain 75)5 

Lwow, lVhml 7i>6 
West Regional, Gt. 

Britain 80 4 

Milan, Italy 8U 

Bucharest. Rumania 823 

Moscow. I'.S.S.R 832 

Berlin, Germany 81) 

Slrasl>ourg, France 85«> 

Italian. Polaml 868 
London Regional, (it. 

Britain 877 

Graz, Austria 8X»i 

Hamburg. Germany *.M)4 

Toulouse, France 

(Radio Toulouse) 913 

Brtio, ( 'zechoslovakia 022 

Brussels II. Belgium 931. 
Algiers, Algeria, North 

Africa 941 

Gotchorg, Sweden 911 

Breslau, Germany 950 

Pnste Parisicn, France 959 
Genoa, Itarv 986 
Hilvcrstim, Holland 995 
Bra i islava, Czecho- 
slovakia 1,004 
Midland Regional, Gt. 

Britain 1,013 
1 1 oils berg ( Ko nigshcrg) 

Germany 1,031 

Rennes, France 1.040 
Scottish National, Gt. 



60 
100 

15 
120 
20 
15 

20 
120 
100 
100 

50 
50 
100 
55 
50 

100 
5 

50 
100 
120 



50 
50 
12 
100 
100 
35 
16 



60 
32 
15 



10 

60 

100 
10 
20 



8:30-0:00 
1 1 45 ii.iii - 

8:00 
3:00-5:30* 
3:10-7:00 
1:30-5:30" 
6:55-6:00 

7:00-7:00 
12:30-5:30* 

2:15-6:00 
12:00-6:00 

5:15-7:00 
6:30-4:30 
3:00-0:30* 
1 :45-5:00 
1:30-5:30* 
2:30-4:30 
12:00-6:00 
2:15-5:00* 

5:15-7:00 
3:30-5:30* 
11:50pm.- 
6:00 
2:15-7:00 
1:00-0:00* 

5:15-7:00 
l:3f)-5:30 
6:1)0-5:30 
9:00-4:30 
12:00-«:(M) 
5:15-7:00* 
1:00-6:00* 

5:15-7:00 
3:10-7:00 
11:40 !>.m.- 
6:00 

3:00-7:30 
12:(K)-5:30 
6:57-7:00 

8:00-6:00 
1:15-5:00 
11:00 p.ni.- 
6:0!) 
2:10-6:00 
1 :30-5:30 
2:40-(i:10 



134 12:00-5:30 
50 5:45-6:15 



Britain 
Ban. Italy 
Bonleau x-La fayet t e, 

France 
Madrid, Spain 
Madona, Latvia 
Moravska Ostrava, 

Czechoslovakia 
Radio Normamtic, 

Fecamp. France 
Horby, Sweden 
Turin, Italy 
London, North and 

West Nationals 
Monte Ceneri, 

Switzerland 
Frankfurt, Germany 

Radio PTT Nord. 

France (Lille) 
Trieste, Italy 



1.050 
1,050 

1,077 
1.095 
1.104 



40 

50 

20 

35 
10 
50 



11:00 p.m.- 
6:00 
3:00-5:30* 

5:45-6:15 
1:30-5:30* 

3:00-5:30* 
3:00-7:00 
12:00-4:30 



8:00-0:00 

12:00-8:0) 
3:00-0:00 : 
2:15-7:00 
3:10-5:30 
4:45-7:00 

7:00-7:00 
12:30-5:30 

2:15-6:00 
12:0OHi:(Mi 

7:30-5:45 
3:55-4:30 
3:00-6:00 
3:00-. ! i :(M1 
3:35-5:30* 
2:30-1:31) 
12:00-0:01) 
2:15-6:30 

7:30-5:30 
3:30-5:30 

12:(HMi:0il 
2:1.5-7:00 
1:00-6:00 

7:30-5:45 
3:30-5:30 
4:30-6:30 
9:00-1:30 
12:00-7:00 
4:30-7:00 
1:00-6:00 

7:30-5:45 
2:15-7:00 

12:0!M:0') 

3:00-7:30 
12:30-5:30 
5:00-7:00 

7::«)-6:00 
3:lMr-.n:00 
11:00 pjiu- 
6:00 
2:10-6:00 
3:10-5:30 
3:10-6:10 

12:30-5:30 

11:30-5:45 



12:00-6:00 
3:00-5:30 

1 1 :30-5:45 
3:3.5-5:30* 

3:00-6:00* 
3:00-7:00 
2:00-5:00 



1,113 11 12:00-5:30* 12:30-5:30 



1.113 
1,131 
1,140 



1.167 
1.195 



1,213 
1,222 



10 
10 



2:00-9:00 
1:45-5:00 
1:30-5:30* 



20 5:45-6:15 



60 
10 



6:00-5:00 
11:45 p.m.- 
8:00 

3:00-5:30* 
1:30-5:30* 



2:00-9:00 
3:00-5:00 
3:10-5:30* 

11:30-5:45 

4:30-4:30 

12:00-8:00 

2:30-6:00* 
3:10-5:30* 



NOTE:— ^Means approximate sign off. Irregular because of 
Concerts. 

RADIO-CRAFT'S FOREIGN DX 
SCHEDULE DEC-JAN. 



Sun. 



Dec. 1. CP4, 
2:00-3:00 am 



La Paz, 
E.S.T. 



Bolivia. l,040kc. 



Address: Compania Radio Boliviana, Casilla 
637, La Paz, Bolivia. 
Mon., Dec. 2. RV39, Moscow, U.S.S.R., 832kc, 
1 :30-2:30 am E.S.T. 
Address: R. Siglin. Comite de Radiodiffusion, 
Petrovka No. 12, Moscow, U.S.S.R. 
Sun., Dec. 8, CMKC, Havana, Cuba, l,250kc. 
2 :00-3 :00 am E.S.T. 
Address: Radio Emisora, CMKC, Apartado 
466, Santiago de Cuba. 
Sun., Dec. 22, CMKC, Havana. Cuba, 1,250 kc, 

1:00-2:00 am E.S.T. 
Sun., Dec. 22. Radio Strasbourg, France. 859k c, 
1:30-2:30 am E.S.T. 
Address: Radiodiffusion National, Association 
Radio Strasbourg P.T.T., Strasbourg No. 
63. Strasbourg. France. 
Tues.. Dec. 24, I1TO, Turin, Italy, 1,140 kc, 
7k\v„ 1:15-1:45 am E.S.T. 
Address: E.I.A.R., Via Arsenale 21, Torino, 
Italy. 

Jan. 1, XEPN. Piedras Negras, Coah. 
Mexico, 590kc, 2:00-9:00 am E.S.T. 
Jan. 5, CMKC. Havana, Cuba, l,250kc, 
2:00-3:00 am E.S.T. 



Wed.. 



Sun., 



HIGH FREQUENCY HIGH-LIGHTS 

DJB, Zeesen, Germany (15.2) is broadcasting 
the Eastern Asia program simultaneously with 
DJA. and DJE from 10 :30-ll :30am E.S.T. with 
a N.A. beam. 

SUZ, Cairo. Egypt (13.82) was heard plainly 
in many parts of the United States on Sunday, 
Oct. 6th. from 11:50am to 12:35pm E.S.T. upon 
the occasion of their transmitting a special pro- 
gram from Cairo to the British Broadcasting 
Corporation in England via Rugby station GBB 
on (13.59). 

The world's most powerful short-wave station 
nearing completion at Villejust Seine-et-Oise, 
France with a power of 150.000 W. was sched- 
uled to take the air officially on October 15th. 
The new station plans a complete empire broad- 
casting service similar to Da vent ry. which will 
include a daily program in English beamed on 
North America. 

A new station HRN. located at Tegucigalpa, 
Honduras, is now on the air nightly from 8:00- 
10:00pm E.S.T., and with a special hour for 
North American listeners on Sundays. HRN" 
broadcasts simultaneously on 5.875mc, and 
l.IOOke. 

Setior Edgar Anzola's short-wave station 
"Broadcasting Caracas," YV2RC, Caracas. Vene- 
zuela has been testing on a new frequency of 
5.8mc. This frequency will be retained in the 
future if it proves more satisfactory than their 
former frequency of 6.112mc. 

That tricky jungle station OPM, one of the 
most sought for DX goals, is being heard quite 
frequently of late between 1:30 and 2:30am 
E.S.T. OPM is on (10.14), and located in 
Leopold vi Me, Belgian Congo, Africa. 

Commercial Station YVQ. Radio Nacional, in 
Maracay, Venezuela (6.67) is on each Saturday 
night from 8 :00 to 8 :30pm E.S.T. relaying 
short-wave station YV2RC. Station YVR, in 
Maracay (9.15) occasionally relays the same pro- 
gram. 

WOR after dickering with the Federal Com- 
munications Commission for several months 
has finally decided that it will not put the 
rumored short-wave relay W2XHI on the air 
after all. 

IRG, Massaua. Eritrea in the middle of the 
War Zone may be heard working JVH, Naxaki, 
Japan, Mon., Wed., Fri., between 5:00 and 
7:00am E.S.T. (IRG is on 14.74mc), according 
to Joe Stokes DX commentator at radio station 
KDKA. 

Two rare and interesting DX goals are the 
Southern Rhodesia n short-wave stations at 
Salisbury (6nic. ) on from 1:15-3 :15pm Tuesday; 
10 :00am-10 :45am, and 11 :00a m-1 2 :00am noon 
on Friday, and the other station located at 
Hulawayo on 6.147mc, with the same broad- 
casting schedule. 

Mr. Kuramochi, of the Kokusai-Denwa Kaisha 
Ltd., Tokyo, Japan, is very anxious for reports 
on the special transmissions of JVH, Nazaki, 
Japan (14.6) between 4:00 and 5:00pm E.S.T. 
on Monday, and Thursday. This particular 
transmission has been put on experimentally 
since June 20th, on an antenna beamed espe- 
cially on the east coast of North and South 
America. It is hoped shortly to establish a 
regular permanent schedule for these sections 
of country. 

HCJB, Quito, Eucador has changed its fre- 
quency to approximately 8 :47me. 
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AIR CONDITIONING 

is America's Next Great Industry 

THE Idea of etMtrielans. radio service, men and other 
■mechanically Inclined men servicing Air Conditioning 
and Refrigeration Units Is sell-evident and the thought 
has occurred to soma untold thousands ever since air con* 
ditioning equipment has been installed In public auditori- 
ums, theatre*, studios, department stores, office buildings 
and manufacturing plants. Tho tremendously broad possi- 
bilities in this new industry are bound to give employment 
and success to men (ar -sighted enough to see Its advance* 
ment and development. 

Well-known Engineer Edits Manual 

The OFFICIAL AIR CONDITIONING SERVICE 
MANUAL is edited by L. K. Wright, an expert and a 
leading authority on air conditioning and refrigeration. 

In this Air Conditioning Service Manual nearly every 
page is illustrated; every modern installation and Indi- 
vidual part carefully explained: diagrams furnished of all 
known equipment: special care given to the servicing and 
installation end. The tools needed are illustrated and ex- 
plained: there are plenty of charts and page after page 
of service data, 

CONTENTS IN BRIEF 

History of Air Conditioning: Fundamental Laws: Meth- 
ods of Refrigeration: Ejector System of Refrigeration; 
Compression System of Refrigeration: Refrigerants: Lu- 
bricating Oils: Liquid Throttle Devices: Servicing Ex- 
pansion and Float Valves; Servicing Refrigerating Sys- 
tems: Control Devices: Thermodynamics of Air Condition- 
ing: Weather In the United States; The Field of Air 
Conditioning: Insulating Materials: Heat Transmission 
Through Walls: Complete Air Conditioning Systems; Es- 
timating Requirements for the Homo, Small Store. Res- 
taurant: Layout of Duet Systems; Starting Up a System; 
Operating and Servicing Air Conditioning Systems! Air 
Filtration. Ventilating and Noiso Eliminating Devices: 
Portable Electric Humidifiers and Room Coolers; Auto- 
matic Humidifiers; Air Conditioning Units for Radiator 
Systems and Warm Air Systems: Central Conditioning 
Units, etc. 




i 



352 Pages 
600 Illustrations 

9x12 Inches 

Flexible, Loose-Lea] 
Leatherette Cover 

$522 A copy 



(Send remittance by check, money order or 
unused U.S. Stamps. Register letter if it 
contains stamps or currency.) 
GERNSBACK PUBLICATIONS, INC. 
99R Hudson Street New York, N. Y. 




Something NEW! 

WEATHER 
FORECASTER 
AND 
HUMIDITY 
TESTER 

"HYGROSCOPE" 

The Ace of Weather 
Forecasters 

When placed in a well-ventilated room 
or in the fresh air, the HYGROSCOPE 
foretells coming weather conditions from 
eight to twenty-four hours in advance. It 
also accurately records outdoor humidity, 
and when placed inside it gives the humid* 
ity within the house or room. 

The HYGROSCOPE is automatic «elf -adjust- 
able, simple American-precision made. It can- 
not get out of order at any time. The dial 
measures 2*4''. is enclosed in a 6" round hard- 
wood case, with either walnut or mahogany fin- 
ish. It is attractive for desk or livinfc room. 

OUTSIDE DIAL FORECASTS WEATHER 

Fair — rain — or changeable is indicated on the 
outer dial when the HYGROSCOPK is placed 
in a well- ventilated room or out-of-doors. If 
indoors, place the instrument near an open 
window. 

INNER DIAL SHOWS THE HUMIDITY 
CONTENT 

The HYGROSCOPE also acts as a hydrometer. 
Numhers on the inner dial indicate the decree 
of humidity present in the air and in artificially 
heated rooms. 

SEND YOUR ORDER NOW! Get your HY- 
GROSCOPE today. Your remittance in form 
of check or money order accepted. If you send 
cash or unused U. S. Postaise Stamps, be sure 
to register your letter. Also speci- cX*f"%Stf\ 
fy if you prefer the HYGRO- ^ XUU 
SCOPE in Walnut or Mahogany. p553d"™ ' 

GRENPARK COMPANY 

D«pt. RC 138 

99 Hudson St. - New York, N. Y. 



AN "ACORN"-TUBE V.-T. 
VOLTMETER 

{Continued from page 415) 
ready for assembly. Also, the design has heen 
so well thought out that no complicated as- 
sembly is necessary. It might be well to point 
out that, since this is a precision type of in- 
strument, clean, well-soldered joints throughout 
are absolutely essential, if accuracy is to be 
maintained. Any points of doubt in construction 
can be dispelled by reference to the drawings 
(Figs. 1 and 2) which are self-explanatory. 

The meter is so well bypassed that calibration 
made at 60 cycles will hold true at 25 nics. The 
simple calibration circuit shown in Fig. 3 will 
be found quite adequate. It will be necessary 
to use as accurate a meter as possihle across 
the A.C. circuit, in order to obtain accuracy of 
calibration in the finished instrument. Since 
each instrument is individually calibrated, any 
sensitive meter may be used with the meter it- 
self, hut it should not be of higher scale reading 
than 500 microamperes. 

Calibration charts should be made for each 
instrument, since they vary somewhat; they 
should approximate Fig. 4 fairly closely. 

To make the charts, it is simply necessary 
to connect the calibration circuit to the probe 
terminals, and vary the potentiometer to get 
even scale readings on the A.C. meter, then 
mark the corresponding readings of the meter 
of the V.T.-V.M. circuit on the chart paper. 
The meter may of course be calibrated at any 
frequency higher than 60 cycles, but the latter 
is the most readily available. 

Before turning the instrument on at any time 
it will be advisable to turn the bucking controls 
so that the meter will not be deflected off-scale. 

LIST OF PARTS* 



One 2,000 ohm wire-wound resistor, Rl ; 

One 50,000 ohm wire-wound resistor, R2; 

One 10,000 ohm wire-wound resistor, R3 ; 

One 40,000 ohm potentiometer, R4 ; 

One 2,000 ohm potentiometer, R5 : 

One dual 500 mmf. cond., CI, C3 ; 

One 10 mf. electrolytic cond., C2; 

One D.P.S.T. toggle switch, Sw. 1 ; 

One S.P.D.T. toggle switch, Sw, 2; 

One 5-prong bakelite socket ; 

One 5-prong plug; 

One control unit box ; 

One control unit panel; 

One "acorn*'-tube socket ; 

One "acorn"-tube housing: 

One ruhher housing insulation; 

Two potentiometer dial plates ; 

Two potentiometer dial knobs; 

One shielded 4-wire cable; 

One rubber grommet ; 

AH necessary hardware, wire, etc. 



♦The above parts are supplied in the I.C.A. 
kit. The following accessories also are needed: 
One microammeter 0 to 500 (or less) micro- 
amperes, M ; 
One R.C.A. Radioiron type 954 "acorn" pen- 
tode, V; 

Four dry cells (or other 6 V. filament source) ; 
One 67.5 V. M B" battery for plate supply; 
One 22% V, battery for bucking voltage. 



Fig, 4. 
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Approximate calibration curves for the 
V.-T. voltmeter. 
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radio Obtainable. I\ set 01 rare aiscin«."u», 

and artistically perfect, the Ro ya I e offers over 

features . . . assuring a luxurious and idealised typ 



THIS super radio-musical instrument was created* 
for those discriminating and exacting few wrio 
insist on the finest, most beautiful, most precisely built 
idio obtainable. A set of rare distinction, musically 

100 
type of 

brilliam,sparki;ng,guaranteeo' world-wide performance 
, . . heretofore unattainable. It is today's only "aged 
radio .offers 6 tuning ranges ... 4H to 2400 meters. . .etc. 
This 24 - tube achievement out- 

terforms other receivers. Assures 
Unlimited Scope Full Fidelity 
Audio range is 20 to 16,000 cycles 
per second . . , 40 watts undistorted 
output. Fully guaranteed for 5 years 
. . . absolute satisfaction assured 
The 30-day FREE Trial Offer en- 
ables you to try the Royale in your 
own home, without 
obligation. Write for 
literature now or mail 
coupon TODAY 





EOrALE RADIO CCAr«D/ 

(Division Midwest Radio Corporation) 

D«pt. 206G, Clsaelnaall. Ohio. 

Without obligation, send me literature describing 
Custom-Built 24-Tufce 6-Tuning Rangr. Royale 
Radio... and details of your SO-day Free Trial Plan. 

Name 



Street.. 



7\ 



... State... 
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A-C-RAD 10 
TELEVISION 

EVERY ELECTRICAL 
SUBJECT COVERED 

NEW i&ifcV?' A P p, ,'* d JS* ,, K , 1 ,Jr h »»»*ht H*M d«»n to <l*tc with 
XrZj? »BPP l •? ,^l^n, •°!»** e I l f,J,J L "WfH. 10 hi« Volume* *nd all 
•hipped FUEL lor examination. See •i«*rul offer hrlim. 

BIG FIELD! Big Demand! 

Big Pay! M * n whn understand elec- 
tricity are urgently needed 
right now in thousand* of industries. 
Autos, airplanes, machine tthopK — practi- 
cally every industry depends on electricity 
and men who know this subject make big 
money. Pleasant, fascinating work, easy 
to learn and do. Send coupon for a set of 
these books for FREE examination. 
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IRC INSULATED Resistors 
bring you EVERY advantage of 
the famous Metallized resistance 
principle PLUS full, high voltage 
insulation. No danger of shorts 
or opens. Smaller — lighter — vi- 
bration-proof — moisture-proof 
I — BOTH color coded AND marked 
with range and value. Featured 
by leading jobbers. 

International Resistance Co. 

Philadelphia, Pa. — Toronto, Canada 



BIG 1936 WHOLESALE 
CATALOG 

FREE 

1(!4 Pases — Radio, 
Kleetrieal unit Hvfrlg- 
erathm Kqiiipmeiit at 
lowest prices. A catalog 
of great value to every 
dealer, serviee man 
aud aniatenr. Com- 
plete sets, parts, atlia* 
teur ami cuniiiierelal 
apparatus. Write to- 

BURSTEIN-APPLEBEE CO. 

1012-14 McGe«St.. Kansas City, Mo. 




■STOP GUESSING! 

Radio aenice Is easy when you know just where to 
look for the trouble. A < III ('KKKH trouble- 
graph and repsir-pricer eliminates guess-work In 
what is wronR and what to charge. Used by pro- 
gressive servicemen everywhere. Price 50c post- 
paid. (No Stamps.} 

PAUL G. FREED 
Publishing Division R 
5053 Baltimore Ave.. Philadelphia, Pa, 




NEW "SPHERICAL" MICRO- 
PHONES ARE NON-DI- 
RECTIONAL 

(Continued from page 410) 
by the presence of the microphone, and as a re- 
sult the pressure at the face of the microphone 
will not be the same as it was before the mi- 
crophone was placed in position. This change 
in pressure caused by the presence of the mi- 
crophone is largely an effect of diffraction. It 
is limited to the higher frequencies, varies with 
the frequency, and is a function of the size and 
shape of the microphone and the direction from 
which the sound waves approach the microphone. 
Because of this, previous microphones have 
shown a marked directional effect, which not 
only varied with the angle of sound incidence, 
but for any one angle varied greatly with fre- 
quency. 

This varying in response with direction and 
frequency results in a distortion of the output. 
In many cases — such as when used as a pick-up 
for large orchestras or choruses, or in sound 
picture studios — the sound reaching the micro- 
phone directly is only a small part of the total. 
The major part of the sound reaches the dia- 
phragm only after one or more reflections from 
the walls of the room. As a result most of the 
sound arrives at the microphone from directions 
other than the normal one. If the response in 
these various directions differ, the output of the 
microphone will not truly represent the sound 
at the point of pick-up — and this, of course, is 
distortion. In the new microphone this direc* 
tional distortion is so slight as to be imper- 
ceptible. 

The directional effect for a previous type of 
moving coil microphone is shown in Fig. 1 for 
3 angles. At 10,000 cycles the difference in 
response between certain angles is 20 db., and 
at 5,000 cycles may be over 15 db. In the new 
microphone this variation has been greatly re- 
duced, as shown in Fig. 2. At 10,000 cycles 
the maximum difference in response for any two 
directions is only about 5 db., which is imper- 
ceptible to the ear. Moreover the new micro- 
phone is designed to be mounted so that its 
diaphragm is horizontal, and thus its response is 
perfectly uniform for all horizontal angles. The 
very slight residual directional effect exists only 
in the vertical plane. When it is used for pick- 
ing up addresses or other sounds arriving only 
in the horizontal plane, there is no directional 
distortion whatever. 

"MIKE" V 2 -\K IN DIA. IS IDEAL 

This great improvement has been made pos- 
sible by extensive study of the causes of the di- 
rectional effect and the possible means of avoid- 
ing it. The directional effect is largely a func- 
tion of the size of the microphone relative to 
the wavelength of sound. It might be avoided, 
therefore, if the microphone could be made small 
enough, but calculations showed that to make 
the effect negligible at 10,000 cycles, the instru- 
ment would have to be approximately ^-in. in 
diameter. While a microphone of this size could 
have been built its output would be consider- 
ably less than for the larger instruments, which 
is objectionable in a microphone designed for 
general broadcasting and sound picture use. The 
size of the new microphone was reduced, there- 
fore, only to the point where a satisfactory out- 
put could still be obtained, and the remaining 
tendency to directional distortion was overcome 
in the design — chiefly by employing a spherical 
shape and by using the acoustic screen mounted 
just in front of the diaphragm. 

In many of the earlier types of microphones, 
the cavity in front of the diaphragm introduced 
an undesirable resonance. In the new micro- 
phone this resonance is controlled by the design 
of the protective grid, which is that part of the 
outer shell directly in front of the diaphragm. 
Instead of being the source of undesirable dis- 
tortion, the grid and cavity have become a valu- 
able aid in improving the response of the in- 
strument at very high frequencies. This grid 
also incorporates a screen to prevent dust ami 
magnetic particles from collecting on the dia- 
phragm. 

PISTON ACTION IMPORTANT 



quencies has proved in the past to be a very 
difficult problem. This problem has been solved 
quite satisfactorily in connection with the new 
microphone. No evidence of vibrating in other 
modes (Chladni figures, for instance — Editor) 
is shown by the diaphragm below 15,000 cycles. 

The acoustic screen that compensates for the 
directional effects is mounted over the grid in 
front of the diaphragm, and is thus an addi. 
tional protection for the diaphragm. This places 
it in a vulnerable position, however, but it is 
designed to withstand considerable shock and 
the acoustic screen itself is a separate unit and 
easily replaceable. The terminals of the mi- 
crophone are provided in the form of a plug 
recessed in the housing behind the microphone 
unit. This arrangement provides protection for 
the terminals and conceals the connecting jack. 

Thorough-going research and development 
studies have thus not only made it possible to 
provide a microphone that is smaller, more easily 
handled, and more attractive in appearance than 
previous types, but have extended the frequency 
range and reduced the directional effects to a 
point where they are imperceptible. Its con- 
venient form and desirable characteristics make 
the new microphone suitable for practically any 
type of service. 

(This concludes a discussion, of the dynamic- 
type — moving coil— microphone, by R. N. Mar- 
shall, member, technical staff. Bell Tel. Labs. 
The following data, by another writer, discusses 
the aatafie-type— Roc hell e salt crystal— micro- 
phone. — Editor ) 

"ASTATIC" OR CRYSTAL-TYPE 
NON-DIRECTIONAL MICROPHO NE 

An announcement of unusual interest to mi- 
crophone users is the recently completed de- 
velopment of a "spheroid** crystal microphone 
with remarkable new performance and construc- 
tional features. The "Spheroid" is a product of 
Shure Brothers Company. 

As may be inferred from the name, the new 
microphone has the form of a sphere, and is 
only 2*4 ins. in dia. (See the "mike" at lower 
right.) Sound enters the unit through a hori- 
zontal annular slot, and because of this sym- 
metry of construction, pick-up is perfectly non- 
directional throughout a complete angle of 360 
deg. 

The frequency characteristic of the "spheroid*' 
provides true high-fidelity reproduction with a 
wave-response within 5 db. from 40 to 10,000 
cycles. Due to the complete absence of hori- 
zontal directivity, this frequency response char- 
acteristic is not changed for sound approaching 
from any direction in the horizontal plane. 

The "spheroid" is the first crystal microphone 
which combines high output level with non-di- 
rectional high-fidelity wave response. The crys- 
tal element is a newly-developed "Grafoil" bi- 
morph (licensed under patents of the Brush De- 
velopment Company) which is cantilever sup- 
ported and driven by a specially-shaped, highly 
efficient, small dural diaphragm, horizontally en- 
closed within the instrument. This diaphragm 
and crystal system produces an output level of 
approximately minus 55 db.. (which is believed to 
be the highest output ever obtained from any 
commercial high-fidelity crystal microphone, ex- 
ceeding that of twenty-four cell assemblies). The 
"grafoil' * crystal is especially advantageous, 
since it increases the internal capacity and re- 
duces cable losses in addition to providing some- 
what higher output. 




I, above. Response of ordinary dynamic mike. 
Fig. 2, below. Response of new mike. 



The inherent loss due to the reduction in size 
is partially offset by making the diaphragm light 
in weight and of very low stiffness. It is very 
important that the diaphragm should vibrate as 
a simple piston throughout the entire range. 
To secure such action over a wide range of fre- 
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SERVICING THEATRE SOUND 
SYSTEMS 

(Continued from page 411) 
very necessary in obtaining maximum frequency 
response from any amplifier and in replacing 
such parts he sure that these parts are properly 
matched. The output of circuits as in Fig. 7D, 
are usually resistance-capacity coupled directly 
into the first stage of the A.F. amplifier. 

FADER TROUBLES 

Faders are used in practically all high priced 
equipment installations and are quite advantage- 
ous to the creation of the "Perfect Illusion." 
They consist of resistance stages to gradually 
lower the output from the ht-ad amplifier to the 
A.F. amplifier. At dead-center {where the sound 
is completely cut off from both units) is the 
change-over switch, that is, the S.P.D.T. switch 
used to change the exciter lamp voltage from 
one machine to the other. Some faders also 
have a shunt switch at dead-center. This is 
across the A.F. amplifier output and closes just 
before the exciter line is opened. It remains 
closed until the exciter line to the other unit is 
closed, then opens, providing a silent change- 
over. 

Most fader troubles can be traced to bad con- 
tact between the movable arm and the stationary | 
contact points. Adjustable spring tension is 
provided-for in most fader arms. After the 
contacts are faced off with a fine, flat file and 
fine sandpaper, the arm spring adjustment may 
be made until the proper amount of tension 
for good contact is provided. 

Faders in most installations arc provided with 
an extension or remote control. If not properly 
installed they will cause a pull on the fader 
proper, making a tighter contact on one side 
than on the other and eventually wearing the 
points down so that contact will be made only 
on the "high" side. This can he easily checked 
by rotating the fader and sighting along each 
point of contact. When necessary, line-up the 
extension or the fader body with shims until 
no drag is placed on the main unit. 

Fader resistance trouble may be traced to open 
sections of wire on the forms, and to corroded 
or poorly-soldered joints. In the case of vital- 
ized resistors the wire will sometimes corrode 
under the coating and cause an arcing or fry- 
ing noise in the sound ; or possibly open up and 
"kill" the sound at some points on the fader. 
Earlier fader equipment came with a D.P.D.T. 
switch (film-disc). In some instances the writer 
has found the small contacts corroded enough 
to allow no sound at all to pass through. The 
best remedy for this sort of trouble (when both 
sides of the switch are not used) is to remove 
it from the circuit, or bridge it across. 

OTHER TROUBLES 

In the latter, smaller amplifiers, the preampli- 
fier, changeover, volume control and A.F. ampli- 
fier are all built into one case, the volume con- 
trol and change-over switch being separate units. 
Volume controls are generally in the grid cir- 
cuit and in the first or second stages — the 
change-over being merely a S.P.D.T. switch for 
the exciter lamps. With such change-overs, there 
is likely to be a sudden "cutoff" of sound from 
one machine and a sharp "comeon" from the 
other. This is due to a smalt amount of time 
required for the second exciter filament to heat 
sufficiently to energize the P.E. cell. An exciter 
lamp of lower watts rating will decrease this 
time lag but may increase the amount of A.C. 
hum. 

With the smaller amplifiers using a very high 
degree of gain in the first stage, there is likely 
to be a noticeable hum at normal volume levels. 
This may be due to A.C. on the exciter lamp 
filament and to the background noise from the 
first stage, that is, electronic space-charge dis- 
turbance within the tube itself. Thorough bond- 
ing of all units to a common, good ground will 
help, as well as making the P.K. cell cables as 
short as possible. Defective cables will cause 
considerable loss in the high A.F. transmission 
even in short lengths. When replacing such 
cables be sure that they are properly grounded 
both electrically and mechanically at both ends. 
Ungrounded cables rubbing against grounded 
equipment will cause considerable noise in the 
sound. 

CORRECT PL CELL VOLTAGE 

If the amplifier provides PE. cell voltage ad- 
justments, the technician might try operating 
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STENTORIAN 3 
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SERVICING THEATRE SOUND 
SYSTEMS 

(Continued from page 437) 

the cells at a higher voltage so that the volume 
control proper could be turned back a little and 
still provide normal volume. However, too much 
voltage on the cells will cause ionization. This 
can be detected by the bluish haze Within the 
tube. Overloading the cell in this manner tends 
I to shorten its life, causes mushiness and distor- 
I tion and if overloaded too much, results in mo> 
• torboating in the sound output. Also try differ- 
I ent tubes in the first stages to get the back- 
ground noise to a minimum. 

One popular make of low-priced equipment 
Uses a 3-gang change-over switch with a common 
shaft. The front bearing for the shaft is usually 
grounded directly to the chassis. One circuit re- 
turns to ground through the shaft and through 
the bearing. In some instances the shaft has 
become sufficiently coated with oil or corrosion to 
form a hk'h-resistance path to ground, pausing 
a high-pitched whistle in the sound. Hondimj 
the shaft directly to the chassis with a flexible 
pigtail lead will permanently eliminate the trou- 
ble without taking the switch apart and clean- 
ing the bearing and shaft. 
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THE A.F. AMPLIFIER 

Audio frequency amplifiers are of the same 
basic construction and should not offer any 
Kreat difficulty in servicing them. They are all 
composed of transformers, chokes, condensers, 
resistors and tubes and may be dealt with ac- 
cording to the methods used in servicing other 
similar equipment. 

In replacing high-leakage or shorted ron- 
densers the main thing is to have the correct 
capacity with sufficient safety factor in the 
working-voltage rating. With resistors, the chief 
concern is the safety factor on the power rat- 
ing, so that the res is I or will dissipate the beat 
without^ overload. Great care should be used 
on A.F. transformer replacement to see that 
the stage* are properly matched, especially the 
input and output transformers. 

Sufficient current carrying capacity is very 
important in power transformer replacement in 
order to insure against burnouts: also sufficient 
primary laps to compensate for liue-vo]tage 
variation. Another important item in power 
transformer replacement is the proper primary 
winding for the specified A.C. voltage rU0- 
220 V.I and frequency i2:;-60 cycles I. Kilter 
choke replacements require correct inductance, 
as well as ability to safely pans the circuit cur- 
rent. 

Rectifier and output tubes should be watched 
closely for signs of weakness. When power 
tubes get weak the current consumption drops 
and the voltage increases, perhaps enough to 
overload and damage the other constituents of 
the circuit. Gassy rectifier tubes may overload 
power transformers, and perhaps increase the 
voltage across the filter condensers and short 
them through. 

Output transformers generally provide wind- 
ings between 4 and 16 ohms impedance (meas- 
ured at about 400 cycles) for dynamie o r per- 
manent-magnet monitor voice eoils or 2.000 to 
4.500 ohms impedance for magnetic monitors. 
Coupling transformers are sometimes used from 
the high- impedance windings to the low-imped- 
ance windings for the dynamic or permanent- 
magnet monitor voice coils. The usual coupling 
to the stage speaker or speakers is made from 
a 500 ohm impedance winding on the output 
transformer. A matching transformer being 
used at the stage end to couple to the 4 to 16 
ohm impedance voice coils of the speaker unit 
or units. This type of coupling is used to mini- 
mize line loss from the booth to the stage, being 
less at 500 ohms than at 1 or 16 ohms. 

If. in the event the sou ml goes to an almost 
inaudible level and all the amplifier voltages 
check OK. look for trouble in the output lines. 
Sometimes earphones or extra speakers coupled 
across the output impedance will short out and 
noticeably lower the volume and make the tone 
harsh and stringy. Voice lines from the booth 
to the stage should be at least No. 14 wire 
and should be spaced not less than 3 ft. from 
the A.C. line to the field supply. In extremely 
long runs use No. 12 wire to minimize line 
tosses. 

The third and concluding chapter on servicing 
talkie equipment discusses loudspeakers and 
screens. 
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New 1936 

DOERLE deluxe 

5-tube short-wave 

A.C. RECEIVER 




featuring — 



to 550 



COMPLETE PRICE 

$ 27 52 



No. RC S000 



Range 15 

*> llandnpread Dial 
A Universal Antenna 

Input 
* 8 Low-Loss Coils 

+ Large Dynamic Speaker 

■fr Tone Control 

1c Keadv to Operate 

£ Mack Crackle Cabinet 

FREE 5-DAY TRIAL OFFER 

Try (his itorld- famous recover in yciur own home for 
fir, f,, i Your money promptly refunded if you 

jre i. ( vrtt i> \c<\ 
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A 1936 9-TUBE S.-W. COM- 
MUNICATION RECEIVER 

(Continued from page 417) 
of the circuit, the phasing condenser will still 
give some control over selectivity. Of course, for 
C.W. reception, the crystal may be used in its 
most selective setting. 

The beat oscillator is very helpful in locating 
weak phone signals. The tuning dial is set at 
the approximate position of the desired sigmil. 
the oscillator turned mi, and if within range, a 
whistle will be heard when the station is passed. 
For C.W. signals the beat oscillator should be 
left on. 

The beat oscillator is of the electron -coupled 
type, and changes in line voltage have no effect 
on its frequency. (The latter can be changed 
by means of a front-panel Control.) 

Two stages of A.F. amplification are u-;ed. the 
first being a high-gain 6T5 voltage amplifier, 
white the second is a fiFrt power pentode with an 
output of 8.5 W. The new hitw ** U is used in 
the grid circuit of the «iPS and avoids the dis- 
crimination usually found in the customary re- 

, sistor-and-condenscr bias circuits. providing 

] greater intelligibility on voice and mimical sig- 
nals. A special tone control circuit is used 
which allows either treble or bass to be changed 

I without affecting the other. 

The output circuit is arranged so that when 
phones are plugged into the jack, the speaker 
voire coil cireuit is opened. A separate speaker 
can be used in this jack if desired, but for best 

j re ults the impedance nm-d be about 7.000 ohms. 
No D.C. flows through this circuit. These are 
the outstanding features of th s set : still other 
features add to its efficiency and ea-e of opera- 
tion. 



THIS MAGAZINE NEEDS 

NO INTRODUCTION 
TO SHORT-WAVE FANS 



SHORT WAVE CRAFT 

Tlila popular monthly magazine. S II OUT WAVE CRAFT, 
contains evcnthinB you want to know about Short Wave*. 

The wonders of world-wide short -"ate reception are 
clearly described and illustrated. Latest practical infor- 
mation for radio funs, experimenters and "hams" will be 
fonts I. Tells you how to build short -wave receivers ami 
t minimi tiers: construct sol s of one and two tubes or as 
mauy as seven. eight or more. Tells licit forclKn stations 
to log and when to tune Ihem— in- lude* newest ami be>t 
circuits of the lime. SHORT WAVB CKAFT is edited 
by I logo Oemstiack. 

NEW FEATURE RECENTLY ADDED— To the short 
wave tan who has logged and obtained verification of the 
largest number of short-wave stations from all over the 
world during one month, will be awarded a magnificent 
24" silver trophy. 

Special This Month Only! 

For the month of December only, we offer readers of this 
magazine I lie opportunity to read radio's greatest short- 
wave magazine at a special saving. The regular inscrip- 
tion price in $2.50 per year. You can now get SHOUT 
WAVE CHAFT for the next ■ m - 

8 MONTHS 
F OR $1,0 0 

fs-fiolor Cover 
Over 200 illustrations 
9x12 inches in size 




Send remittance by check, money order or U.S. Postage 
Stamps. Register letter if it contains cash or currency. 

SHORT WAVE CRAFT 

99R Hudson St. Now York, N. Y. 



A I -TUBE BATTERY-TYPE 5- 
AND 1 0-METER TRANSCEIVER 

(Continued from potie All) 
separated Li-in. The 10-meter coil assembly 
consists of 2 windings of S turns each, using the 
same-size wire. Kaeh winding occupies an axial 
length of 1 in. (from tip-to-tip each total mil 
assembly is 2'j ins. > The R.T. choke coil con- 
sists of 70 T. No. SO enameled wire wound on a 
1,,-in. insulated shaft. The 5-meter coils, being 
wound of stiff wire, require no form for support. 

The super-regeneration present is due to grid 
blocking on the negative excursions of the U.K. 
energy. The tube draws practically no plate cur- 
rent at zero bias, and the negative alternations 
stop the plate current at a relatively low fre- 
quency. It is this interruption that prevents 
premature spillover and allows the oscillation 
to build up to enormous amplitudes. One tube 
as super-n'gonerator may be as sensitive as 5 
tubes used in more accustomed fashion. 

LIST OP PARTS 

One Kneo drilled and punched base and panel: 
One Universal single-button mike transformer: 
One special Unco 3-deck double-throw switch : 
One Hammarlund condenser, 25 mmf., 3-plate: 
Six Insuline tip-jack*, black: 
Two Insuline tip- jacks, red : 
One Insuline 6-prong socket ; 
One f>-ohni rheostat : 

One "postage stam|)"-type antenna condenser: 

One mica condenser, 250 mmf. 

One Raco R.F. choke: 

One 2.500-ohm V--W. resistor: 

One 15,000-ohm, lu-W. resistor; 

One Raco dial plate and knob ; 

One on-ofT toggle switch ; 

Two Radio City pointer knobs; 

One Raco cabinet to match: 

One 4 -wire cable: 

One Raco kit of coils, for 5 and 10 meters. 
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TUBE and SET TESTER 

Model 305 




Takes all glass and 
metal tubttf- -?nil 
r o a m i n « fil. 
menls. y tan 
type, f ull-\ii , 
"(lurid- Karl* 
m et e r scale. 
Simple to .[■- 
ir;itc. N 
adapters 
required. 



Ready 
to 

Operate: 
$21.95 

In addition to testing all tubes, this efficient 
instrument tests short n and leakage, above 
Sot) inu> ohm- with neon light. Make- ca- 
tacit v and ohmmctcr tests. Tests all types 
of condensers. Has separate line voltage 
meter. EFFICI K NT - O IX VKM KXT - 
HANDSOME — LOW I»RK'bl>. 



Kit: 
$17.85 



Sew Model #21 POWER 
LEVEL INDICATOR 



» v 



Complete: $25.85— Kit: $21.00 



Important help for P. A. men Me»«irei P<»«er levels 

fro Umih 12 to plus i'A decibel*. I lighty-a< curate 

!\" fnn-npi- meter calibrated from down 12 to 
movement. 



10 

decibels. "fiuu mhriuiitii. movement. Kiiire-e«ig»- point- 
er. Cnhiue 1 n.UUU ohm eon>tant Imiwdamv L-tvpe at- 
tenuator. AKo di reel -reading. 4-range A.t . voltmeter 
fur all freiiUeneles. 

Write Deft* ROl for New 19V> Bulhthtt 



RADIO CITY PRODUCTS CO. 

66 Park Place, New York City 



LEARN TO SEND 
AND RECEIVE 



CODE 





The underside of the transceiver chassis. 
Please Say That You Saw It in Radio-Craft 



Whether you want to 
enter radio as a career, 
or tin-relv a<l,l another 

valuable and fascinating MASTER TELEPLEX 

ability to your avoca- ». TU . ri y/ - t ,, n t Those 
tlonal repertoire. TKbB- ' ** .fci /• °f. t t,J0se 
1»LKX will help you! » ho Kn'nv 

Learn to send and receive code signal*, like operators on 
ships at sin and nt Commercial and amateur land stations. 
Intercept distress signals, news (lashes, bulletins, and doz- 
ens of other kinds of interesting radio communications. 

TKLIII'LKX teaches you to receive rode exactly the 
way the world's best operators do— hy sound. Copper tabc. 
running throtiKh a machine, operates an automatic key 
which sends messages to you. at any speed you desire. As 
you lmpro\e in speed, the machine sends faster, gradually 
preparing you for top -speed amateur and commercial sig- 
nals. With the MA ST Kit TELKPU5X you learn to send 
by sending, and the signals you aend are repeated hack to 
you. exactly as you sent them, thus enabling you to correct 
your own errors. We furnish a complete course, lend you tha 
Improved MASTKK TKLKI'LEX and Rive you personal In- 
struction with « MONBY HACK OCA HA NTKK. for 
j our new TELEPLEX FOLDKlt Al today. IT 8 FHEEI 

| TELEPLEX CO.. 76 Cor+landt St., New York 
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YOU CAN 
BUILD IT 

AND SAVE MORE THAN 50, 

Join the hundreds of DXers who have already seized 
this exceptional opportunity to own the most sen- 
sational communication receiver of the year— at a 
tremendous saving! 

If you want real proof of what it has done in actual short 
wave contacts, listen to the W. A.C. Hoys sing its praises 
over the air . . . and read this letter which fa typical ofscores 
that are pouring m from the four corners: 



% 



"All contact* with very few exception*, have been 1005 all nn 
fhone on the 20 meter band . . . £>uth X-^ Cub™ Haiti. We" 
Ind.e- Mexico. Cans.la East. Wont and : :. „ !. coast* of lh- U S 
hav.; hecn made wilhio the i>a»t three day*. T t r- &Ti riiwat lomrtnir 
band Hpread works perfectly, and man. I. -i A.J Thaler Th?™? 

ISA ESiXi* - ir/^i" cu, ^°* : - - 5 ? ■ • i ! ^^i»Jd^S£ 

bLXS 1 '•. n . e » {,l V? l r #K J^**?i*Ii5P. a * l^r'-" * nd . find it works 



p«rf« 

nroa< 



'desitt stations c 



notice absolutely no image (repeat spots) Ta- 
— 7eof my former i .-.v.v 



a iter the Performance 
th<> DerfeCt cntcineeriiur deai 

f rrfonnance."— (Tbarlee F. ' 
>opt., Chicago 1)1. 



urn, 

Grov 



is ceruinT: „. 
vomcratutations on 
appearance and marvelous 
11 . Knaioeer Wi'PD, p«i 



START FOR AS LITTLE AS $7.30 
BUY THE PARTS AS YOU BUILD! 

Tha 32-pa*e ''HOW TO BUILI3 » IT" Rook <a«nt for 10c) trip the 
whole story of this * max in* 1«-Tul.s Supsrhst. You can buihi and 

local jibTr^ou Mid. ^ ^ * rotn 

If yoii haven't already aot many 
of them. 



SPONSORED BY! 

Nliley Piexo Eb ctric Co., Crowe 
Nam* I'tate and Mtg Co.. Ham* 
marlund Mfff.Oo., Chica*oTran*- 
f-. rrner Corp., Yaxley Div. of 1\ K. 
Mallorjr Co., Jensen Radio Mf*. 
Ci>.,_ Spragrue Products Co., 
i^onUnenrsl (Carbon Co.. Ohmite 
Mfa. Co . lL-.^inte Meter Work », 
Bajrtl L r. n l-r-JtY-r,, Corp.. A I- 
■I -■. i^rlMjnc, Steel 
n "jy I ■ . Filtermatu 
II II urdo Silver Corp 



SEND 10c 

(stamps or coin) 
for 32-page Book 
"HOW TO 

BUILD IT" 

Addreaa: 

R-S MERCHANDISING COMMITTEI 

170» Rovcoe St., Chicago, III., U. S. A. 



Kaytb. 
Isdin < 
Box A ... 
Mfa. Co. . 
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FREE— Just Out 




1936 



RADIO 
BARGAIN 




64 Pages 

Two Colors 

Contains thou- 
sands of illus- 
trated radio 
items, P. A. 
equipment, re- 
Clivers, short- 
wave sets, re 
placement 
parts, auto sets, 
etc.. etc. 
Our low prices 
save you mon- 
ey. DON'T DE- 
LAY! WRITE 
TO-DAY. Send 
postcard or let* 
ter. Catalog by 
return mail. 
IT'S FREE! 

RADIO TRADING 
COMPANY 

97 Hudson Street. 
New York. N. V- 



s. o. s. 



^ACt^Z^ 16 and 35 m- itu 
Talking Picture 
O c _l^r»-*^ Equipment 

Frmm ufl^^i ma * « ! " *>e Ideally 
* re* Literature! Med for p ub „ e Addre$ ; 

S. O. S, CORP, 1600 B'way., N. Y. C_ 



CnnnespandBnQe' CGursn In 

MO^tafllttLfNCINttRINC 



Slf ELECpiCAl ENGINEERING XSUTtSt j 

Moat modern course. So simplifted anyone can grasp quickly. l.t)W COST! I 

RADIO ENGINEERING tn'™"odsrn co.in* in radio. p U b|j« 
1 7 Z. . »<W'»s». Phote-sleetric work. Train* 

WRITE TODAY 



THE LATEST RADIO 
EQUIPMENT 

(Continued* from page 416) 

AIR CHARGER (879) 

(Kato Engineering Co.) 

POWER for charging a 6 V. (for radio-set op- 
oration, or 32 V. (for farm lighting sy s- 
terns) storage battery is obtained by means of 
this windmill-driven, weatherproof generator as- 
sembly, which mounts in any conveniently high 
and clear space. Charging starts at about 10 
m.p.h. ; automatic cut-otr counteracts high winds. 



with any source of interference. Special duo- 
lateral chokes are used. Both inductive and 
capacitative filtering are used. The filter is made 
in 2, 5, 10. and 20 A. sizes. All are enc!osed in 
a neat metal case, finished in black and chromi- 



ULTRA-SHORT-WAVE ANTENNAS 
(880) 

SEVERAL types and sizes of these antennas 
are made to fit all requirements : types suit- 
able for 5- and 10-meters are illustrated. 
At A is a rod with flattened end to fasten to 
stand-off insulators. The 2-section rod (») which 
may be mounted on a single large stand-otT in- 
sulator, is similar to C. which is capable of 
extension to al>out 9 ft. The doublet depicted at 
V is made of 2 rods with ends similar to that 
of A. Many arrangements of antennas and re- 
flectors may be made with these units. 



"RATED LOAD" TUBE TESTER 
(884) 

(Triumph Mfg. Co.) 

THIS instrument is designed to meet the re- 
quirements of the Tube Standards Committee 
of the R.M A.— all tubes are classified under 
rated load by type of service. Other features 
include short tests, special line voltage regula- 
tion, isolation from the power line, solid walnut 
cabinet, assurance against obsolescence. May 
be used as a portable or counter instrument. 



LOW-PRICE DIRECT-READING ALL- 
WAVE SERVICE OSCILLATOR 
(881) 

(Clough-Brengle Co.] 

CONTINUOUS coverage from 90 kc. to 20 mc. 
is secured- from this new oscillator, which 
is calibrated in fundamentals. A special attenu- 
ator with interpolating control provides accurate 
calibration of output ratios. The need for 
trimmers has been eliminated. Output is 200 
ohms, constant impedance, as R.F. (modulated 
and non -modulated l or A.F. (400 cycles). Util- 
izes two type 30 tubes. 



"ACORN" AND METAL TUBE 5- 
METER RECEIVER (885) 

AN "ACORN "-TYPE Pentode (the RCA 
k Radiutron 954) is used in this new, novel 
110 V., A.C, set as a broadly-resonant R.F. 
stage, giving added sensitivity. The detector 
stage incorporates a new circuit having excep- 
tional eiFioiency. Excepting the "acorn." metal 
tubes are used in all positions. Includes tone, vol- 
ume, and regeneration controls, and built-in 
power supply. Headphone and loudspeaker opera- 
tion. 



ULTRA-SHORT-WAVE TUBE 
(886) 

DESIGNED especially for short-wave dia- 
thermy machines, this new tube has a rated 
output of 125 W. on 6 meters. It is similar to 
the 100 W. general-purpose tube but the plate 
and grid leads are brought out the top to facili- 
tate short connections. A tungsten filament i 3 
employed, and the plate is completely insulated 
from the filament stem. 



HANDSET FOR 5-METER TRANS- 
CEIVERS (882) 

rIE RECEIVER of this new handset, which is 
specially designed for use in ultra -short- wave 
transceivers, is available in either high (2,000 
ohms) or low (70 ohms) D.C. resistance. Trans- 
mitter is of single-button, stretched-diaphragm 
type; resistance, 100 ohms, and normal cur- 
rent, 25 ma. Characteristics are excellent; 
weight about 14 ozs. Supplied with a 4-conduc- 
tor cord. 



NEWEST BROADCAST- AND 
SHORT-WAVE MIDGET SET 
(887) 

THIS set is contained in a case of moulded 
bakelite with an illuminated full-vision dial. 
The superheterodyne circuit with 5 tubes fea- 
tures A.V.C. and a range of 75 to 565 meters in 
2 bands. A dust-proof dynamic speaker is used. 



LINE-NOISE FILTER FOR ALL-WAVE 
SETS (883) 

ELIMINATION of high-frequency disturbances 
is claimed for this new filter. It is designed 
for use with all-wave receivers, transmitters, or 



"CODE" FUSE MOUNTING 
(888) 

THE UNDERWRITERS requirements (the 
"code") that a tool be necessary to re- 
move the cover arc met in this new fuse holder. 
H is of small size and takes the standard 3 AG 
radio fuse. All metal parts are cadmium plated. 





Left. New receiver (887). 
Above. Set analyzer (889). 
Below. Line antenna (890). 



Above. A new voltage regulator 
(891). 



Below. Reflection meter (894). 




LEAD TO 
"ANT." POST 
ON RADIO 
SET 
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Over 130,000 People 
Find Each Issue of 

EVERYDAY SCIENCE 

and MECHANICS 

of Intense Interest! 

EVERYDAY SCIENCE AND MECHAN- 
ICS is the finest scientific— technical— me- 
chanical const ructional magazine in the 
field. Up-to-the-minute with news flashes 
of scentific events. Dozens of construc- 
tional articles and many popular experi- 
ments. Ideas from which you can make 
things to sell, 

A Host of Interesting Subjects Covered: 

Woodwork ins— Photography — Magic — Pat- 
ents and Inventions — lii*>k Reviews — Metal- 
working— Chemistry — Engineering— Micro- 
scopy — Electrical Experiments — Household 
Hel i)s — Astronomy — Prize Contests — and 
other subjects. 



LATEST IN SET ANALYZERS 
(889) 

(Radio City Products Co. Inc.) 

TWO instruments are combined in one case, in 
this dual unit They are: (1) a multitester. | 
having ranges for A.C. and D.C, voltages, and 
D,C. current readings (A triple- range ohm meter I 
is also included.) ; and. (2) an analyzer. Anal- 
yzer section is provided with spare switch points ( 
and cable wires to provide against obsolescence. 
Voltage awl resistance measurements are free- 
reference-point. 




SHORT WAVE LISTENER 




Short Wave 
Listener 




NOW 



4,600 Short 
Wave stations 
listed 

TITE finest magazine 
of its kind evtr pub- 
II shed— totally different 
in net* up and rontenti 
from any other. Contains 
the lareest tlstlne of 
short wave at st Ions in 
the world, up-to-the- 
minute, including 
"Police." "TeleTislon" 
and short-waTe stations, 
as well as a special list 
of the st»r short-wave 
stations with their fre- 
quencies and call letters. 
Also contains photos and 
descriptions of short- 
ware broadcast I nit sta- 
tions in various parts of 
the world with photos of 
short wave studio artists 
'weak" distance stations. 

short-wave llst- 



4| — How to locate 

| *^sT k an,t 0, hcr hints for the 
Mt ener"- -Question ami Answer Department 

for the "listener"— Sliver <*up Trophy 
for best Photo of listening "Posts." 

SHORT WAVE LISTENER 

NEWSSTANDS 99 Hudson St. New York, N. Y. 
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MORE $*.$$$ 
FOR YOU 



We can show you how to devote snare time to 
makln* money for yourself. Simple, easy work- 
only an hour or tw«i a day. brines you citra dol- 
lar AND. there's no limit to what you can earn. 

\V1 h this extra money you can f ■«> things you 

„ant — or save vour earning*. There's 1 ■Ire<l» of 

ihit.irs vou can do with a few extra dollars. 
Kvrrvonc in your neighborhood is :■ prmpect— 
vour' friends, relatives all would he Interested in 

vJricTo Sj^r^SIr Vlan "KXTltA M«NBY IN 
*Ol T !t STAUKTIM K. " We'll send you the details 
promptly. Address Circulation Manager 

RADIO-CRAFT 

99 Hudson Street New York, N- Y. 



SHORT-WAVE AND BROADCAST 
LINE ANTENNA 
(890) 

(Continental Carbon Inc.) 

THIS unit is used to replace the usual outside 
antenna, and works well down to 80 meters. 
Instrument consists of an R.F, choke and (con- 
nected to it on the line side) a condenser (pro- 
vided with a pigtail iead). 



NEWEST VOLTAGE REGULATOR 
(891) 

(Raytheon Mfg. Co.) 

CONSTANT output voltage of 115 V, plus or 
minus 1 per cent (with input from 95 to 
130 V.) ia delivered by this device. Made in 
power ratings of 60. 120. 250, and 500 W, has 
no moving: parts. 

A.C.-OPERATED PREAMPLIFIER 
(892) 

DESIGNED to bring the level of a crystal mi- 
crophone up to that of the ordinary carbon 
microphone, this unit is small and entirely self- 
contained. Wax-sealed transformers utilize 
cast cases. Input impedance, 5 megs.; output. 
200 ohms. Gain is 35 db. Case, <t*£x6x3U. ins. 
deep. 



NEW TRANSFORMER FOR AMA- 
TEUR AND EXPERIMENTER 
(893) 

THE transformer illustrated is representative, 
in appearance, of a new line that has been 
designed. There are over 130 different numbers 
in thm Series, covering virtually every need of the 
amateur and experimenter. 



REFLECTION METER 
(894) 

THIS unique apparatus is used for measuring 
the relative whiteness of any substance. En- 
tirely self contained, and carries meters neces- 
sary for proper operation. In order to be free 
from line voltage variations, r. small storage 
battery Is fitted inside the case. Also included 
is a rectifier for charging the battery from A.C. 
lines. The *'head ,# consists of a small lamp in 
a housing, the bottom of which contains the 
photoelectric cell. 



Preamp. (892) 



Trans, (893) 




"Thi Most Complete Ratio Parts Coin- 
l»3 Evh PubHshedr' 



Send * B 
For The 
RAD0LEK 
PROFIT 
GUIDE 



lor 14 years I have supplied the 
Radio Servke Man with his Radio | 
Farts — every year the Radolek cat- 
alog has been the most complete 
published — Naw I am'offering you 
the largest and finest Radia Parts 
Catalog af my entire career — Pre- 
vious editions of the RADOLEK 
PROFIT GUIDE were the best of 
their kind — but this Big New Book 
far exceeds anything you've ever 
seen — it's colossal — gigantic — it's the "lop" — Con-, 
leins over 160 pages — 10,000 individual Radio 
Repair Ports — hundreds of Special Items — Radio 
Receivers — Amplifiers — Everything in Radio — 
always in stock, ready for prompt delivery to you 
— at the right prices — You need this superb "Buying | 
Guide' — I want you to 
hove it — just send coupon 7J\/ " 
— I'll mail it to you — Free, 



RADOLEK 
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MAIL THIS COUPON 

THE RADOLEK CO. 
648 W. RANDOLPH ST. 
CHICAGO. ILLINOIS 

1-ltue encto.. your IxuImm 



FREE! 

Kadolek restricts 
distribution of this 
t-atalog Ui art h e *n<1 
dual tried Uamo Men. 

curd or letterhead, with this and you'll rece ye your 
copy of tne HAIK>I'KK I'KOKIT GI'IDK, HILL 



AUI)UKSH 

SKllVK'K MAN? □ 



DKALKU t □ 



I Kxperlmenter? □ 

%^ M0 KAT~[)~R J 




The new AItTONATOR nenerates 110 Volt A C Current 
in motor ear*, aeroplanes and from alt types of engine* anil 
motor*, direct from fan lielt. Costs nothinc to operate. 
No service— no brushes, collector rlmtt, commutator or 
uire wound armature. Ideal for operating ; lHiUlAlU.fc. 
Sound equipment. A.C. Kadio Sets. Neon Si Kris, hlectrlu 
Lights, searchlights. Send for complete details. 

AUTONATOR LABORATORIES, Inc. 
8440 South Chicao.0 Avenue. Dept. RC, Chicago, Illinois 



AN "ACORN"-TYPE ULTRA- 
SHORT-WAVE SUPERHETER- 
ODYNE 

(Continued from page 412) 

Latteries, or an A.C. power supply unit deliver- 
ing 6,3 V. for the filament and up to 300 V. 
for the plate. 

To simplify the arrangement of the parts and 
to eliminate trimming and aligning troubles, 
separate controls are provided for the R.K. and 
detector stages. Tiny plug-in coils, only Vj-in. 

I in diameter, are provided for the and 5- 

| meter bands. 

Please Say That You Saw It in Radio-Cuakt 



New BIRNBACH 
5-Meter ANTENNAS 
$1.00 to $5.25 

LARGE variety, including 10 new 
types of quarter and halywave 
antennas for portable transceiv* 
ers, beam arrays and permanent use. 
2 to 6 extensible sections with thread- 
ed end, or flat end for direct front- 
panel mounting, or including highest 

?rade ceramic standoff insulator — 
1.00 to $5.25 list Ask us about 
special antennas for all ultra high- 
frequency transmission and reception. 
Write Dept. RC-1 for Bata 

BIRNBACH RADIO CO., Inc. 

145 Hudson Street, New York City 
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Wf SPECIALIZE in fAe De* 
sign and Manufacture of 
Public Adrfrtts Amplifier* 
5EKD FOfl FREE CATALOG I 
Wamfcer JC-3Q 

Ptifrlbti in drtDLI A* dLtfw tttl rnvdfe]| 4n J 
twnplct. P.A. SyiHiaii nnf fchj up am 
Midi* *Mtl HJtpuE, « ™itf AXj DC. 

toy 0i>«f from Mo ftu^ tourer 
AND SAVE fIG WONEr 
Cortst to Caast Rajio Corp. 
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COLUMBIA 18 WATTS CLASS "A" 
HIGH FIDELITY AMPLIFIER 

[With two-channel mixer 
for Ribbon &/or Crystal 
Microphones, I'hon o- 
Pickup, etc., complete 
] with 6 tubes, .$40.00 Rib- 
bon or crystal mike. Dy- 
namic Speaker, (provision 
for additional speakers op- 
tional) neat and sturdy 
porta ble case, cables, etc. , 
ready to operate . . . <£<s <* e\ 
Special Offer. . . List JpAXiF 
COLUMBIA SOUND C0. t lnc, I3SR liberty SL, New YorkCiW 



DICTlaNAHY OF RADIO 




INFORMATION BUREAU 

(Continued from, pa fie 413) 

HEADPHONE CONNECTION 

(356) Mr. P. J. De Jon. Hartford, Conn. 
I (Q. ) I have a 6 tube Jupiter set. How can 
3 I connect headphones to this outfit? 

(A.) We have no record of this make set. 
so exact directions are impossible. However, 
j the general method is as follows: connect one 
j phone tip to the ground; conneet the other to 
one side of a .1-mf. condenser, the other side of 
which runs directly to the plate of the output 
tube. If a push-pull output stsige is used, con- 
| neet a .1-mf. condenser in each side of the 
phones an.l run the other side of each condenser 
I to one of the output tube plates. 




FA NO US flpCLJlT* 



Cannot Be Obtained Under One Cover Elsewhere I 

Compl*t« Symbol* u«m| in Radio Cirruiw. Frequently u «*d For- 
r? U i'**V* ^ rop *f Urid-biai tor » Suod*fd TuIh* Complrte KM A 
Color Code. Inlernfttfonnl Mutim* Code I >ia«r*tT.« mid TWhnWI 
DM* (or ,h«Udi™, A FAMOUS EaIjLE ALL- WAVE SETS £l 

All Rjdio Term* .icfinni « n d «pWJn«d. OiMWt.-riBik chart u | 
New Metal Tiiwu. eu> 

l>ON"T HESIT\TE— WHITE NOW 
a "*if 00 '« "f ' -I i. "I'*-*!! "»ily covrre (tie eoet of hun.ilh,* 

*od mailing OiM v&limhle tcchi.ir.il d»(n 

EAGLE RADIO Dept. RC-1 , 84 Cortfandt St., New Yorfc CHv 



RADIOS. -SRVE ?J50; 




DEAL DIRECT: Fncfory t'rir 
r» Many models to »rl<tt from 
\C-OC. AH.w»v«. Farm. Car 
nnd new metal Tube Model* 
Your name and addreaa ort j 
rH.»»r*rd brine* you NEW leJ ( 
pace 1936 Bargain Catnloc in * 
"ilora FREE ~ 
30-D, " 



F. Ort details of I W \ 

ttTAI. Plan -udi.., ,'J 

a Radio Co., Dept. 722 ^ 
■nd River, Detroit, Mich. 



AMPLIFIERS AND SOUND SYSTEMS 

llilh iv>*prl.i« i . _ 



llifh pow er low c<m Amplifiers nid Sy ( 
for rverv purpose, from 3 Yi Wutt* to 100 
WalU. ittcorporatiuK every advanced en- 
|inwmK feature »nd modern dw.i«n. 
Bound «yat«ma f or hall*, reeiaurt nia. th" fl . 
Uea. a. houla. churche*. •tadiuina. autoe 
•tid all lypej „f imfdnnr and indoor in- 
atalUimna. Ala... » rompl-t.. line of Micro- 
pbonm. Dynamic Sp-.Wira. Portable Sound 
8yeu...i» hip<meiiiial Honn.. Kle«tric 
Phono. I'Jrk FbonH. Motors Re- 

eordine Kou{|>iii.ii1, Tube., etc. 

Write for ntmpl.tc cataloaue 

*i«"JT.^\ W0RL0 TRADE CORP. 
315 Fifth Ave. Ne w York CHy 



QUALITY RADIO SUPPLIES 



1936 Catalog featuring hundreds of new items 
X'Mttter, receiver ami transceiver parts— tele- 
Vision and short wave equipment, apparatus 
and items of interest to all radio enthusiasts. 
Semi ]0c in Mump* or coins to cover cost of 
handling and mailing. 

INSULINE CORP. OF AMERICA 
as Park Place New York. N.Y. 




TYPES OF BIAS 

(28) Mr. Samuel Mums, Ontario. Canada. 
(Q.) What is the essential cirruit tlfffer- 
ences of self-bias, fixed-bias and semi-fixed bias 

i arrangements ? 

(A.) The three types are illustrated in Fig. 

I Q.28. In self-bias circuits the bias voltage 
is developed by the plate current of the tube 

I through it« cathtxle to ground resistor. 

Fixed bins is a voltage produced by some sep- 

I arate rct'tilier (or battery) entirely independ- 
ent of the plate current of the tube to which 
it is applied. Naturally it remains fixed dur- 

I ing all plate current fluctuations. Semi-fixed 
bias circuits obtain grit! voltage from some point 
on the bleeder system which is at the required 
potential below ground. Naturally as the total 

| current flowing through this bleeder is semi, 
fixed, it furnishes a grid bias intermediate in 

j characteristics to self- and fixed-bias arrange- 

. ments. 

POWER CONVERSION 

(2£) Mr. Jack Adler, Bos. ton, Massachusetts. 

(Q.) How can I convert the output watts 
of any amplifier into db? 

(A) Assuming a zero reference level of 6 
milliwatts, the formula is 

db-10 log — 
.006 

where 

db output level in db. 

ow output watts of amplifier. 




Actual Troubles in Radios 

By BERTRAM M. FREED 

Consists of 200 paees (46 diagrams) of 
provt-n solutions u> scnirp brr.ikdouns 
which have stood Xhv test of time. Tells 
how to locate anil make repairs on out 
five hundred different ntfxk'l rerefti-rs. 
Ono free supplement. For sale by l«-;ul- 
InK mail-onler houses ami r.oflo pans 
jobbers, or direct front us. Price $1.00. 

SERVICEMEN'S PUB. CO. 
172 Washington St. New York City 



" 'QUALITY-CONTROL' AN 
AID TO OLD SETS" 

(A Correction) 

In November 1935 Radio-Craft page 276. an 
unfortunate error occurred in the above-titled 
article by Mr. C. K. Krause. In this article. 
Fig. 2 shows the vacuum tube without plate- 
current supply connection : an error which is 
corrected in the illustration below. 

Note also that the high-frequency inductance 
indicated in Fig. 3 of the article, is a 200- 
millihenry inductance. This eoil is made by 
winding 2.170 T. of No. 28 enameled wire, at 
random, to the dimensions given in the figure. 

Service Men interested in improving the re- 
sponse of old sets should refer to this inter- 
esting and instructive article. 



RADIO COURSES 

RADIO OPERATING: Prepare for Gov't 
License Exam. # RADIO SERVICING r 
Including Short Wave # AMATEUR CODE 
# New Course in ELECTRONICS: 
Day and Evening Classes. 
Booklet Upon Request 

NEW YORK YMCA SCHOOLS S.^.SlV h »:- 



INPUT PROM 
TME DETECT OQ 
/ LOAD 
/ ORCU'T 



.005-mp 



0025-MC 




P. A. FORUM 

(Continued from pane 413) 

shall be flat within 2 db. between 50 and 7.500 
cycles. Hum and other extraneous voices to be 
at lea<t 60 db. below peak-power output be- 
tween 150 and 5.000 cycles and at least 10 db. 
l>elow outside that range. 



NEW 

(DsipsmdaJbh 

Test 
Equipment 

Dependable OIIMMETER 
Models 105 and 105A 



SH^^BBi^HHiii 



DKPENDABLK OHM - 
METER Model 405 is 
an accurate double 
range instrument read- 
ing from 0-1,000 and 
0-100.000 ohms. Meas- 
urements of less than 
!4 ohm can be made. 

i The IVArsonval mov- 
ing coil meter has a 
guaranteed accuracy of 

' 2%. Provisions are 

■ made for easily adding 

I milliammeter ant! volt- 
meter ranges provided 
in Model 4 0 5 A 
DEPENDABLE OHM- 

I METER Model 4 05 A 
is identical to Model 

I 405 l»ut has four addi- 
tional voltmeter scales 
of 0-2.5: 0-25: 0-125 

and 0-750. There are also the current ranges 
Of 0-2.5 and 0-125 milliamperes. The Panel, 
meter and case nre the same for both models, 
the 405 and 405 A. They are both furnished 
complete with self-contained batteries. 

Size: 7»/j" x 4" x 3"; Weight: 1 Ms lbs. 
Model 405 — Complete, 
ready to operate.... 



Model 405A — Complete, 
ready to operate 



$8.45 

NET 

$9.95 

NET 



Dependable MVLTIT ESTER 
Model 403-A 




S10.65 



Service men and dealers 
highly praised the Model 
403 Multitester — and it 
deserved praise. But the 
new imnroved Model 
403-A "DEPENDABLE" 
MULTITESTER insures 
even greater satisfac- 
tion at less cost. Em- 
bodying every feature of 
the former model, No. 
4 03-A is more compact, 
having been designed as 
a companion instrument 
to the new Model 501 
ANALYZER UNIT. 

2,000 ohms per volt. Ac- 
curacy within 2 per cent 
in D*ARSONV AL type 
moving coil meter. 3- 
range 0-2.000,000 ohm- 
meter : 4-range 0-5-50- 
250-750 voltmeter; 0-500 
microammeter. 



Wp kcilP All orders are F.ll.ll. New York Tcrm<' 

we issue A ^ ))OSlt of 20 ^ K ^uimi with 55k 
No Catalog&ct <a 2S e (Fr%r b kffov i glr& 

GRENPARK COMPANY 

101 Hudson St. Dept. RC New York, N. V. 



Please Say That You Saw It in Radio-Cuaft 
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CLASSIFIED ADVERTISEMENTS 

Advert I semei.ls In this section arc inserted at the 
cost of twelve rents per word for each insertion- 
name, initial* and address each count as one word. 
I a>h should accompany all pI»**»I I advertise 
ni«nJ» uuU-s i,la<ed hv i rmunlMd advertising 
4 vouy. No lei* lhan t,» n-)rds are accepted. 
Advert UIur for the Feliruary, 1030. tssuu should 
be recelted not later than Deceiulx r th. 



A C. AUTO GENERATORS 



TWKNTY I'KAfTlt'AT. .\NI> LOW-COST CHANGES 
cmiwTtniK ohl C'tu-iMtors Into new jjim.>rsitnr.< and motors 
10U-50U watt <*»!i.ii'il>. dc or ae em nut. with to IihI 
\olts. for radio iperation, power. liKlit. or ufldlriK. Al*«> 
iiisirurliotis r«»r rewinding ariujtxir»>. 3"»D thJitiil ions or 

i-Urtru-al terms, etr. All in new. revised 1 k utth smi- 

pltlifd iriRl met loros and illu»trat n»ns. Knlorxd hy ttinti- 
*;md>. Only $1.00 postpaid. Aiiti>i>u\ur. 414-C S. Ilmno 
Aw-., CliU-aiai. 

MISCELLANEOUS 



WAtiNKH MOTOR ANP GKNKHATOU SKT l-.Sl'h- 
rl»11.v l.uilt for imsid« <*l iriK l>urp..<. 2 aiii voll. I '-a amp. 
Price * 14r>.00. t. 4\ VM*rh * *«>"• HmMn n. Penna. 
PHOTO CELLS 

PllOTtl (KI.I.S UKMAKKAIUJ; HllSll.TS (HITA IXi;i> 
with ivtc ivib only Jt.rm. INw su]>ersensltlve relavs 
li'hlaie relavs ar dnulde Hm> Prier. Only *».«<■• lit dps the 
imhildc wa'tfhn an. Tlirw i-eiH stamp brings .letails. Pese 
Scnnlitic Pr.hlnet>, H«1 S- 13th Avenue. Itrookl.vn. New- 

Yi.tk. 

RADIO 



K ATI 10 F.NGIXKKII1NG. KHOAlM'ASTlNG, AVI A- 
tion ami |>oli< e radio, ssi'tvl. Inc. Marine and Mor-te Telen- 
raphv tauu-ht diormnrhly. All expenses low. < atalog 
free." Podge's Infinite. Pine street, Valparaiso, Indiana. 

TltAOK YnrU 1SKI> TEST E<J1 iPMKNT OS NKW 
I ne I nuxlels Mipreme. Trip ett. WWoti. Ill A O.ciilo. 
U'r.iidi etc. Liberal allowance. lo»ed iniiv,. Lyon-Watt 

It, did W'iihlta K.insa*. _ 

IMMKOIATE MKLIVKIiV— SIINTKO PltEPAIh: SI*. 
lH-r SkvridtT $7!». r »"; Super-Sevens $l't HretliiK 12 s 
$p:t1M: Sllv.-r "d» « *los».«<0: Pit hi a >!»•..«>: H.Mk-«.'» a 
$i:.| kii: ACH-IWft *«!>.'.<■. Trade in your rereiter. 
lhiir.v Hadio ^hop, Under. Missouri. 



TYPEWRITER 
BARGAIN 




HOW TO MAKE THE 
RADIO-CRAFT METAL-TUBE 
ALL-WAVE OSCILLATOR 

(Cont htucd from patte til) 

as broadcast stations) is all that is needed to 
property set the dial scale. One small additional 
compensation is needed. Since the coil ami 
condenser were calibrated for use with a type 
30 tube which has an input capacity of 3 mmf. 
and we are using a 6L7 having an input capa- 
city of 1,9 mmf.. we must add 1.1 mmf. to the 
input capacity to make the circuit constants 
match. This is accomplished by taking two 
pieces of cotton lira id hookup wire about 3 ins. j 
long anil twisting them tightly together, leaving 
one end of each wire upi-n and connecting the 
other end t«> the cap and eathmlc of the tube (see 
Cx which represents this additional capacity). 

The output of the oscillator is fed through 
a shielded line to a 1.D00 ohm potentiometer, 
shunted hy a 100 ohm resistor and a switch. 
When this switeh. Sw.l, is open, the greatest 
output is obtained, and when closed, the low 
raime is in effect. 

The A.I*, oseillator consists of a low-ratio 
A.F. transformer connected backwards: that is. 
with the usual secondary in the plate circuit 
and the primary in the grid circuit. This is 
dime to obtain the greatest output and the 
widest frequency range. The frequency of this 
oscillator (modulator) is controlled by a unit 
consisting of a group of condensers ami a fan 
switch. Since the exact f resiliencies produced 
by each capacity combination on this switch 
depends on the characteristics of the A.K. trans- 
former anil other circuit valiii*. it is not cali- 
brated. This can be done with the use of a 
piano and a frnpiency scale corresponding to 
the stnmlard piano frequency range. The tones 
of oscillator am! piano arc matched ami the 
scale is used to determine the oscillation frc- 
ipieney (as heard in headphones plugged into 
the "A.F. Output, *' and "Output Common" bind- 
ing posts.) 

The power supply f<»r the signal venerator 
is a vnltafjc-tlaulitrr arrangement, containing a 
switch for permitting operation on a l>.C. line, 
with an additional !»0 V. "H" battery to build 
up the voltage to 'JOO for refiahlr »fn'ruthtn of 
the oseillator. A double-section filter is u-ed 
to reduce the A.C. or ripple component to the 
lowest possible value* — to prevent 60-eycle mod- 
ulation «if i be U.K. oscillation. 

THE CONSTRUCTION 



Lafayette 

5 METER Supmket 

Received 



★ Using New 95 1 Acorn Pentode Tuhea in 
K.F.. and Aulodyne Detector stages. 

★ Reduced Thermal Noises. Low Noise 
l evel. Increased Sensilh it> . 
Lafajrtte cm; ■■■■ --■ - 4o r nMber m*m in present - 
tith it.ix , - ■ ■ -t i -- rtM-i «r n I i.l. Hk noist hu-l 
is |ii.it. -Ilv vulimHa la. di Ihv use of the acorn 
In :.(■•!' IviK- !iM tnl««.. An.pli .'din is pMvliifil 
for rein.iit: n t dl l«nt llr.- yi jkcsl kl*n*ls on lou-l 
SfuUer hi. |l- r.<i. tylH* lock I <hi> I h«_ WiW*l«i* 
di .h nt ii .-l IKn Is i M th t will api^J In 
«.nr\ t jjt»-ur i . ri i.uUrK tl .-t . iKii . I )■■ th. 
use of yuprf" "Ut ii-r.it |V« rnvium \m nihici", ■ rush " 
is in .nit t. |. Sink mil 4 1 ii ii u r.j tmisv eharacterislic. 
CYY 21934 l.nUvitt- i-nr _ 

.\i .rn *-*»(!■ i :..-.-iwr ... %+%C.b\J 
pl.t.- In ■ a ■ • I It »s t Its |. -tr^ A 
bUHil.r i i .|.-j|,.-r 

BRANCHES AT 

rnir\< t)^-. i \v. j.jk n ni\d. 
\ 11 wi \ I ;-i w I 'i btoo 4ft 
NHW \lll\ \1 i\ " « iitral \\e 
ItlttiNN N.Y -lj bl. Kordhatii Hd 



CUP Cr MAIL TODAY 



I Wholesale Radio Service Co.. Inc., 

J 100 Sixth Av«.. Dept. CX-16. N.Y. City 

I i-m-liitf S for urdvr ileserilic I in ;iiLirhed 

il.tt.-r. 4'heek hi-ie if Inierr&teil in ma ShccUl New 
JI.1NI (*at;il..u. It > J'UKK 



BRAND NEW 
MODEL No. 5 



REMINGTON PORTABLE 



# A brand new Remington for only 10c a day. An 
tasy, practical Home Typing Course FUEL. V\ ttb it 
any»>ue iiuiclly becomes expert on ibis machine... the 
most rugged, dependable portable made. Not used or 
rebuilt. Standard 4-row keyboard. Standard width 
carriage. Margin release on keyboard. Back spacer. 
Automatic ribbon reverse. Every essential feature of 
big typrwnters. Carrying Case FRtK. 1 ry it 

for lo days w ithout risking a cent. II you don i agree 
it is the finest portable at any price, return it at our 
expense. Don't delay. Without obligation, write now. 
Remington Rand Inc.. Dept. 189-1, 205 East 
42nd Street. New York. N.Y. 



BIILD IT YOURSELF 



Yim can build thll 
Trailer with ordinary 
tool a easily from our 
gien-by-step constructional 
sheet* and Urce sized blueprints. 

Kine»i dn.iKfi*l *l railer in cxisteitc*. «le*P« 4. 
trio LichL. Mr 



irints.^— -— ^ 



Toilet. Shower. Eleo- 



»f »hrto»tby buildinf it your»eW. Seod 25c for Plana 

■hrt*t. ilhlMrm ii>ns »nd drtailn 
TrlC PLAN SHOP. 9lO PajmoIKe BWg. CMOgo. 10. 



The cmist ruction of the signal generator is 
not difficult, if the specified parts are used. 
The dial should be converted first, by removing 
the scale disc and pasting the paper scale which 
comes with the coil assembly over the original 
one. To remove the scale, loosen the screw 
hi 'ding the knob in place and push the shaft 
back. The scale will then snap nut. The paper 
scale should be secured to the dial with rubber 
cement, so that it di>es not wrinkle. Next, the 
transparent celluloid windew should be removed 
and a new one made, which extends the full 
length of the aperture in the dial. This is 
necessary since the 7 scales cover the entire 
space, and in the original window, the index 
line did not extend the full length of the window. 
A knife blade will serve to scratch a line in the 
new celluloid window vertically from top to 
bottom. The scratch may be Tilled with india 
ink if desired. 

Mount the parts in the approximate positions 
shown in the photos, and when this has been 
dime, wire the unit earefully. No special in- 
structions are required for this job. except the 
usual ones to keep wire* as short and direct as 
possible. He extra careful with the soldered 
joints, as this may determine whether the oscil- 
lator is really satisfactory or not. 

ADJUSTMENTS 



If you are interested in servicing 
electric refrigerators, turn to page 433 
of this issue and read the advertisement 
on the Second Volume of the OF- 
FICIAL REFRIGERATION SERVICE 
MANUAL. 





I The adjustments necessary are few in num- 
ber. When the unit has been completed, connect 
it to a 110 V. line and connect a shielded wire 
to the R.F. output terminal and the "Output 
| Common" terminal, which, by the way is 
isolated from the unit by a .1-mf. condenser so 
that "fire works" are not seen when the line 
plug is inserted in the socket the wrong way. 
Connect the shielded wire to the aerial binding 
post of a receiver and tune the set carefully 
1 to a number of broadcast stations one after 
j the other, the frequencies of which are known ; 

Please Say That You Saw It in Radio-Craft 



PYROHM JR. 
RESISTORS 

Genuine wire-wound vitreous-enamel resistors- 
Most compact. 5, 10, 15 and 20 watt rat.ngs. 
All resistance values. For midget sets and 
crowded assemblies. For stay-put servicing. 

tubing. Adequate heat £« t ; rm|n J bands . 
dissipation. Heayy v . treous enarmil 

Quality resistance wire, coating. Permanent seal 
Space wound und«r ten- against moisture and 
sion. damage. 

rx A ^ ▲ Send for new catalog covering com- 
UAI A plete condenser and resistor line. Also 
largest listing of exact duplicate replacements. 
Sample copy of Research Worker included. 




CORPORATION 

77 Washington St. : : aroofclyn, N. Y. 
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MOTOR DRIVEN 

Craftsman Tools 

COMPLETE*— H E AD V T Q RUN 



The RACO 

One Tube (19 Tube) Transceiver 

An inexpensive 
1 tube S and 10 
■meter trans- 
ceiver. This ex- 
tremely efficient 
transceiver is 
recommend ed 
for the short- 
wave enthusiast 
who t< inttr- 
t s t c (I in ex 
plorinK the fas- 
cinating 5 ar J 
10 nutcr hands 
This circuit utilizes the type 19 two volt twin 
tube, and is exceedingly sensitive since the 
super regenerative principle is employed, when 
tin receiving position is switched on. Bat 
teries required are two 1 volt dry cells and 
90 to 135 B supply. Complete kit with (2) 
5-meter coibs and dial. CA 7C 

less batteries _ ^>H*f»# 

• Cabinet- 75c. • 10 meter coil. 50c • 
Wiring, assembly, $1.50. • Tube, 65c. 

Write In fer new Free List of 5- and 10- Meter 
Equipment 

RADIO CONSTRUCTORS 
LABORATORIES 




136 Liberty SI. N. Y. C. N. Y. Oept RC4 



PHILA.*S 

SHORT WAVE 

HEADQUARTERS 

We carry a com plate line of parts for all the 
new short wave circuits appearing in this 
magazine and other periodicals. 

— IN STOCK — 



New Patterson PR- 16 
National HRO 
Sargent Marine 

All Wave Model 
New Silver 

9 to 200 meter super. 



All Star Jr. & Sr. 
Browning 35 
Hammartund 
Thordarson 
Triplett & Dayrad 
Service Instruments 



M & H Sporting Goods Co. 

fia MARKET ST. PHILADELPHIA 




UNIVERSAL 

A. C. HUMLESS 
POWER SUPPLY 

I This absolutely silent power unit supplies perfect 
1 pure dlre<t current at 200 v. and 20 mils, direct 

from any 110 v. 50-60 socket — For use with con- j 
I denser microphones, photoelectric cell amplifiers. 

I etc Will nlffo aupply both A and 1* 1>.C. mrrenl tu amplifier. 
| of coodeMcr or other type microphone?, mint No. 230 tubrs 

Dealers Net Cash $23.52 

UNIVERSAL MICROPHONE CO. 

424 Warren Lana Ingle wood. Calif.. U.S.A. 



* SERVICEMEN * 

Complete line Replacemen 
Parts, Short Wave and All 
Wave Receivers, Amplifiers, 
Teat Equipment and Acces- 
sories. All at Rock Bottom 
Prices. 

C0NS0LIDATEDRADI0PR0DUCTSC0. 
Box 23 Northwestern Sta. Detroit, Mieh. Oept 22K 




SERVICEMEN! 



If it's TEST EQUIPMENT or RADIO PARTS 
you need— WRITE US FIRST. We carry only 
Nationally known lines. Dealer's prices 
quoted. You SAVE MONEY when you buy 
from us. Write for our BARGAIN BULLE- 
TIN— chock full of SPECIALS. We ship to 
all parts of the world. 

M. SCHWARTZ & SON 
710-712 Broadway Schenectady, N.Y. 



RADIO 

ENGINEERING, 

broadcasting, aviation and police radio, servicing ma- 
rine radio telegraphy and telephony, Morse telegraphy 
and railway account inn latiKht thoroughly. Enslneer- 
inc course of nine months* duration equivalent to three 
years of rolIeRe radio work. All expenses low. Cau- 
lo« free. School established 1874. 

Dodge's Institute, Hudson St., Valparaiso, I„d. 



and on the basis of this, set the dial of the 
oscillator to the correct point and lock the set 
screw on the dial tightly in place. 

If it is desired to use only the R.F. oscillator 
without modulation, the modulation switch, 
Sw,2. should be snapped to the off position. 

If the A.K. oscillator only is desired, this 
switch should be in the on position but the out- 
put should be taken from the "A.F. Output" 
terminal and the "Output Common" terminal. 

If wider A. P. modulation is needed than pro- 
vided by the modulations of the A.F. oscillator, 
additional condensers can be shunted across Cll. 
Or if for any reason a separate modulator is 
to be coupled to the R.F. cijrnal generator, the 
"External Modulation" terminal should be used 
and Sw.2 should he placed in the off position. 

A little study of the circuit and this rather 
sketchy description of tlie construction and 
operation of the unit will reveal how really 
flexible the unit is. 

UST_ OF PARTS 

One RCA osrillator coil kit, LI to L20. type 
0559, (including dial scale, two snap switches 
Sw.l and Sw.2, and jack Jl) ; 

One RCA cond., 9.5 to 290 mmf.. type 3980. 02 ; 

Two .1-mf. Cornell-Duhilier 400 V. rondensers, 
CI, C5; 

One Cornell-Duhilier 100 mmf. rondenser, C3 ; 

One Cornell-Dubilier .001-mf. condenser. C6 ; 

Four Aerovox 8 mf. 250 V. electrolytic con- 
densers. C7, C8, C9. C10; 

•One tapped condenser bank 50 mmf. to .01-mf. 
type 1200TA. Cll ; 

One Clarostat 1.000 ohm n on -inductive potentio- 
meter with switch, Sw.3, Rl ; 

One Aerovox 100 ohm. 5-W. carbon resistor, R2 ; 

One Aerovox 50.000 ohm. 5-W. resistor, R3 ; 

One Aerovox .2-meg. 5-W. carbon resistor. R4 ; 

♦One 50.000 ohm potentiometer, R5 ; 

One Blan power cord, with 254 ohm resistor. 
R6: 

One Hammnrlund 10 mhy. R.F. choke, type 

CII10-S. R. F.C.I: 
•Two midget filter chokes. Ch.l. Ch.2 : 
•One midget A.F. transformer, Tl ; 
Three ICA Insulite octal sockets; 
One Blan D.P.D.T. snap switch. Sw. A ; 
One Wan aluminum chassis. 8% x 4 Mr x 2V 4 ins. 

high ; 
•One type R dial ; 
•One cabinet ; 

One National Union type 6L7 metal tube, VI ; 
One National Union type 6F5 metal tube. V2 ; 
•One MG25Z5 metal-glass tube, V3; 
Five Blan binding posts; 
One 1-A. fuse : 

As needed, screws, hookup wire. etc. 

(•Name of manufacturer sent upon request.) 



ELECTRIC HANDY-LATHE 

PRICE 




Ship, weight 



WITH BUILT-IN MOTOR 

Length of Bed, 15 inches; height to spindle, 2 
inches, is supplied with face plate as well as 
spur center for handling all types of work. This 
lathe is furnished with a built-in Induction Mo- 
tor, mounted on the head-stock, so that the drive 
wheel acts directly on the three-speed pulley. 
NO BELT REQUIRED. In shifting to the vari- 
ous speeds it is only necessary to lift the motor 
with the left hand and slide it forward or back 
as desired. A finger-tip switch is located con- 
veniently on top of the motor. Finished in gray 
and green enamel and comes complete with mo- 
tor, cord and plug cap, and special wrench. 
Operates on alternating current only, 110 volts, 
60 cycles. 

ELECTRIC CRINDER 

PRICE 




|\ $349 



BOOK REVIEW 

TELEVISION, by K. A. Hathaway. Published by 
the American Technical Society, Chicago, III.. 
1933. Size. 6 x 8'/ 2 ins., 170 pages, cloth bound. 
Price $2.00. 

It contains a brief resume of the history of 
television, as well as a review of the elementary 
principles of light and of optics. A complete 
chapter is devoted to an explanation of the 
A.T. & T. Co. system of facsimile transmission. 
Photo-electric cells and glow lamps are dealt 
with individually as are the various forms of 
mechanical scanning devices. The chapter on 
electrical scanning, namely, cathode ray tubes, 
has been treated entirely too briefly. 

Contents include: Principles of Television; 
History of Television ; Principles of Light ; 
Optics; Photoelectricity; Reproducing Devices; 
Facsimile Transmission; Scanning Devices; Re- 
ceiving Circuits; Motors; Electrical Scanning 

MODERN RADIO SERVICING by A. A. Ghirardi. 
Published by Radio Technical Publishing Co., New 
York. Size 6 x 8'/ 4 ins., 1300 pages. Price $4.00. 

This large volume is one of the most com- 
plete ever published on the subject of radio 
service. Every conceivable angle is covered, 
including sales equipment building, auto and 
marine radio, etc. 

The first 400 pages are devoted to elements 
of electricity, especially as they apply to 
measuring instruments, and the construction 
of all types of testing equipment, including 
commercial apparatus and chapters on home- 
built equipment. 

Service Men, both beginners and experi- 
enced, will find this treatise of great assist- 
ance in their work. 

Please Say That You Saw It in Radio-Craft 



ShlP. weight 
4 lbs. 

Comes supplied 
with 2 genu- 
ine A 1 o x i t e 
grinding 
wheels, one 
coarse grind- 
er, and one fine 
grinder. It is 
driven with a 

dependable induction type high speed inner fan 
cooled motor with the grinding wheels mounted 
at opposite ends of the motor shaft. This motor 
does not interfere with radio reception, and has 
a heavy ground steel shaft and large bronze 
bearings, having thick felt oil-retaining wash- 
ers behind them, constantly lubricating the 
shaft and bearings and provided with oil holes 
for re-oiling. Complete with cord and plug 
cap. Operates on alternating current only, 110 
volts, 60 cycles. 

ELECTRIC SCROLL AND 
JIG SAW 

PRICE 




$469 



Ship, weight 10 
lb 1. 



This is an en- 
tirely new type 
of saw, pow- 
ered by a fan- 
cooled, induc- 
tion motor 
geared direct- 
■■hJ^ ly to 8 a w 

blade for max- 
imum power. 

Blade stroke Made of channeled steel, has 

12" throat that handles work up to 24" long, 
6 l /i" round work table, adjustable hold down 
shoe with guide roller to support and steady saw 
blade. Cord, plug and 1 blade included. Built- 
in motor operates on alternating current only, 
110 volts, 60 cycles. 



Our Old Customers Know That 
Our Merchandise Is Sold on a 
Strict Money-Back Guarantee 

All Shipments will be forwarded by Express 
Collect if not sufficient postage included 
with your order. 

WELL WORTH TRADING CO. 

506 Palmolive Bldg., Dept. R, C. 136, Chicago, UL 
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12 BOOKS TO HELP 
YOU LEARN MORE 

ABOUT RADIO 




Illustrated at the 
right and left 
two books 
the Radio 
Craft Library 
SerUi. 




THE RADIO-CRAFT LIBRARY SERIES— a most 
complete and authenttr set of Tolutne*— 4reiit s In- 
dividually, important divisions of radio, fcach book 
has been deslnneil to give you the opportunity to learn 
one or more branches of radio. The authors of the 
books are well-known to everyone. Each is an expert 
radio man: an authority on the subject— each is thor- 
oughly familiar with the field which he represents. 

All Books Uniform 

The volumes in the RADIO-CRAFT MBBARY 
SERIES are all uniform. 6 x f Inches. E»rh book 
contains on an average of 50 to 120 Illustrations The 
books are printed on an excellent grade of paper 
which makes the type easy reading. 

Here Are the Series: 

Book No. I 
RADIO SET ANALYZERS 

And How to Use Them By L. VAN OER MEL 

Book No. 2 
MODERN VACUUM TUBES 

And How They Work By RO BERT HERT2BERG 

MODERN RADIO HOOK-UPS 

The Bast Radio Clreulte By R. O. WA8HBURNE 

Book No. 5 
HOW TO BECOME A RADIO 
SERVICE MAN 

By L OUIS MA RTIN 

Book Na. 6 
BRINGING ELECTRIC SETS 
UP TO DATE 

By CLIFF ORD E. DENTON 

RADIO KINKsVnVwRINKLES 

For Service Men and Experimenters 
By C. W. PA LMER 

Book No. 8 

RADIO QUESTIONS AND ANSWERS 

By R. D. WASH BURNE 
Book Ne. 9 

AUTOMOBILE RADIO AND SERVICING 

8y L OUIS MA RTIN 

HOME RECORDING AND ALL 
ABOUT IT 

By GEO RGE J. SALI8A 

Book No II 
POINT-TO-POINT* RESISTANCE 
MEASUREMENTS 
By CLIFF ORD E. DENTON 
Book No. 12 
PUBLIC ADDRESS INSTALLATION 
AND SERVICE 
By J. T. BERN8LEY 



BIG DISCOUNT OFFERED 



When Fivc(5) Books or Wore 
Are Ordered, Deduct 20% from 
Your Remittance 
■ ■ • 

GERNSBACK PUBLICATIONS, INC. 
99 Hudson Street, flew York. M. Y. 



MAIL THIS COUPON TODAY! 

iiitiiiiniiiiti>>>> 

GERNSBACK PUBLICATIONS. INC. 
99 Hudson Street. New York. N- Y. 

I havo circled below the numbers of hooks in the 
IlADlO-CRAFT LIBRARY SERIES whhh you are 
to tend me? and he* deducted 3Q* for «ntertBl 
five (5) book* or more. I have Included iny remit- 
iW in fun. at the prlre of 50c each, when less 
than five books are ordered. 

The amount of my remittance is 

(staml*. checks or money orders accepted). Circle 
numbers wanted: 

1 2 3 4 S 6 T S 9 10 11 M 



Name 

Address ~ 
City 



All booke are «en« postage prepaid 



A NEW POWER-LEVEL METER 

{Continued from page 415) 
is comparatively large. When a smaller voltaRe 
is applied to the instrument, the resistance of 
the r«ntiner is high: but, since the multiplier is 
not changed for a given range, the value of the 
multiplier Is too high to produce a linear scale. 
The first requirement of a multiplier for copper- 
oxide voltmeters, therefore, is that it be so 
hiKh. compared to the highest resistance of the 
rectifier, that variations in rectifier resistance 
do not appreciably affect the meter reading. 

THE DECIBEL SCALE 

The decibel (abbreviated db.) is a convenient 
measure of the increase or decrease in the level 
of a sound. Such changes in sound level cannot 
be expressed in watts or volts without interpret- 
ing the significance of the change. Thus, double 
the power output of a device represents a con- 
siderable increase, as far as power is concerned. 
On a decibel scale, double the power output cor- 
responds to an increase of 3 db., which is a little 
more than a perceptible increase in nouvd in- 
tensity. The decibel scale can be calibrated di- 
rectly on the meter scale, provided that the de- 
vice is connected across a line of fixed imped- 
ance. The most common impedance line is 500 
ohms, and most db. scales are calibrated for this 
value of line impedance: when used on a line 
having any other impedance value, the scale 
calibration must be changed. 

It should be noted that the db. level repre- 
sents the output compared to some arbitrary 
power level. In most cases, this level is 0.006-W. 
Thus, for a 500-ohm line, the reference voltage 
is 1.73 V. (See "Valuable 'Decibel' Data." July, 
1935 Radio-Craft, page 27 — Editor) 

A PRACTICAL POWER-LEVEL METER 



RC-136 



Voltage 
Range 
0-5 
0-20 
0-80 
0-160 



Attenuator 
Setting 
0 

12 
24 
30 



CHEKATUBE$16t 



Model 

cm 




Ti Ses— no adapters. Try it 10 DAYS FREE 
ar I see a swell instrument that does more than 
m « $35 testers. HIGHEST QUALITY— -has 
everything. Larj?e accurate meter-neon short 
test that shows plate shorts automatically, and 
any shorted element — even the metal tube 
shield. PORTABLE TYPE .10 x 11 x 6 
weighs 10 lbs. ORDER TODAY or send for 
FREE literature. 

J-M-P Manufacturing Co, Inc. 

3040 N. Mth St Milwaukee, Wis. 



Established 
19 2 2 



Figure A is a photograph of a power-level 
meter, the characteristics of which satisfy the 
requirements set forth in this article; the sche- 
matic circuit of the device is shown in Fig. 1. 
Considering, for a moment, the section enclosed 
by points ab, it is seen that the multiplier has 
a resistance of 9,000 ohms and that a 0.5-ma. 
meter is used. The resistance of the rec ^«J 
with the D.C. meter connected across it is 1.000 
ohms at about 80 per cent of full-scale reading. 
It should be pointed out here that the value or 
this multiplier varies considerably with the type 
of rectifier used and also between rectifiers of 
the same type. Of course, the necesHary com- 
pensation is made during the calibration of each 
instrument. Thus, the fixed multiplier consti- 
tutes 90 per cent of the total multiplier re- 
sistance: variations in the rectifier resistance, 
therefore, permit a nearly uniform voltage scale 
to be used. It must be emphasized that even 
the slight variations (in per cent) in the recti- 
fier resistance do not affect the accuracy of the 
scale calibration, since the scale calibration is 
determined with the multiplier, rectifier, and 
D.C. meter normally connected. 

Every resistor used in this attenuator must be 
hand calibrated to within 2 per cent of the 
values stated, and must be wired with the short- 
est p6ssible leads to the switch. This ia accom- 
plished in the unit illustrated by a unique scheme 
whereby the resistors are mounted on, and wired 
to the switch during the assembly of it (See 
Fig. B). Thus, the shortest possible leads are 
insured. 

Each step in the attenuator adds 3 db. to the 
meter reading. To read the db. level, it is only 
necessary to adjust the attenuator setting so that 
the meter reads some convenient value; then add 
the meter reading to the attenuator readinK for 
the total. The meter scale is calibrated directly 
from -12 to +10 db. and the attenuator adds 
33 db.; the total range of the Instrument there- 
fore is 55 db., or from —12 to +43. 

Since the addition of 3 db. increases the 
voltage ran^e by 1.41. it is possible to calibrate 
several voltage »cales directly on the meter scale. 
Each voltage ran*e. therefore, corresponds to a 
different setting of the attenuator. The power- 
level meter shown has 4 such voltage scales, each 
one corresponding to a setting of the attenuator. | 
as follows 



NOW! If. C. CMn'* 
TWO METAL TUBE 

ALL ELECTRIC AIR SCOUT 

Only Set 
oi it* kind 
in 

the world 

Pat, Pending V, 8. 
Serial No. 692,686. 
Opemt«s on A.C. 
or D.C. Self-Con- 
tained Power Sup- 

„ _.. . _ ply. 

JtMf VUW Shewing ««n *"««*■ !■»*•• 
POWEKPUL-H.W AH 'S^SVUS^ZS *%mSl3*' •£* 

ready to wire. «,™ »" " ■■ ■ ■ 1 fj 

Set of a M«tch«! MeUl 

earphone 




VBS%SmSK Wired .^TEKStoiT Tort*, *~dT 



7-TUBE SUPER Klfl 

Kit Include*: ANTENNA COIL; B.F. I 
COIL; OSCILLATOIt COIL: 1st LI*. 
COIL; 2nd I.K. COIL; 3 (JANO *i AC 
TUX1XO CONl»KNSKU. Price 

Schematic circuit diagram for A. C. and Auto 
Receiver furnished. 




ANTENNA COIL; 2 R.F. COIL: 3-OANGC1 OR 
DKJ I PR TI N ING CONDENSER. Price. M 
Write for our special circular radio parts 
Mild tubes. 

Send enough money for parcel pest or we Bhlp 
by exprcsa collect. _ _____ 

ARROW SALES CORPORATION 
549 West Randolph St Chicago. Illinois 



Ohm 8-7>cr -volt 
Sensitivity 
2.000 
500 
167 
62.5 



TUP tieW All -AlUMIKU^J 



PARABOLIC OEflECTOft MFFLE. 



■ J 0*1 Alt ALUMINUM FAftAIOOC OtHfCTO* »»»US MM • » 
M KtHW <_*«»•«. — « 
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.Xi.fil- MW>< MKri n *m*t** »•» '0. II ll M** €»•• 

HVi'l« Dnt RCfor lUvMtraieii hleratur* «« HOrK Horn* 
HO PC MAMU^ AC TURING CO. «|OI "■ T " lRl 
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• RECORDS 
through a RADIO 

Any radio, whether or not it has a con- 
nection for a phonograph piciVup, can 
be made to reproduce records. All you 
need is a turntable, and the RCA Phono- 
graph Oscillator. To the service man and 
dealer, it offers a profit in itself and 
through the future sale of records; to 
the set owner, it immensely increases the 
enjoyability of his instrument. Simple to 
install. Priced at $7.57 net, less tube. Can 
also be used with a microphone as a pub- 
lic address system. For further informa- 
tion, write for descriptive circular Form 
FM15, to Dept. RC. 

PARTS DIVISION 

RCA Mfg. Co., Inc., Camden, N. J. 

A subsidiary of the 

RADIO CORPORATION 
OF AMERICA 

(pfaaAsuL 99 

with the Hi-Fidelity 
of the Model 1750 ... the 
Reproducer with the New 




It's what OTHERS say 

that COUNTS! 

Read the following letter: 

Pass Christian, Miss., Oct. 14, 1035 
"Gentlemen : 

Recently I received one of your new No, 
1750 Para-Curve Reproducers and I am 
more than pleased with its Hi-Fidelity 
performance. Please rush 1 Model 1750 
to match a new Philco Model 650X." 

Eldridjte A. Helwick 



$1750 




List 

Write for com- 
plete catalog, 
dealer's discount 
and name of near- 
e 8 t distrihutor. 
Wright -DeCoster 
distributors are 
always anxious to 
cooperate with 
you. 

WRIGHT - DECOSTER, Inc. 

2251 University Ave., St. Paul Minn. 



Model 1750 
12* Reproducer 



Note that the low ranges have high sensitivity, 
suitable for accurate measurement of low volt- 
ages; the high ranges have, high enough sensi- 
tivities for the accurate measurement of line 
voltages or the accurate measurement of high 
voltage across the low-resistance voice coils oC 
speakers. 

The accuracy of the instrument is not im- 
paired by the use of a crowded scale. The meter 
is a 5-in. flange-type instrument which spreads 
the scale so that low levels may be read. 

THE NUMEROUS USES OF THIS UNIT 

The power-level meter may he used in cir- 
cuits for the measurement of voluige or dec ibel 
levels up to fre<iuencie* of 10.000 cycles with 
little error. It can be used wherever an output 
meter is required and whentvci a calibrated at- 
tenuator is necessary. It is an indispensable in- 
strument for P. A. work, and, when properly 
used, can render invaluable service to the radio 
Service Man. It can be connected directly 
across the voice coil or primary of the output 
transformer (with the voire coil open-circuited ) 
when lining up receivers. It can he UM >d for 
measuring line and filament voltages. It can be 
used in determining f retpieney-response and gain 
measurements. In a few weeks of active duty, 
this instrument will more than repay its small 
initial cost. 

The separate parts of this instrument may be 
procured in kit form, less panel and wood case, 
for ^ mounting on your own panel. When wired 
jis instructed, the indicated calibration is valid. 
In the kit assembly, the resistors and rectifier 
are already mounted and wired to the switch, as 
previously described. Only 4 wires are needed 
to complete the wiring. 



ORSMA MEMBERS' FORUM 

(Continued front page 422) 

with the exception of 3 loose wires, evidently 
caused by those cockroaches, nothing was wrong 
with it, 

I surely don't vant a jiibJJJcy Ikjit again. 

M. Wiehl. 
Oregon: . 



We can offer- no coniTiienti h^-+i:I to strongly 
echo Mr. Wfebl h fl Em#1 Uh* n>. aayBng that we 
don't want a job ]ihr ioal "^-nfortunatelly 
Mr. Wiehl's experi^n^*- is 0^4. isolated in- 
stance; servicing rcfdaiir-uit P«U gSien entails a 
messy job. 



AN OLD QUESTION RAISED 

Radio-Craft, ORSMA Department: 

I notice not only in Radio-Craft, but in other 
periodicals and texts, and at lectures, that Serv- 
ice Men either go to the customer's home to diag- 
nose a receiver trouble, or else they take the set 
to their shops for checking, only to find (for 
instance) that not only is Ulter condenser 
M out" as they had told their customer, but when 
the condenser is properly replaced, a cathode 
bias resistor or condenser is also "bad" (result- 
ing in distortion) ; and not only that, but the 
antenna coil is shorted, or some other combina- 
tion of faults is present. 

Some time ago a friend <tf mine brought in 
a wildcat set that he had taken to another shop 
for analysis. He was told that it had a faulty 
filter condenser, which could be replaced for 
$2.00. After I got the set I found a low emis- 
sion 42 tube used as a rectifier, a lost-capacity 
filter condenser of the 8-8 mf. type, and a bias 
condenser and resistor that were useless. How 
could the other Service Man fix up a set like 
this for $2.00? Or how could he even fJuess at 
its various faults unless he took all the parts 
out for test? 

On another set, a Cub 4-tube midget, the 
volume control was open, the antenna coil was 
shorted, the screen-grid resistor was low in 
vnlue, the tuning condenser plates were shorting 
and the set was badly out of balance. How 
could any Service Man determine all these 
things in a customer's home, and estimate ac- 
curately on the job in any reasonably short 
length of time? 

Al Holtz, 
Chicago, III. 

We would like to have the opinions of ORSMA 
members on this question. It raises the old, 
much -discussed question of the advisability of 
working in the customer's home, or in the 
shop. 

Please Say That You Saw It in Radio-Craft 
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Triplett Bice. Instrument Co 3R7 

Try-. Mo Radio Co. ..427 

U 

Universal Microphone Co 444 

W 

XYellworth Trading Company *..„ 437, 441 

434, 443 



Wholesale Radio Service Co., Inc 
Wrichi-I>eCaster. Inc 



.410 



(While every precaution is taken to insure 
accuracy, we cannot guarantee against the 
possibility of an occasional change or omis- 
sion in the preparation of this index.) 
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worn mioa^ 



No middlemen's profits (o pay. You I my at wholesale 
price, direct from Laboratories. . .saving o0% to 50% . 
Vou can order your 19o(> Midwest radio from the new 
40-page catalog with as much certainty of satisfac tion as 
jj' you were to come yourself to our great laboratories. 

You save 30 r r to 50 r ,' . . . vou get 30 (lavs 
FRKK trial . . , as little as $.\.IMI Jmvn puts a 
*M id west rat' "o ill your home. You are triplv pro- 
tected with ; ( W-Ycar (iiiaranice. Foreign R c- 
ltecand *Mutu*\ - Back Guarantee 



*»1 




'30 Dai|S 
FREE Trial! 



(lift TBIli) 



GIANT 
THEATRE- 
SONIC 

SPEAKER 



TERI11S «Loui ft si5 



0 # 0 
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/^\XCK again Midwest demonstrates its 
leadership hy offering (he world's most 
powerful Super De Luxe I8-METAL Fuhe 
6-Tuning Range radio. It is a master 
achievement . . . today's most high In- pertccted, 
precisely Uuilt. laltoratorv adjusted set. It is a 
ratlin-musical instrument that will thrill you with 
its marvelous super performance . . . glorious new 
aeousti-tone . . . crystal-clear "concert" realism 
. . . and magnificent foreign reception. Before 
ymi I my any radio, write for KUKK 40-page l'M<> 
catalog. Learn a 1 unit the successful Midwest Lai Mi- 
ni lorv-Tn- You polity that saves you MV t { to 
aO'i , . . that uives vou M) davs FRKK trial. 



GUARANTEED FOREIGN RECEPTION 

This supcr'Vadio will out -perform $200 and $.300 
sets on a side l>y side test. It is so powerlul, so 
t amazingly selective, so delicately sensitive that it 
lirings in dktant foreign stations with full loud 
sfieaker volume, on channels adjacent to powerful 
locals. The/ 18 tubes permit of advanced circuits, 
make it possible to use the tremendous reserve 
power/ and to exert the sustained maximum 
output of the powerlul new tubes. 

80 SENSATIONAL ADVANCEMENTS 

Scores of marvelous Midwest features, many of 
them exclusive, explain Midwest glorious tone 
realism, super performance and thrilling world, 
wide h-band reception. They prove why nation 
ally known orchestra leaders like Fred Waring, 
George Olsen. Jack Denny, etc., use a Midwest in 
preference to more costly makes. Pages 1- to 21 
in FRKK catalog illustrate the new Midwest fea- 
tures. Study them bef ore you make up your mind. 

PUSH BUTTON TUNING 

Simply pushing Silencer Hut ton silences set In'tween stations. 
I if.k lit 1 1 1 1 1 Inning lights nutmiiatically indicate when station is 
properly luneil. Release hut ton. ami station comes in per- 
fectly. Pressing Station Fimlrr Hiilton (.Midwest's vM-|usive 
UOBOT KARl automatically determines proper thai position 
fur liriugiug in extremely ueak stations 



GINGER ROGERS AMAZED 
AT MIDWEST PERFORMANCE 

Hull /r<v*»/. i 'nlifornta. 
''Your Midwi'hi is 
W«ilMli>rful instrn- 
icnt. Th*> tunc uuhI- 
y is rMiitllltill vlw\ 
it nurp«j>s<>s any M«-f 
have i-vcf owiiiil. 
I Imvi' ht-Hnl hlittion 
from nil «% it i h «- 
worM. I iz* it n thrill 
thi- • ir*i time I iuiimi 
ill tin ibi- Inioiiiimc 
of 'Bit: It. n ■ •' 

til NO Ml H*M.KII» 





S« ml for FRKK 40- page 
loiir-color catalog. It 
pictures t lie loinpletc 
lint.- of lieairlitul I'tti 
Midwest Aeon sti-Tcmc 
V-Spread consoles... and 
•chasM.v in lour colors, 



SIX TUNING RANGES 

Tliis exclusive engineer inu triumph puts Midwest radio years ahead of ordinary 
sets ami iual.es tlicm the "World's (ircatct Radio Values." Nou, it is easy to 
make the nations of the world parade Iwiore you. Ymi ean suited instantly 
from American programs to Canadian, police, amateur, commercial, "sctrel.' 
experimental, airplane anil ship liro.uh'ast s . .(o tlie tinest and mos| lascinaling 
prog ra msi rom Kurope, Africa. Asia, Australia, South America... 1^,000 miles a Way. 

ACOUSTI-TONE V-SPREAD DESIGN 

(U. S. Patent No. 96750) 

Thr V-Front Dispersing Vanes estalilishetl a new radio style overnight. They 
spread the heautilul laee-wnrk ol the ''hiahs'* thmuuhoul the room in a scientific 
manner. directing the lliul) Fidelity waves uniformly to tin- car. Now. get 
complete range of audi hie I resiliencies from ."<) to lo.O(H) cyt les . .achieving 
glorious new acousf clone . . .assuring lilc-lilie crystal-clear "concert" realism. 



Mail coupon today/ 


L FOR 


FREE 30-DAY TRIAL OFFER *nd**r 
PAGE FOUR-COLOR FREE CATALOG 


j MIDWEST RADIO CORP.. 
] Dept. 12P, Cincinnati, Ohio 

Without obligation on my part, Bend me 
jour new FREE catalog, complete de- 
taila of your liberal 30 day FREE trial 
offer, and FREE Miniature Rotating 
£ tft tube Dial. Tbia ia NOT an order 


U ae r. Agents : 
Make E a ay = 
Extra Money = 

Check H*rr] 
details 1 — ■ = 
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MIDWEST RADIO CO ft P. 



DEPT. I2P 



CINCINNATI, OHIO U.S.A, 
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□ Ctiack h#r*. It Mtaraattd In a Mldwett All -Wave Battary • 
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HERE'S THE "TOPS" W TIWSG 
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sliding-rule unZxig scale 

EASY TO READ. The scale is accurately calibrated in kilo- 



cycles on standard broadcasts, a ^gacycles on short-wave. It's "as 

easy to read as a ruler." . TS ALL STATIONS IN A LINE. 

There's no confusion in locating the % esire* station on the dial. Each scale 

ONE BAND VISIBLE. No 



lists all stations in a straight line, ^jfe? 

T 

congestion of broadcasting bands on this scale. Only one band is visible 
at a time. Just a turn of the control knob and another band moves into 
view. The receiver is automatically aligned to the new reception band. 

AUTOMATIC VERNIER TUNING. An ingenious mechani- 




cal arrangement regulates the dial pointer automatically to fast or slow 
motion with single knob. It eliminates the awkward "in or out" positions 
of the conventional single knob as well as the clumsy "double-deckers." 

^yt^j READ IT SEATED OR STANDING. The graduations are 
visible from either a sitting or standing position. jSn THIS IS BUT ONE 
OF FIVE OUTSTANDING FEATURES. Together, they give not only a new 
brilliance of performance, but a lasting brilliance that the years cannot dim. 



GENERAL 




ELECTRIC 



RADIO 

WITH THE TUBE THAT'S "SEALED IN STEEL" 

MERCHANDISE DEPARTMENT, GENERAL ELECTRIC COMPANY, BRIDGEPORT, CONN. 



SEE IT! HEAR IT! 
COMPARE! 

MODEL A-82. This model has 
established new records in 
world-wide and amateur short- 
wave reception. Eight Metal 
Tubes. Four Reception Bands. 
Sentry Box. Permaliners. Stab- 
ilized Speaker. Sliding-rule 
Tuning Scale. Noise Control. 
Lo-note Compensation. CW 
Oscillator may be added. 

$94.50 

(Eastern List Price) 




www. 



